Annual Procurement Plan for the Year 2020-21

Sr. Item Description UoM Quantity
No. (Approx)
1 [BEAKERS, BERZELIUS, TALL FORM WITHOUT SPOUT. CAPACITY : 100 NO 300
2 |BEAKERS BERZELIUS TALL FORM WITH SPOUT . NO 300
CAPACITY : 100 ml.
3 |BEAKERS, BERZELIUS, TALL FORM WITH SPOUT. NO 300
CAPACITY : 250 ml.
4 |BEAKERS, BERZELIUS, TALL FORM WITH SPOUT. NO 300
CAPACITY : 500 ml.
5 |BEAKERS, BERZELIUS TALL FORM WITH SPOUT. NO 300
CAPACITY : 1000 ml.
6 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 300
CAPACITY : 10 ml.
7 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 500
CAPACITY : 25 ml.
8 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 600
CAPACITY : 50 ml.
9 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 600
CAPACITY : 100 ml.
10 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 600
CAPACITY : 150 ml.
11 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 600
CAPACITY : 250 ml.
12 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 200
CAPACITY : 400 ml.
13 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 600
CAPACITY : 500 ml.
14 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 300
CAPACITY : 600 ml.
15 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 500
CAPACITY : 1000 ml.
16 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 150
CAPACITY : 2000 ml.
17 |BEAKERS, GRIFFIN, LOW FORM WITH SPOUT. NO 100
CAPACITY : 3000 ml.
18 |BEAKERS, GRIFFIN, LOW FORM, WITH SPOUT. NO 100
CAPACITY : 5000 ml.
19 |BOSS-HEADS, BRASS, COPPER OXIDISED TO HOLD 25.4 mm. DIA. NO 100
20 [BOTTLE, REAGENT, PLAIN, NARROW MOUTH, WITH I/C FLAT HEAD NO 200
STOPPER.
21 [BOTTLE, REAGENT, PLAIN, NARROW MOUTH, WITH I/C FLAT HEAD NO 200
STOPPER.
22 [BOTTLE REAGENT, PLAIN, NARROW MOUTH, WITH I/C FLAT HEAD NO 200
STOPPER.
23 [BOTTLE, REAGENT, PLAIN, NARROW MOUTH, WITH I/C FLAT HEAD NO 200
STOPPER.
24 |BOTTLE, REAGENT, PLAIN, NARROW MOUTH, WITH I/C FLAT HEAD NO 200
STOPPER.
25 |[BOTTLE, REAGENT, PLAIN, NARROW MOUTH, WITH I/C FLAT HEAD NO 100
STOPPER.
26 |[BOTTLE, WEIGHING, GLASS, WITH I/C STOPPER. NO 500
CAPACITY : 5 ml.
27 |BOTTLE, WEIGHING, GLASS, WITH I/C STOPPER. NO 500
CAPACITY : 15 ml.
28 |BOTTLE, WEIGHING, GLASS, WITH I/C STOPPER. NO 500
CAPACITY : 25 ml.
29 [BOTTLE, WEIGHING, WITH I/C STOPPER. NO 500
CAPACITY : 60 ml.
30 |BURETTES, STRAIGHT BORE STOPCOCK, ACCURACY AS PER CLASS B NO 100
OF I.S. 1997:2008, CAPACITY : 5 ml., TOLERANCE : +/- 0.02 ml.
31 |BURETTES, STRAIGHT BORE STOPCOCK, ACCURACY AS PER CLASS B NO 100

OF IS : 1997 : 2008, CAPACTIY : 10 ml., TOLERANCE : +/- 0.05 ml.




32 |BURETTES, STRAIGHT BORE STOPCOCK, ACCURACY AS PER CLASS B NO 100
OF 1S: 1997:2008, CAPACITY : 25 ml., TOLERANCE +/-: 0.10 ml.

33 |BURETTES, STRAIGHT BORE STOPCOCK, ACCURACY AS PER CLASS B NO 100
OF 1.S. 1997 :2008, CAPACITY : 50 ml., TOLERANCE +/-:0.10 ml.

34 |CLAMP, BURETTES MADE OF BRASS CASTING, COPPER OXIDISED NO 100
WITH LINED JAW SINGLE A SIMPLE STURDY UNIT TO FIX ON ANY IRON
STAND SIZE : 10 TO 25 mm.

35 |CLAMP,DUAL BURETTE HOLDER SPECIAL HOUSING BASE PHASE DIE NO 50
CAST ALUMINIUM BLACK HAMMERTONE FINISH WITH CENTRAL
RETORT ROD FIXING PROVISIONS. TORSION SPRING LODED NICKEL
PLATED. BRASS TONGS TO EITHER SIDE WITH NICKEL PLATED

36 |CLAMP, CONDENSER WITH THREE PRONG BRASS QUICK GRIP NICKEL NO 100
PLATED ARMS COVERED WITH ASBESTOS SLEEVINGS AND CO-AXIAL
NUT FOR ADJUSTMENT OF PRONGS. CAP : 75 mm DIA

37 |CLIP,ADJUSTING, HOFFMAN PATTERN BRASS NICKEL PLATED FOR NO 50
CLAMPING RUBBER TUBING SIZE : 12 mm

38 |GROUND-JOINT, INNER PART ONLY I/C. NO 50
I/C JOINT SIZE : 29/32.

39 |GROUND-JOINT, INNER PART ONLY I/C. NO 30
I/C JOINT SIZE : 34/35.

40 |CORK, RED RUBBER. TOP: 30 mm., BOTTOM: 26 mm., NO 50
HT: 32 mm.

41 |CORK, RED RUBBER. TOP: 25 MM., BOTTOM: 19 MM., NO 30
HT : 24 MM.

42 |CORK, RED RUBBER. TOP: 20 MM., BOTTOM: 15 MM., NO 30
HT: 21 MM.

43 |DESICCATOR, VACUUM, WITH COVER AND STOPCOCK,. APPROX. I.D. NO 50
OF GROUND FLANGE: 150 mm.,

44 |DESICCATOR, PLAIN PLASTIC. 200 mm NO 50

45 |DESICCATOR, SMALL WITH COVER, KNOB TYPE. APPROX. I.D. OF NO 50
GROUND FLANGE: 100 mm.,

46 |DESICCATOR, LARGE WITH COVER KNOB TOP. CORNING CAT NO. NO 50
3080 APPROX. I.D. OF GROUND FLANGE: 250 mm. APPROX. OVERALL

47 |FORCEPS, STAINLESS STEEL STRAIGHT SURGICAL TYPE, SIZE: 4". NO 500

48 |FORCEPS, STAINLESS STEEL STRAIGHT SURGICAL TYPE, SIZE: 6". NO 500

49 |[FORCEPS, STAINLESS STEEL STRAIGHT SURGICAL TYPE, SIZE: 8". NO 500

50 |FORCEPS, STAINLESS STEEL CURVED TYPE. NO 500
SIZE: 6".

51 |FLASK, BOILING, FLORENCE, FLAT BOTTOM. NO 100
CAPACITY : 50 ML.

52 |FLASK, BOILING, FLORENCE, FLAT BOTTOM. NO 50
CAPACITY : 100 ML.

53 |FLASK, BOILING, FLORENCE, FLAT BOTTOM. NO 100
CAPACITY : 250 ML.

54 |FLASK, BOILING, FLORENCE, FLAT BOTTOM. NO 150
CAPACITY : 500 ML.

55 |FLASK, BOILING, FLORENCE, FLAT BOTTOM. NO 300
CAPACITY : 1000 ML.

56 |FLASK, BOILING, FLORENCE, FLAT BOTTOM. NO 200
CAPACITY : 2000 ML.

57 |FLASK, BOILING, FLORENCE, FLAT BOTTOM. NO 50
CAPACITY : 3000 ML.

58 |FLASK, BOILING, ROUND BOTTOM. NO 100
CAPACITY : 25 ML.

59 |FLASK, BOILING, ROUND BOTTOM. NO 100
CAPACITY : 50 ML.

60 |FLASK, BOILING, ROUND BOTTOM. NO 100
CAPACITY : 100 ML.

61 |FLASK, BOILING, ROUND BOTTOM. NO 100
CAPACITY : 250 ML.

62 |FLASK, BOILING, ROUND BOTTOM. NO 100

CAPACITY : 500 ML.




63

FLASK, BOILING, ROUND BOTTOM.
CAPACITY : 1000 ML.

NO

100

64

FLASK, BOILING, ROUND BOTTOM.
CAPACITY : 2000 ML.

NO

50

65

FLASK, BOILING, ROUND BOTTOM.
CAPACITY : 3000 ML.

NO

25

66

FLASK, BOILING, ROUND BOTTOM.
CAPACITY : 5000 ML.

NO

15

67

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 10 ML.

NO

200

68

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 25 ML.

NO

400

69

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 50 ML.

NO

500

70

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 100 ML.

NO

500

71

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 150 ML.

NO

500

72

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 250 ML.

NO

500

73

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 500 ML.

NO

500

74

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 1000 ML.

NO

500

75

FLASK, ERLENMEYER, CONICAL NARROW MOUTH.
CAPACITY : 2000 ML.

NO

100

76

FLASK, ERLENMEYER, CONICAL NARROW MOUTH, WITH
INTERCHANGEABLE STOPPER,INTERCHANGEABLE JOINT : 14/23
CAPACITY : 25 ML.

NO

200

77

FLASK, ERLENMEYER, CONICAL NARROW MOUTH, WITH

INTERCHANGEABLE STOPPER,INTERCHANGEABLE JOINT : 19/26.

CAPACITY : 50 ML

NO

400

78

FLASK, ERLENMEYER, CONICAL NARROW MOUTH, WITH
INTERCHANGEABLE STOPPER,INTERCHANGEABLE JOINT : 24/29
CAPACITY : 100 ML.

NO

500

79

FLASK, ERLENMEYER, CONICAL NARROW MOUTH, WITH
INTERCHANGEABLE STOPPER,INTERCHANGEABLE JOINT : 24/29
CAPACITY : 250 ML.

NO

500

80

FLASK, ERLENMEYER, CONICAL NARROW MOUTH, WITH
INTERCHANGEABLE STOPPER,INTERCHANGEABLE JOINT : 24/29
CAPACITY : 500 ML.

NO

200

81

FLASK, KJELDAHL, ROUND BOTTOM, LONG NECK
CAPACITY : 10 ML.

NO

10

82

FLASK, KJELDAHL, ROUND BOTTOM, LONG NECK
CAPACITY : 30 ML.

NO

10

83

FLASK, KJELDAHL, ROUND BOTTOM, LONG NECK
CAPACITY : 100 ML.

NO

10

84

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915 : 1975 WITH WORKS
CERTIFICATE.

NO

1000

85

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915 : 1975 WITH WORKS
CERTIFICATE.

NO

1000

86

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915 : 1975 WITH WORKS
CERTIFICATE.

NO

1000

87

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915: 1975 WITH WORKS
CERTIFICATE.

NO

500

88

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915: 1975 WITH WORKS
CERTIFICATE.

NO

300




89

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915: 1975 WITH WORKS
CERTIFICATE.

NO

100

90

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915 : 1975 WITH WORKS
CERTIFICATE.

NO

100

91

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915 : 1975 WITH WORKS
CERTIFICATE.

NO

100

92

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915 : 1975 WITH WORKS
CERTIFICATE.

NO

100

93

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS AOF IS : 915 : 1975 WITH WORKS
CERTIFICATE.

NO

50

94

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS B OF IS : 915 : 1975.
CAPACITY : 5 ML., TOLERANCE : +/- 0.05 ML., STOPPER SIZE : 10/15.

NO

100

95

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS B OF IS : 915 : 1975.
CAPACITY : 10 ML., TOLERANCE : +/- 0.05 ML., STOPPER SIZE : 10/15.

NO

500

96

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS B OF IS : 915 : 1975.
CAPACITY : 25 ML., TOLERANCE : +/- 0.08 ML., STOPPER SIZE : 10/15.

NO

400

97

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS B OF IS : 915 : 1975.
CAPACITY : 50 ML., TOLERANCE : +/- 0.12 ML., STOPPER SIZE : 10/15.

NO

300

98

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS B OF IS : 915 : 1975.
CAPACITY : 100 ML., TOLERANCE : +/- 0.20 ML., STOPPER SIZE : 14/15.

NO

150

99

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS B OF IS : 915 : 1975.
CAPACITY : 250 ML., TOLERANCE : +/- 0.30 ML., STOPPER SIZE : 14/15.

NO

100

100

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS B OF IS : 915 : 1975.
CAPACITY : 500 ML., TOLERANCE : +/- 0.50 ML., STOPPER SIZE : 19/20.

NO

80

101

FLASK, VOLUMETRIC, WITH I/C STOPPER,
ACCURACY AS PER CLASS B OF IS : 915 : 1975.
CAPACITY : 1000 ML., TOLERANCE : +/- 0.80 ML., STOPPER SIZE : 19/20.

NO

50

102

FUNNEL, BUCHNER, PORCELAIN FOR ANALYTICAL PURPOSE IS : 5009
SIZE : 45 MM DIA.

NO

25

103

FUNNEL, BUCHNER, PORCELAIN FOR ANALYTICAL PURPOSE IS : 5009
SIZE : 70 MM DIA.

NO

25

104

FUNNEL, BUCHNER, PORCELAIN FOR ANALYTICAL PURPOSE IS : 5009
SIZE : 110 MM DIA.

NO

25

105

FUNNEL, BUCHNER, PORCELAIN FOR ANALYTICAL PURPOSE IS : 5009
SIZE : 150 MM DIA.

NO

25

106

FUNNEL, BUCHNER, PORCELAIN FOR ANALYTICAL PURPOSE IS : 5009
SIZE : 240 MM DIA.

NO

25

107

FUNNEL, GLASS, BUCHNER TYPE, WITH SINTERED DISC. CAPACITY :
35 ML.

NO

50

108

FUNNEL, GLASS, BUCHNER TYPE, WITH SINTERED DISC. CAPACITY :
500 ML.

NO

20

109

FUNNEL, GLASS, BUCHNER TYPE, WITH SINTERED DISC. CAPACITY :
500 ML.

NO

20

110

FUNNEL, POWDER, SHORT WIDE STEM. DIA. : 125 MM.

NO

150

111

FUNNEL, POWDER, SHORT WIDE STEM. DIA. : 200 MM.

NO

150

112

FUNNEL, PLAIN, 60 DEGREE ANGLE WITH STEM,
DIA : 50 MM.

NO

200

113

FUNNEL, PLAIN, 60 DEGREE ANGLE WITH STEM,
DIA : 65 MM.

NO

200

114

FUNNEL, PLAIN, 60 DEGREE ANGLE WITH STEM,
DIA : 75 MM.

NO

200




115

FUNNEL, PLAIN, 60 DEGREE ANGLE WITH STEM,
DIA : 100 MM.

NO

200

116

FUNNEL, SEPARATING, PEAR SHAPE WITH STOPCOCK AND
INTERCHANGEABLE STOPPER, STOPPER SIZE: 14/15
CAPACITY : 60 ML.

NO

200

117

FUNNEL, SEPARATING, PEAR SHAPE WITH STOPCOCK AND
INTERCHANGEABLE STOPPER, STOPPER SIZE: 19/20
CAPACITY : 125 ML.

NO

200

118

FUNNEL, SEPARATING, PEAR SHAPE WITH STOPCOCK AND I\C
STOPPER . CAPACITY: 250 ml. STOPPER SIZE : 19\20.

NO

100

119

FUNNEL, SEPERATING PEAR SHAPE WITH STOPCOCK AND I\C
STOPPER. CAPACITY: 500 ml. STOPPER SIZE 24\25.

NO

100

120

FUNNEL,SEPARATING, PEAR SHAPE WITH STOPCOCK AND I\C
STOPPER CORNING CAT NO. 6400. CAPACITY:1000 ml. STOPPER SIZE

NO

25

121

FUNNEL, SEPARATING PEAR SHAPE WITH STOPCOCK AND I\C
STOPPER. CAPACITY: 2000 ML. STOPPER SIZE :

NO

10

122

HEATING-MANTLE OPERATING ON SINGLE PHASE 230 VOLTS, 50 HZ.
A.C. SUPPLY.

CPACITY: 1ITR. CAP. RATING 350 WATTSWITH LAMP INDICATING,
TOGGLE SWITCH, FUSE & ISI WIRING IN SUITABLE HOUSING .

NO

50

123

HEATING-MANTLE, OPERATING ON SINGLE PHASE 230 VOLTS, 50 HZ.
A.C. SUPPLY. CAPACITY: 2 LTR CAP. RATING 350 WATTS WITH LAMP
INDICATING, TOGGLE SWITCH, FUSE & ISI WIRING IN SUITABLE

NO

50

124

HEATING-MANTLE, OPERATING ON SINGLE PHASE, 230 VOTS, 50 HZ.
A.C. SUPPLY. CAPACITY: 3 LTR, RATING 350 WATTSWITH LAMP
INDICATING, TOGGLE SWITCH, FUSE & ISI WIRING IN SUITABLE

NO

50

125

HEATING-MANTLE, OPERATING ON SINGLE PHASE, 230 VOLTS, 50 HZ.
A.C. SUPPLY. CAPACITY: 5LTR CAP. RATING 350 WATTS WITH LAMP
INDICATING, TOGGLE SWITCH, FUSE & ISI WIRING IN SUITABLE

NO

50

126

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,

NO

120

127

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,

NO

100

128

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,

NO

100

129

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,

NO

100

130

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,

NO

200

131

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,

NO

150

132

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,

NO

150

133

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,
CAPACITY : 1000 ML., GRADUATION INTERVAL : 10.0 ML., TOLERANCE :

NO

100

134

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH POUR OUT,
CLASS B,
CAPACITY : 2000 ML., GRADUATION INTERVAL : 20.0 ML., TOLERANCE :

NO

50

135

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH PENNY HEAD
I/IC STOPPER, CLASS B, CAPACITY : 10 ML., GRADUATION INTERVAL :
0.2 ML., TOLERANCE : +/- 0.2 ML., STOPPER SIZE : 10/15.

NO

100

136

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH PENNY HEAD
I/IC STOPPER, CLASS B, CAPACITY : 25 ML., GRADUATION INTERVAL :
0.5 ML., TOLERANCE : +/- 0.5 ML.,STOPPER SIZE : 14/15.

NO

100

137

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH PENNY HEAD
I/IC STOPPER, CLASS B, CAPACITY : 50 ML., GRADUATION INTERVAL :
1.0 ML., TOLERANCE : +/- 1.0 ML., STOPPER SIZE : 14/15.

NO

100

138

CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH PENNY HEAD
I/IC STOPPER, CLASS B, CAPACITY : 100 ML., GRADUATION INTERVAL :
1.0 ML., TOLERANCE : +/- 1.0 ML., STOPPER SIZE : 19/20.

NO

100




139 |CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH PENNY HEAD NO 75
I/C STOPPER, CLASS B, CAPACITY : 250 ML., GRADUATION INTERVAL :
2.0 ML., TOLERANCE : +/- 2.0 ML., STOPPER SIZE : 24/25.

140 |CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH PENNY HEAD NO 75
I/IC STOPPER, CLASS B, CAPACITY : 500 ML., GRADUATION INTERVAL :
5.0 ML., TOLERANCE : +/- 5.0 ML., STOPPER SIZE : 24/25.

141 |CYLINDER, GRADUATED SINGLE METRIC SCALE, WITH PENNY HEAD NO 30
I/IC STOPPER, CLASS B, CAPACITY : 1000 ML., GRADUATION INTERVAL :
10.0 ML.,

142 [GLASS-COVER,SLIPS, RECTANGULAR, ( FOR MICROSCOPE SLIDES ) NO 200
TO IS : 3099 . SIZE: 22 X 40 mm THICKNESS:0.13+\-0.016 mm. (PKT OF 10

143 [GLASS-COVER,SLIPS, RECTANGUALR , ( FOR MICROSCOPE SLIDES ) NO 200
TO IS : 3099. SIZE : 22 X 50 mm. SIMILAR TO POLAR MAKE NO.1.

144 INEEDLE, STERILE DISPOSABLE 18 G, 38 MM LONG. NON TOXIC, NON NO 60000
PYROGENIC, HYPODERMIC FOR SINGLE USE.

145 INEEDLE, STERILE DISPOSABLE 20 G, 25 mm LONG. NON TOXIC, NON NO 60000
PYROGENIC, HYPODERMIC FOR SINGLE USE.

146 |NEEDLE, STERILE DISPOSABLE 22 G, 25 MM LONG. NON TOXIC, NON NO 75000
PYROGENIC, HYPODERMIC FOR SINGLE USE.

147 INEEDLE, STERILE DISPOSABLE 24 G, 25 MM LONG. NON TOXIC, NON NO 60000
PYROGENIC, HYPODERMIC FOR SINGLE USE.

148 |NEEDLE, STERILE DISPOSABLE 26 G, 13 MM LONG. NON TOXIC, NON NO 75000
PYROGENIC, HYPODERMIC FOR SINGLE USE.

149 |DISH, CULTURE, PETRI AR GLASS STERIPLAN. APPROX: OD X HT. : 50 X| SET 300

150 |DISH, CULTURE, PETRI APPROX: OD X HT. : 80 X 17 mm. SET 400

151 |DISH,CULTURE, PETRI APPROX: ODXHT.: 100 X 17 mm. SET 400

152 |DISH, CULTURE, PETRI AR GLASS STERIPLAN APPROX: ODXHT.: 150 X SET 400

153 |DISH, CULTURE, PETRI APPROX:ODXHT.: 200 X 20 mm. SET 300

154 |PIPETTE, TRANSFER, VOLUMETRIC, ACCURACY AS PER CLASSBOFIS| NO 25
:1117:1975.
CAPACITY : 5 ML., TOLERANCE : +/- 0.030 ML.

155 |PIPETTE, TRANSFER, VOLUMETRIC, ACCURACY AS PER CLASS B OFIS| NO 25
:1117:1975.
CAPACITY : 10 ML., TOLERANCE : +/- 0.04 ML.

156 |PIPETTE, TRANSFER, VOLUMETRIC, ACCURACY AS PER CLASSBOFIS| NO 25
:1117:1975.
CAPACITY : 20 ML., TOLERANCE : +/- 0.06 ML.

157 |PIPETTE, TRANSFER, VOLUMETRIC, ACCURACY AS PER CLASSBOFIS| NO 25
:1117:1975.
CAPACITY : 25 ML., TOLERANCE : +/- 0.060 ML.

158 |PIPETTE, TRANSFER, VOLUMETRIC, ACCURACY AS PER CLASS AOFIS| NO 25
:1117:1975 WITH WORKS CERTIFICATE.
CAPACITY : 1 ML., TOLERANCE : +/- 0.007 ML.

159 |PIPETTE, TRANSFER, VOLUMETRIC, ACCURACY AS PER CLASS AOFIS| NO 40
:1117:1975 WITH WORKS CERTIFICATE.
CAPACITY : 5 ML., TOLERANCE : +/- 0.015 ML.

160 |PIPETTE, TRANSFER, VOLUMETRIC, ACCURACY AS PER CLASS AOFIS| NO 25
1 1117:1975 WITH WORKS CERTIFICATE.
CAPACITY : 10 ML., TOLERANCE : +/- 0.020 ML.

161 |PIPETTE, SEROLOGICAL, CLASS B, CAPACITY : 1.0 ML. NO 25
GRADUATION INTERVAL : 0.01 ML., TOLERANCE : +/- 0.01 ML.

162 |PIPETTE, SEROLOGICAL, CLASS B, CAPACITY : 2.0 ML. NO 30
GRADUATION INTERVAL : 0.02 ML., TOLERANCE : +/- 0.02 ML.

163 |PIPETTE, SEROLOGICAL, CLASS B, CAPACITY : 5.0 ML. NO 30
GRADUATION INTERVAL : 0.05 ML., TOLERANCE : +/- 0.05 ML.

164 |PIPETTE, SEROLOGICAL, CLASS B, CAPACITY : 10.0 ML. NO 20
GRADUATION INTERVAL : 0.10 ML., TOLERANCE : +/- 0.10 ML.

165 [PIPETTE, SEROLOGICAL, CLASS B, CAPACITY : 25.0 ml. NO 20
GRADUATION INTERVAL : 0.2 ml., TOLERANCE : +/- 0.2 ml.

166 |PIPETTE, SEROLOGICAL, CLASS A, WITH WORKS CERTIFICATE. NO 30

CAPACITY : 5.0 ML., GRADUATION INTERVAL : 0.05 ML., TOLERANCE : +/-




167 |PIPETTE, MEASURING, MOHR TYPE, ACCURACY AS PER CLASS B OF NO 20
IS: 4162:1967. CAPACITY : 2.0 ml., GRADUATION INTERVAL : 0.02 ml.,
TOLERANCE : +/- 0.02 ml.

168 |PIPETTE, MEASURING, MOHR TYPE, ACCURACY AS PER CLASS B OF NO 20
IS: 4162:1967. CAPACITY : 10.0 ml., GRADUATION INTERVAL : 0.10 ml.,
TOLERANCE : +/- 0.10 ml.

169 |PIPETTE, MEASURING, MOHR TYPE, ACCURACY AS PER CLASS B OF NO 20
IS: 4162:1967. CAPACITY : 25.0 ml., GRADUATION INTERVAL : 0.20 ml.,
TOLERANCE : +/- 0.20 ml.

170 |PROPIPETTE, RUBBER STANDARD WITH THREE S.S. BALL VALVES. NO 60

171 |GROUND-JOINT, OUTER PART ONLY NC . \C JOINT SIZE : 19\26. NO 100

172 |GROUND-JOINT, OUTER PART ONLY NC CORNING CAT NO. 6580. \C NO 30
JOINT SIZE : 29\32.

173 |GROUND-JOINT, OUTER PART ONLY NC CORNING CAT NO. 6580. \C NO 30
JOINT SIZE : 34\35

174 |GROUND-JOINT, OUTER PART ONLY IC. \C JOINT SIZE : 45\40.VENSIL, NO 20
SCAM, BOROSIL MAKE.

175 |GROUND-JOINT, OUTER PART ONLY NC CORNING CAT NO. 6580. \C NO 20
JOINT SIZE : 50\42.

176 |GROUND-JOINT, OUTER PART ONLY NC. \C JOINT SIZE : 55\44. NO 20

177 |SCISSOR, SURGICAL TYPE STAINLESS STEEL SIZE: 6". NO 200

178 |SCISSOR,STAINLESS STEEL SURGICAL TYPE, SIZE: 4" NO 200

179 |SCISSOR, STAINLESS STEEL SURGICAL TYPE, SIZE: 5". NO 200

180 |SCISSOR,SURGICAL TYPE STAINLESS STEEL , SIZE: 8". NO 200

181 |SPATULA, HORN FINISHED FLAT AT ONE END AND SPOON AT OTHER NO 300
END LENGTH : 150 MM.

182 |STOPCOCK, STRAIGHT BORE SOLID STOPPER PLUG. BORE OF NO 50

183 |STOPCOCK, STRAIGHT BORE SOLID STOPPER PLUG, BORE OF NO 50

184 |STOPCOCK,STRAIGHT BORE SOLID STOPPER PLUG CORNING CAT NO.| NO 50
7280. BORE OF STOPPER : 4 mm.

185 |STOPPERS, \C, GROUND JOINT HOLLOW, PENNY HEAD, C. CAT NO. NO 50
7570 BORE OF STOPPER : 10\19 mm.

186 |STOPPERS, \C, GROUND JOINT, HOLLOW PENNY HEAD. BORE OF NO 100
STOPPER. 14\23 mm.

187 |STOPPERS, \C, GROUND GLASS JOINT HOLLOW PENNY HEAD. BORE NO 50
OF STOPPER: 24\29 mm.

188 |[SYRINGE, DISPOSABLE STERILE CAPACITY : 2 ml. NON-TOXIC, NON- NO 100000
PYROGENIC FOR SINGLE USE. .

189 |TIP, MOULDED IN POLYPROPYLENE AUTOCLAVABLE, NON-WETTING NO 500000
SURFACE. 2- 200 UL. ' TARSON MAKE'".

190 |TIP, MOULDED IN POLYPROPYLENE AUTOCLAVABLE, NON-WETTING NO 300000
SURFACE. 200 - 1000 UL. 'TARSON MAKE'.

191 |TESTTUBE, ( CULTURE ) WITHOUT RIM CORNING CAT NO. 9820. NO 500
APPROX: OD X LENGTH. 18 X 150 mm.

192 |[TESTTUBE, WITH RIM, APPROX OD X LENGTH : 10 X 75 mm., NO 200
CAPACITY : 3 ml.

193 |TESTTUBE, WITH RIM, APPROX OD X LENGTH : 18 X 150 mm., NO 100
CAPACITY : 27 ml.
TESTTUBE, WITH RIM CORNING CAT NO. 9800. APPROX: ODXLENGTH
18 X 150 mm.

194 |TESTTUBE, WITH RIM, APPROX OD X LENGTH : 25 X 100 mm., NO 100
CAPACITY : 38 ml.

195 |TUBE, OAK RIDGE CENTRIFUGE TUBE (POLYPROPYLENE) AUTO- NO 500
CLAVABLE NARROW MOUTHED ROUND BOTTOM TUBES. CAP : 50 ML.
MAKE: TARSON/POLYLAB.

196 |TUBE, CENTRIFUGE, (POLYPROPYLENE), CAPACITY : 0.5 ML. NO 250000

197 |TUBE, CENTRIFUGE, (POLYPROPYLENE), CAPACITY : 1.5 ml. NO 500000

198 |[WATCH GLASSES, DIA : 100 MM. NO 300

199 |[WATCH GLASSES, DIA : 150 MM. NO 250

200 | ACETONE, COMMERCIAL GRADE BOTT. OF 2.5 ltrs. LTR 1000

201 |ACETONE AR., (BOTT. OF 1 LTR.) LTR 1000




202 [ACETONE, LABORATORY REAGENT GRADE (BOTT. OF 1 LTR.) LTR 1000
203 |ACID, ACETIC GLACIAL AR. (BOTT. OF 500 ML.) LTR 150
204 |ACID,ACETIC GLACIAL LR. (BOTT. OF 500 ML.) LTR 25
205 |ACID,CITRIC AR (BOTT. OF 500 GMS.) KG 50
206 |ACID,CITRIC LR/EP. (BOTT. OF 500 GMS.) KG 25
207 |ACID,ETHYLENEDIAMINETETRA ACETIC PURE. (BOTT. OF 100 GMS.)  |KG 50
208 |ACID,HYDROCHLORIC 36 % AR. (BOTT. OF 2.5 LTR) LTR 500
209 |ACID,HYDROFLUORIC 38-40 % AR (BOTT. OF 500 ML.) LTR 10
210 |ACID,HYDROFLUORIC EXTRA PURE 40 % LR. (BOTT. OF 500 ml.) LTR 10
211 [ACID,NITRIC LR (BOTT. OF 2.5 LTR.) LTR 300
212 |ACID, NITRIC AR. (BOTT. OF 2.5 LTR.) LTR 1000
213 |ACID,ORTHOPHOSPHORIC EXTRA PURE LR. (BOTT. OF 500 ML.) LTR 20
214 |ACID,ORTHOPHOSPHORIC AR (BOTT. OF 500 ML) LTR 25
215 |ACID,OXALIC AR. (BOTT. OF 500 GMS.) KG 100
216 |ACID,PERCHLORIC 60 % AR (BOTT. OF 500 ML.) LTR 25
217 |ACID,SULPHURIC ANALYTICAL GRADE. (BOTT. OF 2.5 LTR.) LTR 200
218 |ACID, TRICHLORO ACETIC AR (BOTT. OF 100 GMS)) KG 5
219 [ALCOHOL,ETHYL (ALCOHOL ABSOLUTE COMMERCIAL GRADE). LTR 4000
NOTE: PACKING NON-RETURNABLE 25 LTRS, BRAND NEW VIRGIN
WHITE COLOURED HDPE SEALED CANS.
220 |[ALCOHOL,METHYL AR (BOTT. OF 1 LTR.) LTR 1000
221 |[ALCOHOL,METHYL LR. (BOTT. OF 1 Itr.) LTR 200
222 | ALCOHOL,ISO-PROPYL AR. (BOTT. OF 500 ML.) LTR 150
223 [FOIL, ALUMINIUM, HOUSEHOLD TYPE WITH CUTTER INSIDE ,SIZE: 30 |ROLL 2000
CMS. WIDTH : 9 MTRS LONG. THICKNESS 14 MICRONS OF REPUTED
MANUFACTURERS ONLY.
224 |[AMMONIUM,CHLORIDE AR (BOTT. OF 500 GMS.) KG 4
225 [LIQUID AMMONIA, HYDROXIDE AR. (BOTT. OF 1 LTR.) AMBER COLOUR [LTR 150
GLASS BOTTLE.
226 [AMMONIUM, HYDROXIDE COMMERCIAL. (LIQUER AMMONIA STRONG  [LTR 30
SOLUTION) (BOTT. OF 1 LTR.) IN AMBAR COLOUR GLASS BOTTLE
227 [AMMONIUM,MOLYBDATE GR. (BOTT. OF 100 gms.) KG 5
228 [BARIUM CHLORIDE, AR. (BOTT. OF 500 GMS.) KG 5
229 |CALCIUM,CHLORIDE FUSED TECHNICAL GRADE (BOTT. OF 500 GMS.) |KG 20
230 [CALCIUM,NITRATE AR. (BOTT. OF 500 GMS.) KG 15
231 [CALCIUM,OXIDE LUMP SELECTED LR/EP. (BOTT. OF 500 gms.) KG 5
232 [DIETHYL,ETHER, AR. (BOTT. OF 500 ML.) LTR 100
233 [ETHYL ACETATE,AR. (BOTT. OF 500 ML ). LTR 100
234 [FERROUS,SULPHATE, AR. (BOTT. OF 500 GMS.) KG 5
235 [FORMALDEHYDE,AR. (BOTT. OF 500 ML.) LTR 50
236 | GLYCEROL,AR. ( GLASS BOTT. OF 500 ML.) LTR 60
237 [GLYCINE,AR. (BOTT. OF 500 GMS.) KG 20
238 [HEXANE, AR (BOTT OF 500 ml.) LTR 500
239 [HYDROXYLAMINE HYDROCHLORIDE,GR. (BOTT. OF 100 GMS.) KG 4
240 [PAPER, INDICATOR, UNIVERSAL WITH COLOUR SCALE PH. 1-10. PKT 80
241 [PAPER INDICATOR, UNIVERSAL WITHOUT COLOUR SCALE PH. 1-10 PKT 25
(PKT. OF 6 ROLLS)
242 [MAGNESIUM,SULPHATE AR. (BOTT. OF 250 GMS.) KG 5
243 [PETROLEUM, ETHER 60-80 % LR. (PETROLEUM BENZENE 60-80 C FOR |LTR 1000
SYNTHESIS.) (BOTT. OF 2.5 LTR.)
244 [PHOSPHORIC OXIDE, (PHOSPHORUS PENTOXIDE) PURE/LR. (BOTT. OF [KG 5
500 GMS.)
245 [POTASSIUM,CARBONATE, AR. (BOTT. OF 500 GMS.). KG 5
246 |POTASSIUM,CHLORIDE, AR. (BOTT. OF 500 GMS.) KG 15
247 |POTASSIUM,DICHROMATE, AR. (BOTT. OF 500 GMS.) KG 4
248 [POTASSIUM,DIHYDROGEN, ORTHO-PHOSPHATE AR. (BOTT. OF 500 KG 3
249 [POTASSIUM,HYDROXIDE, PELLETS AR. (BOTT. OF 500 GMS.) KG 100
250 [POTASSIUM,IODIDE, AR. (BOTT. OF 250 GMS.) KG 3




251 |[POTASSIUM,PERMANGANATE, AR. (BOTT. OF 500 GMS.) KG 15
252 |SILICA-GELL,SELF INDICATING COARSE. (BOTT. OF 500 gms.) KG 20
253 [SILVER NITRATE, AR. (BOTT. OF 100 gms.)IN DEEP AMBER COLOUR KG 2
GLASS BOTTLE ONLY.
254 |SODIUM,BICARBONATE,AR. (BOTT. OF 500 GMS.) KG 10
255 |SODIUM,CARBONATE,ANHYDROUS AR. (BOTT. OF 500 GMS.) KG 10
256 |SODIUM,CHLORIDE,AR. (BOTT. OF 500 GMS.) KG 40
257 |SODIUM,CHLORIDE LR/EP. (BOTT. OF 500 gms.) KG 20
258 |SODIUM,DIHYDROGEN,ORTHOPHOSPHATE AR. (BOTT. OF 500 GMS.) KG 5
259 |SODIUM,FLOURIDE,AR. (BOTT. OF 500 GMS.) KG 5
260 |SODIUM,HYDROXIDE,PELLETS AR. (BOTT. OF 500 GMS.) KG 300
261 |SODIUM,SULPHATE,ANHYDROUS AR. (BOTT. OF 500 GMS.) KG 40
262 |SODIUM, THIOSULPHATE AR. (BOTT. OF 500 GMS.) KG 5
263 |SUCROSE, AR (BOTT. OF 500 GMS.) KG 20
264 |TOLUENE, AR. (BOTT OF 500 ML.) LTR 60
265 |TRICHLORO-ETHYLENE COMMERCIAL. (BOTT. OF 1 ltr.) LTR 50
266 | XYLENE SULPHUR, FREE LR. (BOTT. OF 1 LTR.) LTR 50
267 |LAMP,FLUORESCENT 590/600 mm LONG,18 WATTS, NO 1200
230/250 VOLTS COOL DAY LIGHT COLOUR
TEMPERATURE 6500 K AND SUITABLE FOR BIPIN CAP
G-13(WITH IS NO:2418:1977 WITH LATEST
AMENDMENTS)
268 |LAMP,FLUORESCENT 1200 MM LONG,36 WATTS, 230/250 NO 6000
VOLTS COOL DAY LIGHT COLOUR TEMPERATURE
6500 K AND SUITABLE FOR BIPIN CAP G-13(WITH IS
NO:2418:1977 WITH LATEST AMENDMENTS)
269 |TESTER, NEON,SUITABLE UPTO 250 VOLTS AC/DC WITH 1S:5579:1970. [NO 1000
MAKES:-TAPARIA/PHILIPS.
270 |PVC-CASING/CAPING,IN STANDARD LENGTH OF 2 MTR 400
MTRS. TO IS: 14927:2001 SIZE: 25MM X 12MM.
271 |PVC-CASING/CAPING,IN STANDARD LENGTH OF 2 MTR 200
MTRS. TO IS: 14927:2001 . SIZE 50 MM. X 12 MM.
272 |SWITCH, PIANO TYPE ON/OFF ONE WAY 6A/240V AC. NO 100
WITH IS: 3854/1988 MARK (WITH LATEST
AMENDMENTS)
273 |SWITCH, PIANO TYPE ON/OFF ONE WAY 16A/240 V AC NO 100
WITH IS 3854:1988 MARK (WITH LATEST
AMENDMENTS)
274 |SOCKET,OUTLET PIANO TYPE (FLUSH TYPE) 6 AMPS NO 100
240 VOLTS.
275 |SOCKET,OUTLET UNIVERSAL PIANO TYPE 15A/16A NO 100
240/250V. WITH IS MARK -1293: 1988 (WITH LATEST
AMENDMENTS)
276 |[ELECTRONIC REGULATOR FOR CEILING FAN NO 100
CONCEALED TYPE 100W STEP REGULATERS 240V
AC.SOCKET TYPE IVORY COLOUR
277 |LUGS,CRIMPING TYPE TINNED COPPER PKT 10
TERMINALS/LUGS NON INSULATED TYPE, SIZE: PIN
TYPE 1.5 SQ.MM (1 PACKET =100 NO.)
278 |[LUGS, CRIMPING TYPE TINNED COPPER PKT 10
TERMINALS/LUGS NON INSULATED TYPE, SIZE: PIN
TYPE 2.5 SQ.MM (1 PACKET =100 NO.)
279 |[LUGS, CRIMPING TYPE TINNED COPPER PKT 10
TERMINALS/LUGS NON INSULATED TYPE, SIZE: PIN
TYPE 4.0 SQ.MM (1 PACKET =100 NO.)
280 [LUGS, CRIMPING TYPE TINNED COPPER PKT 10

TERMINALS/LUGS NON INSULATED TYPE, SIZE: RING
TYPE 1.5 SQ.MM (1 PACKET =100 NO.)




281

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS NON INSULATED TYPE, SIZE: RING
TYPE 2.5 SQ.MM (1 PACKET =100 NO.)

PKT

10

282

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS NON INSULATED TYPE, SIZE: RING
TYPE 4.0 SQ.MM (1 PACKET =100 NO.)

PKT

10

283

LUGS, CRIMPING TYPE TINNED
COPPER TERMINALS/LUGS NON INSULATED TYPE,
SIZE: FORK TYPE 1.5 SQ.MM (1 PACKET =100 NO.)

PKT

10

284

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS NON INSULATED TYPE, SIZE: FORK
TYPE 2.5 SQ.MM (1 PACKET =100 NO.)

PKT

10

285

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS NON INSULATED TYPE, SIZE: FORK
TYPE 4.0 SQ.MM (1 PACKET =100 NO.)

PKT

10

286

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: PIN TYPE
1.5 SQ.MM (1 PACKET = 100 NO.)

PKT

10

287

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: PIN TYPE
2.5 SQ.MM (1 PACKET = 100 NO.)

PKT

10

288

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: PIN TYPE
4.0 SQ.MM (1 PACKET = 100 NO.)

PKT

10

289

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: RING TYPE
1.5 SQ.MM (1 PACKET = 100 NO.)

PKT

10

290

LUGS,CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: RING TYPE
2.5 SQ.MM (1 PACKET = 100 NO.)

PKT

10

291

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: RING TYPE
4.0 SQ.MM (1 PACKET = 100 NO.)

PKT

10

292

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: FORK TYPE
1.5 SQ.MM (1 PACKET =100 NO.)

PKT

10

293

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: FORK TYPE
2.5 SQ.MM (1 PACKET =100 NO.)

PKT

10

294

LUGS, CRIMPING TYPE TINNED COPPER
TERMINALS/LUGS INSULATED TYPE, SIZE: FORK TYPE
4.0 SQ.MM (1 PACKET =100 NO.)

PKT

10

295

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE, SIZE: 25 SQ.MM

NO.

50

296

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE, SIZE: 35 SQ.MM

NO.

25

297

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE, SIZE: 50 SQ.MM

NO.

25

298

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE , SIZE: 70 SQ.MM

NO.

25

299

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE , SIZE: 95 SQ.MM

NO.

25

300

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE , SIZE: 120 SQ.MM

NO.

25

301

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE , SIZE: 150 SQ.MM

NO.

25

302

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE , SIZE: 185 SQ.MM

NO.

25

303

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE , SIZE: 240 SQ.MM

NO.

25

304

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE , SIZE: 300 SQ.MM

NO.

25




305

LUGS, TINNED COPPER TUBULAR TERMINAL/LUG
LONG BARREL CRIMPING TYPE , SIZE: 400 SQ.MM

NO.

25

306

Electrical Insulation Tape, Red, Tape Self Adhesive, Pressure Sensitive Non-
thermosetting type, Flame Retardant, Polyvinylchloride, Plasticized, General
purpose for electrical insulation, Width 20 mm (Tolerance +/- 1.00 mm),
Insulating Tape Designation F-PVCp/90/0/Tp, Thickness of Insulating Tape
0.125 mm, With ISI mark IS: 7809 (PART 3/SEC.1) : 1986 with latest
amendment. (Length should be 10 mtrs. per roll minimum or multiple of 5

MTR

2000

307

Electrical Insulation Tape, Yellow, Tape Self Adhesive, Pressure Sensitive
Non-thermosetting type, Flame Retardant, Polyvinylchloride, Plasticized,
General purpose for electrical insulation, Width 20 mm (Tolerance +/- 1.00
mm), Insulating Tape Designation F-PVCp/90/0/Tp, Thickness of Insulating
Tape 0.125 mm, With I1SI mark I1S: 7809 (PART 3/SEC.1) : 1986 with latest
amendment. (Length should be 10 mtrs. per roll minimum or multiple of 5

MTR

2000

308

Electrical Insulation Tape, Blue, Tape Self Adhesive, Pressure Sensitive Non-
thermosetting type, Flame Retardant, Polyvinylchloride, Plasticized, General
purpose for electrical insulation, Width 20 mm (Tolerance +/- 1.00 mm),
Insulating Tape Designation F-PVCp/90/0/Tp, Thickness of Insulating Tape
0.125 mm, With ISI mark IS: 7809 (PART 3/SEC.1) : 1986 with latest
amendment. (Length should be 10 mtrs. per roll minimum or multiple of 5

MTR

2000

309

Electrical Insulation Tape, Black, Tape Self Adhesive, Pressure Sensitive Non-
thermosetting type, Flame Retardant, Polyvinylchloride, Plasticized, General
purpose for electrical insulation, Width 20 mm (Tolerance +/- 1.00 mm),
Insulating Tape Designation F-PVCp/90/0/Tp, Thickness of Insulating Tape
0.125 mm, With ISI mark IS: 7809 (PART 3/SEC.1) : 1986 with latest
amendment. (Length should be 10 mtrs. per roll minimum or multiple of 5

MTR

2000

310

DRY ALKALINE BATTERIES, SUPER HEAVY DUTY LEAK PROOF SIZE
R14 OR"C" TERMINALS-FLAT CONTACT, NOMINAL VOLTAGE 1.5 VOLT,
CAPACITY 3800MAH, 1SI MARKED(IS-9128), JACKET METAL.

NO

1000

311

DRY ALKALINE BATTERIES SUPER HEAVY DUTY LEAK PROOF SIZE R
20 OR"D" TERMINALS-FLAT CONTACT, NOMINAL VOLTAGE 1.5 VOLT,
CAPACITY: 800MAH, ISI MARKED (I1S-9128), JACKET METAL,

NO

1000

312

DRY ALKALINE BATTERIES,SPECIAL PURPOSE TYPE LEAK PROOF,
SIZE 6F-22(6LR-61), TERMINALS-MINIATURE SNAP NOMINAL VOLTAGE 9
VOLT, SHELF LIFE-5YEARS,JACKET -METAL.

NO

1000

313

SUPPLY OF 20-40-65W, STARTER IN ALUMINIUM BODY SUITABLE FOR
36/40W, 230V, 50HZ TUBULAR FLUORESCENT LAMP CONFORMING TO

NO

5000

314

CAPACITORES, CAPACITANCE RATING: 2 MICRO FARAD, VOLTAGE: 440
VOLTS AC 50 Hz, DIELECTRIC-POLYPROPYLENE (SELF HEALING TYPE
SH), CASING-ALUMINIUM, TEST VOLTAGE:2 KV FOR 1 MINUTE
CONFORMING TO IEC-60252/1S-1709, FOR CEILING FAN APPLICATION.

NO

1000

315

TORCH - LED TORCH BODY MATERIAL: BRASS, LAMP WATTAGE: 1.0
W. NO. OF CELLS AND TYPE OF CELLS : 3 NOS OF 3 DRY CELLS

NO

200

316

TORCH- LED TORCH ,BODY MATERIAL: BRASS, LAMP WATTAGE: 3.0
W, NO. OF CELLS AND TYPE OF CELLS: 4 NOS OF 4 DRY CELLS

NO

100

317

BIN MADE OF VIRGIN HDPE MATERIAL WITH FOOT OPERATED
LID,MINIMUM THICKNESS OF 2.5 MM., CAPACITY 15 LTRS.

NO

700

318

BUCKET MADE OF VIRGIN HDPE MATERIAL WITH SS HANDLE/PLASTIC
MOULDED HANDLE WITH SAME PLASTIC AS OF BUCKET FOR LIFTING.
MINIMUM THICKNESS OF 2.5 MM., CONFORMING TO IS. 3730:1988,

NO

500

319

BUCKET, HIGH DENSITY POLYETHYLENE WITH HANDLE, WITHOUT LID.
CAPACITY 13 LTRS. CONFORMING TO IS : 3730 (1988)

NO

500

320

BUCKET,POLYTHENE CAP. 18 LITRES. WITH HANDLE AND WITH-OUT
LID . HIGH DENSITY CONFORMING TO IS : 3730 (1988).

NO

500

321

MUG, POLYTHENE WITH SIDE HANDLE CAP: 500 ml

NO

500

322

MUG MADE OF VIRGIN HDPE MATERIAL WITH HANDLE AS INTEGRAL
PART MADE IN ONE PIECE MOULDING, MINIMUM THICKNESS OF 2.5

NO

500

323

TUBING,PVC FLEXIBLE,EXTRUDED,FREE OF FILLER MATERIAL AS PER
THE RELEVANT ASTM/ISI STD. AND DRAWN FROM FLEXIBLE PVC
COMPOUND,CLEAR, TRANSPARENT,COIL OF 30 MTRS LENGTH SIZE:3
MM ID X 1 MM WT TUBING SHOULD HAVE MANUFACTURER'S
IDENTITY/MARKING AT REGULAR

MTR

150




324

TUBING,PVC FLEXIBLE,EXTRUDED,FREE OF FILLER MATERIAL AS PER
THE RELEVANT ASTM/ISI STD. AND DRAWN FROM FLEXIBLE PVC
COMPOUND,CLEAR, TRANSPARENT,COIL OF 30 MTRS LENGTH SIZE:6
MM ID X 1.5 MM WT TUBING SHOULD HAVE MANUFACTURER'S
IDENTITY/MARKING AT REGULA

MTR

150

325

TUBING,PVC FLEXIBLE,EXTRUDED,FREE OF FILLER MATERIAL AS PER
THE RELEVANT ASTM/ISI STD. AND DRAWN FROM FLEXIBLE PVC
COMPOUND,CLEAR, TRANSPARENT,COIL OF 30 MTRS LENGTH SIZE:8
MM ID X 1.5 MM WT.TUBING SHOULD HAVE MANUFACTURER'S
IDENTITY/MARKING AT REGULA

MTR

150

326

TUBING,PVC FLEXIBLE,EXTRUDED FREE OF FILLER MATERIAL AS PER
THE RELEVANT ASTM/ISI STD. AND DRAWN FROM FLEXIBLE PVC
COMPOUND,CLEAR, TRANSPARENT,COIL OF 30 MTRS LENGTH SIZE:10
MM ID X 1.5 MM WT TUBING SHOULD HAVE MANUFACTURER'S
IDENTITY/MARKING AT REGUL

MTR

150

327

TUBING,PVC FLEXIBLE,EXTRUDED,FREE OF FILLER MATERIAL AS PER
THE RELEVANT ASTM/ISI STD. AND DRAWN FROM FLEXIBLE PVC
COMPOUND,CLEAR, TRANSPARENT,COIL OF 30 MTRS LENGTH SIZE:12
MM ID X 1.5 MM WT TUBING SHOULD HAVE MANUFACTURER'S
IDENTITY/MARKING AT REGU

MTR

1500

328

TUBING,PVC FLEXIBLE,EXTRUDED,FREE OF FILLER MATERIAL AS PER
THE RELEVANT ASTM/ISI STD. AND DRAWN FROM FLEXIBLE PVC
COMPOUND,CLEAR, TRANSPARENT,COIL OF 30 MTRS LENGTH SIZE:20
MM ID X 3.00 MM WT TUBING SHOULD HAVE MANUFACTURER'S
IDENTITY/MARKING AT RE

MTR

2400

329

TUBING,PVC FLEXIBLE,EXTRUDED,FREE OF FILLER MATERIAL AS PER
THE RELEVANT ASTM/ISI STD. AND DRAWN FROM FLEXIBLE PVC
COMPOUND,CLEAR,TRANSPARENT,COIL OF 30 MTRS LENGTH SIZE:25
MM ID X3 MM WT TUBING SHOULD HAVE MANUFACTURER'S
IDENTITY/MARKING AT REGULA

MTR

6000

330

TAPE, TEFLON 12 mm WIDTH X 12 mtrs. ROLL
THICKNESS - 40 Microns, With 1S:14643:1999-Unsintered
Polytetrafluoroethylene (PTFE)

ROLL

1000

331

TAPE, TEFLON 18 MM WIDTH X 12 MTRS ROLL.
THICKNESS - 40 MICRONS, With 1S-14643:1999 -Unsintered
Polytetrafluoroethylene (PTFE)

ROLL

1000

332

TORCH, GAS WELDING SET LIGHT WEIGHT HEATING PURPOSE FOR
DISSOLVED ACETYLENE, WITH HOSE CONNECTIONS, SPANNER
DETACHABLE TIP NO. 2, 3, 6 & 13 IN STD. BOX. THE TORCH SHALL BE
SUITABLE FOR WELDING PLATE THICKNESS 1 - 5 MM; CODE NO:

SET

10

333

BRUSH, WELDERS WIRE (TEMPERED AND HARDENED MILD STEEL)
WITH WOODEN HANDLE, WIRE HAVING 24 STRANDS, 12 WIRES IN
EACH HOLE WIDTH 25 MM, AS PER IS 4517 (1986)

NOS

200

334

BRUSH, WELDERS WIRE (TEMPERED AND HARDENED MILD STEEL)
WITH WOODEN HANDLE, WIRE HAVING 24 STRANDS, 12 WIRES IN
EACH HOLE WIDTH 40 MM, AS PER IS 4517 (1986)

NOS

150

335

BRUSH, WELDERS WIRE (18/8 STAINLESS STEEL) WITH WOODEN
HANDLE, HAVING 24 STRANDS, 12 WIRES IN EACH HOLE WIDTH 25 MM,
AS PER IS 4517 (1986)

NOS

200

336

BRUSH, WELDERS WIRE (18/8 STAINLESS STEEL) WITH WOODEN
HANDLE, HAVING 24 STRANDS, 12 WIRES IN EACH HOLE WIDTH 40 MM,
AS PER IS 4517 (1986)

NOS

200

337

CLAMP, EARTHING SUITABLE FOR 400 AMPS CURRENT AS PER IS: 2641

NOS

30

338

TORCH, GAS CUTTING (CUTOGEN) -IOL/ESAB MAKE 5"HAVING
CUTTING RANGE UPTO 100 MM WITHOUT NOZZLE; CODE NO:

NOS

10

339

SHIELD, HAND COMPLETE WITH FILTER (11 EW OR 11 A DIN) GLASS &
FILTER COVER GLASS PLAIN TO IS: 1179 WITH FILTER HOLDER
WINDOW OPENING SIZE: 95 X 70 MM

NOS

30

340

HELMET, WELDERS COMPLETE WITH BODY SUPPORTED ON HEAD
WITH HEADGEAR, A FILTER HOLDER ARRANGEMENT WITH FILTER (11
EW OR 11 A DIN) AS PER IS: 1179/1967 & FILTER COVER GLASS OF
WINDOW OPENING SIZE: 95 MM X 70 MM

NOS

50




341

HOLDER, FOR WELDING ELECTRODES, TYPE-A, FULLY INSULATED
(ALL INSULATED) SUITABLE FOR USE ON OPEN CIRCUIT VOLTAGE
UPTO AND INCLUDING 100 V (RMS) WITH RATED CURRENT OF HOLDER
600 AMPS. CONFIRMING TO 1S:2641:1989.

NOS

50

342

HOSE, RUBBER FOR WELDING RIBBED WITH BRAIDED TEXTILE

REINFORCEMENT BLUE FOR OXYGEN AND OTHER NON COMBUSTIBLE
GASES WITH ISI CERTIFICATION MARK 1S:447:1988 WITH WORKS TEST
CERTIFICATE FOR WORKING PRESSURE UPTO 1.25 MPA.NOM.BORE 8

MTR

200

343

HOSE, RUBBER FOR WELDING RIBBED WITH BRAIDED TEXTILE

REINFORCEMENT BLUE FOR OXYGEN AND OTHER NON COMBUSTIBLE
GASES WITH ISI CERTIFICATION MARK 1S:447:1988 WITH WORKS TEST
CERTIFICATE FOR WORKING PRESSURE UPTO 1.25 MPA.NOM.BORE 10

MTR

200

344

HOSE, RUBBER FOR WELDING RIBBED WITH BRAIDED TEXTILE
REINFORCEMENT RED FOR HOSE FOR FUEL GASES WITH ISI
CERTIFICATION MARK 1S:447:1988 WITH WORKS TEST CERTIFICATE
FOR WORKING PRESSURE UPTO 1.25 MPA.NOM.BORE 8 MM DUNLOP

MTR

200

345

HOSE, RUBBER FOR WELDING RIBBED WITH BRAIDED TEXTILE
REINFORCEMENT RED FOR HOSE FOR FUEL GASES WITH ISI
CERTIFICATION MARK 1S:447:1988 WITH WORKS TEST CERTIFICATE
FOR WORKING PRESSURE UPTO 1.25 MPA.NOM.BORE 10 MM DUNLOP

MTR

200

346

REGULATOR, GAS DOUBLE STAGE FOR DISSOLVED ACETYLENE WITH
ISI MARK OUTLET PRESSURE 0 TO 2.5 KG/CM2 IS: 6901:1998 MAKE:
ESSAB/DURA MAKE.CODE NO. 4330180400

NOS

50

347

REGULATOR, GAS DOUBLE STAGE FOR ARGON WITH ISI MARK.
SUITABLE PRESSURE 25 LTRS/MIN 1S:6901:1998 MAKE: DURA CODE

NOS

50

348

REGULATOR, GAS DOUBLE STAGE FOR OXYGEN WITH ISI MARK
SUITABLE PRESSURE 0 TO 10 KG/CM2, IS: 6901: 1998 MAKE: DURA

NOS

50

349

REGULATOR, GAS DOUBLE STAGE FOR NITROGEN WITH ISI MARK
SUITABLE PRESSURE 0 TO 10 KG/CM2, IS: 6901: 1998 MAKE: DURA

NOS

50

350

REGULATOR, GAS DOUBLE STAGE FOR COMPRESSED AIR WITH
SUITABLE PRESSURE 0 TO 10 KG/CM2 AND ISI MARK, IS: 6901: 1998

NOS

50

351

GLASS, PLAIN RECTANGULAR FOR WELDER'S SCREEN PROTECTION,
SIZE: 105 X 80 X 2 MM AS PER IS: 5983(1980)

NOS

100

352

GLASS, PLAIN RECTANGULAR FOR WELDER'S SCREEN PROTECTION,
SIZE: 105 X 80 X 2 MM SHADE: 11/EW AS PER IS: 1082

NOS

100

353

GLASS, PLAIN RECTANGULAR FOR WELDER'S SCREEN PROTECTION,
SIZE: 105 X 80 X 2 MM SHADE: 12/EW AS PER BS679 OR IS: 1082

NOS

100

354

ELECTRODE, STAINLESS STEEL FOR MANUAL ARC
WELDING, AS PER AWS, E-308L-16 SIZE: 3.15 MM X 450 MM

NOS

100

355

ELECTRODE, STAINLESS STEEL FOR MANUAL ARC
WELDING, AS PER AWS, E-347-16 SIZE: 2.5 MM X 300 MM

NOS

100

356

ELECTRODE, STAINLESS STEEL FOR MANUAL ARC
WELDING, AS PER AWS, E-347-16 SIZE: 3.2 MM X 300 MM

NOS

100

357

ELECTRODE, STAINLESS STEEL FOR MANUAL ARC
WELDING, HEAT RESISTING TO AWS ASTM, E-316L-16 IS 5206 E
19.2.21, R-26 SIZE: 3.2 MM X 300 MM

NOS

100

358

ELECTRODE, FOR MANUAL ARC WELDING MILDSTEEL MEDIUM HEAVY
COATED, TO AWS ASTM, E-
6013 IS 814, ER 4121X SIZE: 2.5 MM X 350 MM

NOS

100

359

ELECTRODE, FOR MANUAL ARC WELDING MILD
STEEL HEAVY COATED TO AWS ASTM, E-6013 IS 814,
ER 4121X SIZE: 3.2 MM X 450 MM

NOS

300

360

FLUX, RUPATAM ‘A" FOR SILVER BRAZING IN
230/250/500 GMS TINS

KG

361

WIRE, SOFT SOLDER HAVING 40% TIN + 60% LEAD,
GRADE 40 AS PER IS: 193

KG

20

362

WIRE, SOFT SOLDER MULTIRESIN CORD (FIVE CORE)
STANDARD COILS TO IS: 1921 GRADE 50 SIZE: 1.25MM

KG

363

CABLE, WELDING NOMINAL CROSS SECTION AREA 50
MM2, SUITABLE FOR 360 AMPS CURRENT RATING AS
PER IS 8130/84

MTR

500

364

BEND MS LONG ZINC COATED TYPE -1 WITH BSP THREADED MADE
FROM HEAVY CLASS PIPE ON BOTH END SIZE : "15 MM NB

NOS

50




365 |BEND , M S LONG ZINC COATED TYPE-1 WITH BSP THREADED ON NOS 50
BOTH END SIZE : 20 mm. NB

366 |ELBOW,EQUAL STEEL GALVANISED IRON TO IS: 1239PART-II, SIZE: 15 NOS 50
mm. NB (1/2")

367 |[ELBOW,EQUAL GALVANISED TO IS: 1239 PART-II, SIZE:40 mm. NB NOS 50

368 |[ELBOW,G.I. TYPE A-1 TO 1S:1239(1l) SIZE DESIGNATION: 50 mm. NOS 50

369 |[ELBOW,A-1 GALVANISED IRON TO IS: 1879, SIZE: 80 mm. NB WITH ISI NOS 50

370 [ELBOW WROUGHT IRON ZINC COATED WITH BSP FEMALE THREAD ON| NOS 50
BOTH ENDS SIZE : 20 MM NB

371 |[ELBOW , WROUGHT IRON ZINC COATED WITH BSP FEMALE THREAD NOS 50
ON BOTH ENDS SIZE : 25 MM NB

372 |[ELBOW \WROUGHT IRON ZINC COATED WITH BSP FEMALE THREAD NOS 50
ON BOTH ENDS SIZE : 65 MM NB

373 INIPPLE, RUNNING M.S. TO IS: 1239 PART-II, SIZE: 40 mm.NB NOS 50

374 INIPPLE WROUGHT IRON HEX ZINC COATED WITH BSP THREAD ON NOS 50
BOTH ENDS SIZE : 15 MM NB

375 INIPPLE WROUGHT IRON HEX ZINC COATED WITH BSP THREAD ON NOS 50
BOTH ENDS SIZE : 20 MM NB

376 INIPPLE WROUGHT IRON HEX ZINC COATED WITH BSP THREAD ON NOS 50
BOTH ENDS SIZE : 25 MM NB

377 INIPPLE WROUGHT IRON HEX ZINC COATED WITH BSP THREAD ON NOS 50
BOTH ENDS SIZE : 50 MM NB

378 INIPPLE WROUGHT IRON HEX ZINC COATED WITH BSP THREAD ON NOS 50
BOTH ENDS SIZE : 65 MM NB

379 INIPPLE M S LONG BARREL ZINC COATED WITH BSP MADE FROM NOS 50
HEAVY CLASS PIPE THREADS ON BOTH ENDS SIZE : 15MM NB X 150

380 [NIPPLE M .S . LONG BARREL ZINC COATED WITH BSP MADE FROM NOS 50
HEAVY CLASS PIPE THREADS ON BOTH ENDS SIZE : 20 MM NB X 150

381 [NIPPLE M.S. LONG BARREL ZINC COATED WITH BSPMADE FROM NOS 50
HEAVY CLASS PIPE THREADS ON BOTH ENDS SIZE : 25 MM NB X150

382 [NIPPLE M.S.LONG BARREL ZINC COATED WITH BSP MADE FROM NOS 50
HEAVY CLASS PIPE THREADS ON BOTH ENDS SIZE : 40 MM NB X 150

383 |PIPE, MILD STEEL BLACK MEDIUM TYPE SCREWED AT BOTH ENDS AND| MTR 75
SOCKETED AT ONE END 1S:1239 (1990) PART-I IN STD. RANDUM
LENGTH, SIZE: 25 mm.NB WITH ISI MARK AND TEST CERTIFICATE.

384 |PIPE,M.S.BLACK MEDIUM SOCKETED AT ONE END AND SCREWED AT MTR 75
BOTH ENDS 1S:1239 WITH FREE WORKS CERTIFICATE. SIZE:40 MM NB
WITH ISI MARK AND TEST CERTIFICATE

385 |PIPE, M.S. GALVANISED 'MEDIUM' SCREWED AT BOTH ENDS AND MTR 180
SOCKETED AT ONE END WITH ISI MARK AND TEST CERTIFICATE IS:
1239(1990) SIZE: 15 MM.NB. SECTIONAL WT. OF PIPE SCREWED AND
SOCKETED : 1.22 KG PER MTR, WALL THICKNESS 2.6 MM.

386 |PIPE, M.S. GALVANISED MEDIUM TYPE SCREWED AT BOTH ENDS AND | MTR 180
SOCKETED AT ONE END IS: 1239 PT | (1990), SIZE : 20 mm. NB WITH ISI
MARK AND MANUFACTURER'S TEST CERTIFICATE. SECTIONAL
WEIGHT OF THE PIPE SCREWED AND SOCKETED 1.57 KG PER SQ.

387 |PIPE, M.S. GALVANISED 'MEDIUM' SCREWED AT BOTH ENDS AND MTR 150
SOCKETED AT ONE END WITH ISI MARK AND TEST CERTIFICATE IS:
1239 (1990). SIZE: 65 MM.NB. SECTIONAL WT. OF THE PIPE SCREWED
AND SOCKETED 6.54 KG PER MTR, WALL THICKNESS 3.6 MM

388 |PIPE M.S GALVANISED HEAVY SCREWED AT BOTH END AND MTR 180
SOCKETED AT ONE END WITH I.S.I MAKE 1S:1239 (1990) SIZE 15 MM N.B

389 |PLUG, PLAIN, SOLID, GALVANISED T-8 TO 1S:1879/1969 SIZE:15 MM NB NOS 50

390 |[SOCKET,REDUCING STEEL GALVANISED CONFORMING TO IS: 1239 NOS 50
PART Il GALVANISED FEMALE SCREWED, SIZE: 25 mm. X 15 mm.

391 |TEE, REDUCING WROUGHT STEEL GALVANISED TO 1S:1239 PART-II, NOS 50
SIZE: 50 X 25 X 50 mm.

392 |TUBE,COPPER ANNELED REFRIGERATION QUALITY IN STANDARD COIL| MTR 50
FORM TO IS: 2501/1963. OD: 6 mm., WALL THICKNESS 1 mm.

393 |TUBE,COPPER ANNEALED REFRIGERATION QUALITY IN STANDARD MTR 50

COIL FORM OF 15 mtrs. CONFORMING TO IS: 2501/1963. WT: 1.2 mm.




394

TUBE,COPPER ANNEALED REFRIGERATION QUALITY IN STANDARD
COIL FORM OF 15 MTR CONFORMING
TO IS: 2501 (1963). SIZE: 12 mm. OD X 0.8 WT. (1/2" OD X 22 SWG)

MTR

50

395

GATE VALVE,COPPER ALLOY,BRASS, RISING STEM, INTEGRAL
UNDRILLED FLANGED ENDS,SOLID WEDGE, INSIDE SCREW, CLASS-2
SUITABLE FOR NON SHOCK,COLD WORKING PRESSURE UPTO 1.6
MPa BODY TEST 2.4 MPa, SEAT TEST 1.6 MPa WITH ISI MARK
1S:778:1984 AND MANUFACTURER'S TEST CERTIFICATE. NOMINAL
SIZE:25 MM, DIA OF FLANGE 115.00 MM, THICKNESS OF FLANGE 8.00
MM, DIA.OF BOLT CIRCLE 85.00 MM, NO OF HOLES 4,DIA.OF HOLES 14

NOS

25

396

VALVE,GATE, (PEAT VALVE) GUN METAL FLANGED ENDS CLASS I
SUITABLE FOR PRESSURE OF 1.6 MPa,BODY TEST 2.4 MPa, SEAT
TEST 1.6 MPa WITH ISI MARK IS: 778/1984, NOM. BORE: 50 mm.

NOS

25

397

GATE VALVE,COPPER ALLOY BRASS BODY AND BONNET SCREWED
FEMALE ENDS, SOLID WEDGE TYPE, CLASS 1, RISING STEM SUITABLE
FOR NON-SHOCK COLD WORKING PRESSURE UPTO 1.0 MPa. BODY
TEST 1.5 MPa,SEAT TEST 1.0 MPa WITH ISI MARK IS:778:1984 AND

NOS

25

398

GATE VALVE,COPPER ALLOY BRASS BODY AND BONNET SCREWED
FEMALE ENDS, SOLID WEDGE TYPE, CLASS 1 RISING STEM,SUITABLE
FOR NON-SHOCK COLD WORKING PRESSURE UPTO 1. 0 MPA, BODY
TEST 1.5 MPA, SEAT TEST 1.0 MPA WITH ISI

MARK IS:778:1984 AND MNFR'S T.C. NOM. SIZE:20MM.NB

NOS

25

399

GATE VALVE, COPPER ALLOY BRASS BODY AND BONNET SCREWED
FEMALE ENDS, SOLID WEDGE TYPE,CLASS 1, RISING STEM, SUITABLE
FOR NON-SHOCK COLD WORKING PRESSURE UPTO 1.0MPa,BODY
TEST 1.5 MPa, SEAT TEST 1.0 MPa WITH ISI MARK IS:778:1984 AND

NOS

25

400

GATE VALVE,COPPER ALLOY BRASS BODY AND BONNET SCREWED
FEMALE ENDS,SOLID WEDGE TYPE,CLASS 1,RISING STEM,SUITABLE
FOR NON-SHOCK COLD WORKING PRESSURE UPTO 1.0MPa, BODY
TEST 1.5 MPa,SEAT TEST 1.0 MPa WITH ISI MARK 1S:778:1984 AND

NOS

25

401

GATE VALVE, COPPER ALLOY BRASS BODY AND BONNET SCREWED
FEMALE ENDS, SOLID WEDGE TYPE,CLASS 1, RISING STEM,SUITABLE
FOR NON-SHOCK COLD WORKING PRESSURE UPTO 1.0 MPa, BODY
TEST 1.5 MPa,SEAT TEST 1.0 MPa WITH ISI MARK 1S:778:1984 AND

NOS

25

402

GATE VALVE,COPPER ALLOY BRASS BODY AND BONNET SCREWED
FEMALE ENDS,SOLID WEDGE TYPE,CLASS 1,RISING STEM, SUITABLE
FOR NON-SHOCK COLD WORKING PRESSURE UPTO 1.0 MPa,BODY
TEST 1.5MPa, SEAT TEST 1.0 MPa WITH ISI MARK 1S:778:1984 AND

NOS

25

403

GATE VALVE,COPPER ALLOY BRASS BODY AND BONNET SCREWED
FEMALE ENDS,SOLID WEDGE TYPE,CLASS 1,RISING STEM, SUITABLE
FOR NON-SHOCK COLD WORKING PRESSURE UPTO 1.0 MPa,BODY
TEST 1.5 MPa,SEAT TEST 1.0 MPa WITH ISI MARK 1S:778:1984 AND

NOS

25

404

GLOBE VALVE,COPPER ALLOY BRASS BODY AND BONET SCREWED
FEMALE ENDS, RISING STEM, CLASS 1, SUITABLE FOR COLD
WORKING PRESSURE OF 1.0 MPa,BODY TEST 1.6 MPa,SEAT TEST 1.0
MPa,

STRAIGHT TYPE WITH ISI MARK 1S:778:1984 AND MNFR'S TEST

NOS

20

405

GLOBE VALVE, COPPER ALLOY BRASS BODY AND BONET SCREWED
FEMALE ENDS, RISING STEM, CLASS | SUITABLE FOR COLD
WORKING PRESSURE OF 1.0 Mpa BODY TEST 1.6 MPa SEAT TEST 1.0
MPa STRAIGHT TYPE WITH ISI MARK 1S:778:1984 AND MNFR'S TEST

NOS

25

406

GLOBE VALVE, COPPER ALLOY BRASS BODY AND BONET SCREWED
FEMALE ENDS, RISING STEM, CLASS 1, SUITABLE FOR COLD
WORKING PRESSURE OF 1.0 MPa, BODY TEST 1.6 MPa, SEAT TEST 1.0
MPa, STRAIGHT TYPE WITH ISI MARK 1S:778:1984 AND MNFR'S TEST

NOS

25

407

GLOBE VALVE,COPPER ALLOY BRASS BODY AND BONET SCREWED
FEMALE ENDS, RISING STEM, CLASS 1, SUITABLE FOR COLD
WORKING PRESSURE OF 1.0 MPA,BODY TEST 1.6 MPA, SEAT TEST 1.0
MPA, STRAIGHT TYPE WITH ISI MARK 1S:778:1984 AND MNFR'S TEST

NOS

25

408

GLOBE VALVE,COPPER ALLOY BRASS BODY AND BONET SCREWED
FEMALE ENDS, RISING STEM, CLASS1,SUITABLE FOR COLD WORKING
PRESSURE OF 1.0 MPa,BODY TEST 1.6 MPa,SEAT TEST 1.0 MPa,
STRAIGHT TYPE WITH ISI MARK, 1S:778:1984 AND MNFR'S TEST

NOS

25




409 |ROPE, COIR, GENERAL PURPOSE HAWSER LAID, 3 STRANDS OVERALL | KG 100
DIA.- 6 MM

410 [ROPE,MANILA HAWSER LAID GRADE 2, KG 100
(3 STRANDS),CONFIRMING TO 1S:1084:1994 WITH FREE WORKS TEST
CERTIFICATE DIA.OF ROPE-10 MM,NO.OF YARNS/STRAND-4,LINEAR
DENSITY-68,BREAKING STRENGTH-6.23 KN.

411 |ROPE, MANILA HAWSER LAID GRADE 2 TO IS: 1084 (1983) WITH FREE KG 100
WORKS TEST CERTIFICATE SIZE 12 mm DIA. (IN ROLLS OF 25-30 KG.

412 |ROPE MANILA (GRADE - 2) HAWSER LAID, 20 MM DIA CONFORMING KG 100
TO IS: 1084 WITH FREE WORKS TEST CERTIFICATE.

413 |ROPE, MANILA HAWSER LAID GRADE 2 TO IS: 1084 (1983) WITH FREE KG 100
WORKS TEST CERTIFICATE SIZE 25MM DIA.

414 [LEAD,SEAL DIA 12.5 x 5 mm THICKNESS HAVING GROOVES FOR KG 90

415 |SEALING WIRE ,CORE WIRE OF 21 SWG (0.812 MM) ANNEAL KG 100
CONDITIONS WITH HELICAL WIRE OF 0.3 MM DIA, LAID ON CORE WIRE
WITH 3 WINDS PER CM WITH INTERMITENT GAP WT.PER ROLL - 500

416 [PAPER, EMERY IN 280 X 230 MM. ABRASIVE COATED BACKING TO IS: SHEET 100
715, GRIT NO. 180. (GRIT NO. MUST BE PRINTED ON EACH PAPER).

417 [BOLT, HEXAGONAL HEAD CARBON STEEL PRECISION GRADE METRIC KG 5
COARSE PITCH TO IS: 1364, SIZE: M10 X 1.50 X 80 MM. LONG.

418 [SCREW, HEXAGONAL CARBON STEEL PRECISION GRADE IN MCP TO KG 5
IS: 1364, SIZE: M8 X 1.25 X 25 MM. LONG. FULL THREADED.

419 [BOLT, HEXAGONAL HEAD STEEL METRIC COARSE PITCH BLACK KG 5
GRADE TO IS: 1363. SIZE: M 6 X 1 X 40 MM. PARTLY THREADED

420 [BOLT, HEXAGONAL HEAD CARBON STEEL B GRADE METRIC COARSE KG 5
PITCH TO IS: 1363, SIZE: M6 X 1 X 50 MM PARTLY THREADED. LENGTH

421 [BOLT, HEXAGONAL HEAD CARBON STEEL B GRADE METRIC COARSE KG 5
PITCH TO IS: 1363, SIZE: M6 X 1 X 65 MM PARTLY THREADED LENGTH

422 [SCREW, HEXAGONAL CARBON STEEL 'B' GRADE IN MCP TO IS: 1363, KG 5
SIZE: M8 X 1.25 X 25 MM. LONG.

423 [BOLT, HEXAGONAL HEAD CARBON STEEL 'B' GRADE METRIC COARSE KG 5
PITCH TO IS: 1363, SIZE: M8 X 1.25 X 45 MM LONG PARTLY THREADED

424 (BOLT, HEXAGONAL HEAD CARBON STEEL 'B' GRADE METRIC COARSE KG 5
PITCH TO IS: 1363, SIZE: M 8 X 1.25 X 65 MM LONG PARTLY THREADED

425 [BOLT, HEXAGONAL HEAD CARBON STEEL 'B' GRADE METRIC COARSE KG 5
PITCH TO IS: 1363, SIZE: M8 X 1.25 X 80 MM. LONG PARTLY

426 [BOLT,HEXAGONAL HEAD CARBON STEEL METRIC COARSE PITCH KG 10
BLACK GRADE TO IS: 1363, SIZE: M 10 X 1.5 X 35 MM. LONG PARTLY

427 [BOLT, HEXAGONAL HEAD CARBON STEEL METRIC COARSE PITCH KG 10
BLACK GRADE TO IS: 1363, SIZE: M10 X 1.5 X 70MM. LONG PARTLY
THREADED LENGTH 26MM.

428 [BOLT, HEXAGONAL HEAD CARBON STEEL METRIC COARSE PITCH 'B' NO 500
GRADE TO 1S: 1363, SIZE: M12 X 1.75 X 45MM. LONG PARTLY

429 [BOLT, HEXAGONAL HEAD CARBON STEEL METRIC COARSE PITCH 'B' NO 500
GRADE TO IS: 1363, SIZE: M12 X 1.75 X 65 MM. LONG PARTLY

430 [BOLT, HEXAGONAL HEAD CARBON STEEL METRIC COARSE PITCH 'B' NO 100
GRADE TO 1S: 1363, SIZE: M16 X 2 X 50 mm. LONG PARTLY THREADED

431 [BOLT, HEXAGONAL HEAD CARBON STEEL METRIC COARSE PITCH 'B' NO 500
GRADE TO 1S: 1363, SIZE:M 16 X 2 X 65 mm. LONG PARTLY THREADED

432 [BOLT, HEXAGONAL HEAD CARBON STEEL METRIC COARSE PITCH 'B' NO 500
GRADE TO 1S: 1363, SIZE:M 16 X 2 X 70 MM. LONG PARTLY THREADED

433 [BOLT, HEXAGONAL HEAD CARBON STEEL METRIC COARSE PITCH 'B' NO 300
GRADE TO 1S: 1363, SIZE:M 16 X 2 X 80 MM. LONG PARTLY THREADED

434 (CASTER-WHEEL,COMPLETE, SWIVEL, TOP PLATE RECTANGULAR, NO 200
FABRICATED FROM SHEET METAL STEEL, BRIGHT GALVANISED
FINISH, RUBBER TYRED WHEEL, FOR LIGHT DUTY LOADS UPTO 70
KGS. WHEEL DIA 75 MM, TYRE WIDTH 22 MM, OVER ALL HEIGHT 106

435 [CASTER-WHEEL,COMPLETE, SWIVEL, TOP PLATE RECTANGULAR, NO 200

FABRICATED FROM SHEET METAL STEEL, BRIGHT GALVANISED
FINISH, RUBBER TYRED WHEEL, FOR LIGHT DUTY LOADS UPTO 150
KGS. WHEEL DIA 150 MM, TYRE WIDTH 22 MM, OVER ALL HEIGHT 106




436 [CASTER-WHEEL, COMPLETE, SWIVEL, TOP PLATE RECTANGULAR, NO 100
FABRICATED FROM SHEET METAL STEEL, BRIGHT GALVANISED
FINISH, RUBBER TYRED WHEEL, FOR LIGHT DUTY LOADS UPTO 70
KGS. WHEEL DIA 63 MM, TYRE WIDTH 22 MM, OVER ALL HEIGHT 88

437 [TOWER-BOLT,M.S. OXIDISED SEMI BARREL TYPE FULL COVER WITH NO 50
M. S. BOLT TYPE 1 ATO IS: 204-1966, Length 150 mm.

438 |HYDRAULIC DOOR CLOSER DOUBLE SPEED (9185 NO 300
PRODUCT)"UNIVERSAL TYPE" ITH ACCESSORIES.

439 [HASP AND STAPLE, SAFETY TYPE CAST BRASS CHROMIUM PLATED NO 100
TYPE-1 TO IS: 363, SIZE: 90 MM.

440 [HASP AND STAPLE, SAFETY TYPE CAST BRASS CHROMIUM PLATED NO 100
TYPE-1 AS PERIS: 363, SIZE: 100 mm.

441 [HASP AND STAPLE, SAFETY TYPE MILD STEEL TYPE-1 STOVE NO 100
ENAMELLED BLACK TO IS: 363, SIZE: 150 mm.

442 |BUTT-HINGES,(FOR CABINET) BRASS UNCRANKED TO TABLE 5 OF NO 100
1S:205 SIZE: LENGTH 40MM, BREADTH 20 MM, THICKNESS OF FLAP 1.25

443 [LOCK, NAVTAL, BRASS PADLOCK 7 LEVER WITH THREE KEYS SIZE: 65 [ NO 150

444 [LOCK NAVTAL, BRASS PADLOCK 5 LEVER WITH THREE KEYS SIZE: 40 NO 200

445 [LOCK, NAVTAL, BRASS PADLOCK 6 LEVERS, WITH THREE KEYS SIZE: [ NO 150

446 (NUT, HEXAGONAL CARBON STEEL DOUBLE CHAMPERED "B" GRADE IN | KG 5
METRIC COARSE PITCH TO IS: 1363, SIZE M8 X 1.25 MM.

447 NUT, HEXAGONAL CARBON STEEL DOUBLE CHAMPERED "B" GRADE IN | KG 10
METRIC COARSE PITCH TO IS: 1363, SIZE M12 X 1.75 MM.

448 (NUT, HEXAGONAL CARBON STEEL DOUBLE CHAMPERED "B" GRADE IN [ NO 500
METRIC COARSE PITCH TO IS: 1363, SIZE M16 X 2 MM.

449 [SCREW, WOOD SCREW MILD STEEL SLOTTED COUNTER SUNK HEAD NO 1000
TO IS: 451, SIZE M8 X 25 MM. LONG.

450 [SCREW, WOOD SCREW MILD STEEL SLOTTED COUNTER SUNK HEAD NO 1000
TO IS: 451, SIZE M8 X 30 MM. LONG.

451 [SCREW, WOOD SCREW MILD STEEL SLOTTED COUNTER SUNK HEAD NO 5000
TO IS: 451, SIZE M8 X 35 MM. LONG. (200 NOS PER PKT).

452 [SCREW, WOOD SCREW MILD STEEL SLOTTED COUNTER SUNK HEAD NO 4000
TO IS: 451, SIZE M8 X 50 MM. LONG.

453 [SCREW, WOOD SCREW MILD STEEL SLOTTED COUNTER SUNK HEAD NO 1500
TO IS: 451, SIZE M8 X 75 MM. LONG.

454 |SLEEVE TYPE HEAVY DUTY CONCRETE ANCHOR FASTENER HAVING NO 100
HEXAGONAL HEAD NUT AND BOLT WITH 2.0 MM THICK WASHER OF
SIZE M6 X 50 MM LONG MADE OF ZINC COATED CARBON STEEL.

455 [SLEEVE TYPE HEAVY DUTY CONCRETE ANCHOR FASTENER HAVING NO 100
HEXAGONAL HEAD NUT AND BOLT WITH 2.0 MM THICK WASHER OF
SIZE M8 X 60 MM LONG MADE OF ZINC COATED CARBON STEEL.

456 |SLEEVE TYPE HEAVY DUTY CONCRETE ANCHOR FASTENER HAVING NO 100
HEXAGONAL HEAD NUT AND BOLT WITH 2.5 MM THICK WASHER OF
SIZE M10 X 60 MM LONG MADE OF ZINC COATED CARBON STEEL.

457 |[SLEEVE TYPE HEAVY DUTY CONCRETE ANCHOR FASTENER HAVING NO 100
HEXAGONAL HEAD NUT AND BOLT WITH 2.5 MM THICK WASHER OF
SIZE M10 X 75 MM LONG MADE OF ZINC COATED CARBON STEEL.

458 [SLEEVE TYPE HEAVY DUTY CONCRETE ANCHOR FASTENER HAVING NO 100
HEXAGONAL HEAD NUT AND BOLT WITH 3.0 MM THICK WASHER OF
SIZE M12 X 60 MM LONG MADE OF ZINC COATED CARBON STEEL.

459 [SLEEVE TYPE HEAVY DUTY CONCRETE ANCHOR FASTENER HAVING NO 100
HEXAGONAL HEAD NUT AND BOLT WITH 3.0 MM THICK WASHER OF
SIZE M12 X 75 MM LONG MADE OF ZINC COATED CARBON STEEL.

460 [SLEEVE TYPE HEAVY DUTY CONCRETE ANCHOR FASTENER HAVING NO 100
HEXAGONAL HEAD NUT AND BOLT WITH 3.0 MM THICK WASHER OF
SIZE M16 X 75 MM LONG MADE OF ZINC COATED CARBON STEEL.

461 [SLEEVE TYPE HEAVY DUTY CONCRETE ANCHOR FASTENER HAVING NO 50
HEXAGONAL HEAD NUT AND BOLT WITH 3.0 MM THICK WASHER OF
SIZE M20 X 125 MM LONG MADE OF ZINC COATED CARBON STEEL.

462 [WROUGHT ALUMINIUM ALLOY SHEET FOR GENERAL ENGINEERING SHEET 50

PURPOSE TO 1S:737:1986 SIZE: 8'X4' (2438 MM X 1220 MM) THICKNESS-
22 G (0.711 MM) TEMPER-HALF HARD H2 ALLOY-19000 (APPROX. WT.




463 [WROUGHT ALUMINIUM ALLOY SHEET FOR GENERAL ENGINEERING _ |SHEET 50
PURPOSE TO 1S:737:1986 SIZE-8'X4'(2438 MM X 1220 MM) THICKNESS-
20 G (0.914 MM) TEMPER-HALF HARD H2 ALLOY-19000 (APPROX.

464 [WROUGHT ALUMINIUM ALLOY SHEET FOR GENERAL ENGINEERING _ |SHEET 50
PURPOSE TO 1S:737:1986 SIZE: 8'X4' (2438 MM X 1220 MM)
THICKNESS:14 G (2.032 MM) TEMPER-HALF HARD H2 ALLOY 19000

465 |WROUGHT ALUMINIUM ALLOY SHEET FOR GENERAL ENGINEERING | SHEET 50
PURPOSE TO 1S:737:1986 SIZE-8'X4' (2438 MM X 1220 MM) THICKNESS-
10 G (3.251 MM) TEMPER-HALF HARD H2 ALLOY-19000 (APPROX. WT.

466 |KEY,HEXAGONAL FOR SOCKET HEAD SCREWS TO IS : 3082. 2.5,3,4, SET 60
5,6,8,10,12 & 14. (ALLEN KEYS) (SET OF 9 PIECES)

467 |KEY,HEXAGONAL FOR SOCKET HEAD SCREWS TO IS: 3082. WIDTH NO 10
ACROSS FLAT: 2 MM.

468 |KEY,HEXAGONAL FOR SOCKET HEAD SCREWS TO IS: 3082. WIDTH NO 10
ACROSS FLAT: 2.5 MM.

469 |KEY,HEXAGONAL FOR SOCKET HEAD SCREWS TO IS: 3082. WIDTH NO 10
ACROSS FLAT: 4 MM.

470 |KEY,HEXAGONAL FOR SOCKET HEAD SCREWS TO IS: 3082. WIDTH NO 10
ACROSS FLAT: 5 MM.

471 |KEY,HEXAGONAL FOR SOCKET HEAD SCREWS TO IS: 3082. WIDTH NO 10
ACROSS FLAT: 6 MM.

472 |KEY,HEXAGONAL FOR SOCKET HEAD SCREWS TO IS: 3082. WIDTH NO 10
ACROSS FLAT: 10 MM.

473 |KEY,HEXAGONAL FOR SOCKET HEAD SCREWS TO IS: 3082. WIDTH NO 10
ACROSS FLAT: 12 MM.

474 |CALIPER, VERNIER S.S. WITH FINE ADJUSTMENT HAVING inch/MM. NO 5
BOTH MARKING i.e. 1/1000" & 1/50MM. CAN MEASURE, INSIDE, OUTSIDE
& DEPTH. SIZE: 6"/150MM IS: 3651.

475 |CALIPER,VERNIER S.S. FINE ADJUSTMENT HAVING inch/MM. BOTH NO 5
MARKING i.e. 1/1000" & 1/50th OF MM. CAN MEASURE, INSIDE, OUTSIDE
& DEPTH. SIZE: 12"/300MM.

476 [PUNCH,CENTRE, FORGED STEEL SIMILAR TO ECLIPSE. SIZE: 3.17 MM | NO 10
(1/8"), LENGTH: 101.600 MM (4").

477 |CHISEL, FIRMER (STRONG) STRAIGHT EDGED FORGED STEEL WITH NO 5
WOODEN HANDLE AS PER IS: 1930/ PART 3 (1975) WIDTH - 10 MM.

478 |CHISEL, FIRMER (STRONG) BEVELLED EDGE FORGED STEEL WITH NO 5
WOODEN HANDL E AS PER IS: 1930/1961. NOM. WIDTH: 26 MM.

479 [CHISEL, FLAT, COLD DRAWN, FORGED STEEL TO IS: 402. SIZE: 25 MM | NO 5
X 200 MM. LONG.

480 [CLAMP 'C’' STEEL DROP FORGED STEEL DEEP CUT THROAT PATTERN | NO 25
CAP. 50 MM. DEPTH CENTRE OF SCREW BACK : 50 MM.

481 [CLAMP 'C’' STEEL DROP FORGED STEEL DEEP CUT THROAT PATTERN | NO 25
CAP. 150 MM

482 [CLAMP, C' STEEL DROP FORGED STEEL DEEP CUT THROAT PATTERN: | NO 10
CAP. 200 MM

483 [CLAMP,'C' DROP FORGED STEEL DEEP CUT THROAT PATTERN. CAP. NO 10

484 [CLAMP,'C' DROP FORGED STEEL DEEP CUT THROAT PATTERN. CAP. NO 25

485 [CLAMP,'C' DROP FORGED STEEL DEEP CUT THROAT PATTERN. CAP. NO 5

486 | COMBINATION-SQUARE, WITH DROP FORGED STEEL HEADS & NO 4
HARDENED & TEMPERED BLADE COMPLETE WITH RULE, SQUARE
HEAD, CENTRE HEAD,360 DEGREE SWIVEL PROTECTOR HEAD,
SCRIBER & LEVEL SPRING CLIP SIMILAR TO M&W 990P.SIZE: 300 MM.

487 [COMBINATION-SET, WITH RULE SQUARE CENTRE & PROTECTOR HEAD| NO 2
WITH SCRIBER, SPRING CLIP. SIMILAR TO M & W 990 P. SIZE: 600 MM.

488 |DIE, H.S.S. CIRCULAR SPLIT ADJUSTABLE THREAD CUTTING TO IS: NO 10
1859 MCP. SIZE: M 3 X 0.5 MM. PITCH.

489 |DIE, H.S.S. CIRCULAR SPLIT ADJUSTABLE THREAD CUTTING TO IS: NO 5
1859 MCP. SIZE: M 4 X 0.7 MM. PITCH.

490 |DIE, H.S.S. CIRCULAR SPLIT ADJUSTABLE THREAD CUTTING TO IS: NO 5
1859 MCP. SIZE: M 5 X 0.8 MM. PITCH.

491 |DIE, H.S.S. CIRCULAR SPLIT ADJUSTABLE THREAD CUTTING TO IS: NO 5

1859 MCP. SIZE: M6 X 1.0 MM. PITCH.




492 [DIE, H.S.S. CIRCULAR SPLIT ADJUSTABLE THREAD CUTTING TO IS: NO 5
1859 MCP. SIZE: M 8 X 1.25 MM. PITCH.

493 |DIE, H.S.S. CIRCULAR SPLIT ADJUSTABLE THREAD CUTTING TO IS: NO 5
1859 MCP. SIZE: M 10 X 1.5 MM. PITCH.

494 |[MACHINE, DRILLING ELECTRICALLY OPERATED PORTABLE NO 20
COMPLETE WITH 3 JAWS KEYED CHUCK, FLEXIBLE 3 CORE, FLEXIBLE
CORD 2 MTRS. LONG ,CAPACITY 6MM,RATED 240 V, 350 WATT, 3400

495 |[MACHINE,DRILLING ELECTRICALLY OPERATED, PORTABLE COMPLETE| NO 20
WITH 3 JAW KEYED CHUCK, 3 CORE FLEXIBLE CORD 2 MTRS. LONG
CAP. 10 MM, 240 VOLTS 480 W, 1300 RPM, 2.15 A.

496 |DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 70
SERIES) TO IS: 5101 (1991). SIZE: 5.8 MM..

497 |DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 5.60 MM

498 |DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT SERI | NO 100
ES) TO IS: 5101 (1991). SIZE: 5.40 MM

499 |DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 5.30 MM.

500 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 5.20 MM

501 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE:5.10 MM

502 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 250
SERIES) TO IS: 5101 (1991). SIZE: 5 MM

503 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 4.90 MM. .

504 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 4.70 MM

505 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 4.60 MM.

506 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 4.5 MM. .

507 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 4.4 MM.

508 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE : 4.30 MM.

509 [DRILL, TWIST HSS STRAIGHT SHANK JOBBER OR SHORT SERIES TO IS:| NO 150
5101 (1991) SIZE : 4.20 MM.

510 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 250
SERIES) TO IS: 5101 (1991). SIZE: 4 MM

511 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 3.90 MM. .

512 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 3.80 MM.

513 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101, SIZE: 3.60 MM.

514 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 150
SERIES) TO IS: 5101 (1991). SIZE: 3.50 MM.

515 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 3.30 MM

516 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 300
SERIES) TO IS: 5101 (1991). SIZE: 3 MM

517 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 2.50 MM

518 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 2.20 MM. 0

519 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 150
SERIES) TO IS: 5101 (1991). SIZE: 2.00 MM

520 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 1.80 MM

521 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100

SERIES) TO IS: 5101 (1991). SIZE: 1.60 MM




522 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 200
SERIES) TO IS: 5101 (1991). SIZE: 1.50 MM

523 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 1.40 MM

524 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 1.10 MM

525 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 200
SERIES) TO IS: 5101 (1991). SIZE: 1.00 MM

526 |DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE : 0.50 MM .

527 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 1.2 MM

528 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 3.10 MM

529 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 6.3 MM.

530 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 30
SERIES) TO IS: 5101 (1991). SIZE: 7.10 MM.

531 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 40
SERIES) TO IS: 5101 (1991). SIZE: 7.9 MM

532 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 60
SERIES) TO IS: 5101 (1991). SIZE: 5.5 MM.

533 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 150
SERIES) TO IS: 5101 (1991). SIZE: 6 MM

534 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE: 6.5 MM.

535 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 6.6 MM

536 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 7 MM

537 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 7.5 MM.

538 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 100
SERIES) TO IS: 5101 (1991). SIZE 8.5 MM .

539 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 9.00 MM.

540 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE: 9.10 MM.

541 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 50
SERIES) TO IS: 5101 (1991). SIZE 9.5 MM

542 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 70
SERIES) TO IS: 5101 (1991). SIZE: 10 MM

543 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 30
SERIES) TO IS: 5101 (1991). SIZE: 10.5 MM

544 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 30
SERIES) TO IS: 5101 (1991). SIZE: 11 MM.

545 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 30
SERIES) TO IS: 5101 (1991). SIZE: 11.5 MM.

546 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT NO 30
SERIES) TO IS: 5101 (1991). SIZE: 12 MM.

547 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT SERI | NO 20
ES) TO IS: 5101 (1991). SIZE: 13.00 MM. .

548 [DRILL, TWIST STRAIGHT SHANK H.S.S., JOBBER SERIES (SHORT SERI | NO 10
ES) TO IS: 5101 (1991). SIZE: 14.00 MM. .

549 [DRILL, TWIST TAPER SHANK H.S.S., JOBBER SERIES (SHORT SERIES) | NO 10
TO IS: 5101 (1991). SIZE: 23 MM.

550 [DRILL, TWIST TAPER SHANK H.S.S., JOBBER SERIES (SHORT SERIES) | NO 10
TO IS: 5101 (1991). SIZE: 11 MM.

551 [DRILL, TWIST H.S.S., TAPER SHANK TO IS: 5103, SIZE: 15.00 MM NO 10

552 [DRILL, TWIST H.S.S., TAPER SHANK TO IS: 5103, SIZE: 20. 00 MM. NO 10

553 [DRILL, TWIST H.S.S., TAPER SHANK TO IS: 5103, SIZE: 25.00 MM. NO 10

554 [FILE,ENGINEERS, FLAT, SQUARE EDGES, SECOND CUT TO IS: 1931 NO 10

SIZE: 200 MM.




555 |FILE,ENGINEERS, FLAT, SQUARE EDGES, SECOND CUT TO IS: 1931 NO 5
SIZE: 250 MM.

556 |FILE,ENGINEERS, FLAT, SQUARE EDGES, SMOOTH CUT WITH IS: 1931 NO 5
SIZE: 100 MM.

557 |FILE,ENGINEERS, FLAT, SQUARE EDGES, SMOOTH CUT TO IS: 1931 NO 5
SIZE: 250 MM.

558 |FILE, ENGINEERS, HALF ROUND, BASTARD CUT TO IS: 1931, SIZE: 150 NO 10

559 |FILE, ENGINEERS, ROUND, SMOOTH CUT TO IS: 1931, SIZE: 300 MM . NO 5

560 |FRAME-HACKSAW,MINIATURE(JUNIOR)TYPE B, PISTOL GRIP NO 50
HANDLE,TO IS 11828-1987(BOW MADE OF HARD DRAWN M.S.WIRE
MADE OUT ROUND,ELLIPTICAL OR RECTANGULAR CROSS SECTION
6MM SIZE), SIZE: 150 MM.

561 |BLADE,SPARE FOR JR. HACKSAW AS COMPLETE WITH PINS SIZE 146 X| NO 400
0.8 MM PITCH 6.3 MM WIDTH TO IS: 11829.

562 |BLADE, HACKSAW H.S.S. FOR HAND OPERATION CONFORMING TO IS: NO 3000
2594 (1977).TYPE A SIZE: 300 X 13 XX 0.63/1.00MM, (24 TPI) TOLERENCE
TO LENGTH:+/- 2MM,WIDTH:+/-1MM, THK:+/- 0.1

563 |BLADE, HACKSAW H.S.S. FOR HAND OPERATION CONFORMING TO IS NO 3000
2594 (1977). TYPE A SIZE; 300 X 12.5 X 0.63/1.4 MM., 18 TPI.

564 |BLADE, HACKSAW H.S.S. FOR HAND OPERATION CONFORMING TO IS : NO 3000
2594 (1977), SIZE 300 X 12.5 X 0.63/1.8 MM., PITCH (14 TPI)

565 |HAMMER, BALL PEIN ENGINEERS WITH HANDLE AS PER IS: 841 (1983) NO 15
WT: 200 GMS.

566 |HAMMER, BALL PEIN ENGINEERS WITH HANDLE AS PER IS: 841 (1983) NO 10
WT: 500 GMS.

567 |HAMMER, BALL PEIN ENGINEER'S WITH HANDLE AS PER IS: 841 (1983) NO 10
WT: 800 Gms

568 |HAMMER, CROSS PEIN ENGINEERS DROP FORGED STEEL WITH NO 10
HANDLE TO IS: 841 (1983), NET WT: 500 GMS.

569 |HAMMER,CLAW ENGINEERS (NAIL PULLING FORGED) WITH HANDLE, NO 5
TO IS: 841 (1983), NET WT.: 450 GMS.,

570 |HANDLE, WOODEN FINISHED & SHAPED FOR HAMMER TO IS: 4953, NO 20
LENGTH OF HANDLE: 350 MM.

571 |HANDLE, SEASONED WOOD FOR HAND HAMMER TO IS: 4953, LENGTH NO 20
OF HANDLE: 450 MM.

572 |HANDLE, WOODEN TO IS: 2895 SUITABLE FOR ENGINEERS FILES, OF NO 30
SIZE: 350 MM.

573 |HANDLE, WOODEN TO IS: 2895 FOR PICKS AND BEATERS SHAPED AND| NO 200
FURNISHED, SIZE: 750 MM. (30") LONG, MADE FROM GUAVA/BABHUL

574 [HANDLE, WOODEN FOR SPADES (POWARH) 914.400 MM (36") LONG NO 200

575 |SAW-HOLE, (CIRCULAR) CUTTER (C.S. PILOT DRILL, C.S. BLADE NO 30
ALUMINIUM BODY COMPLETE) TOOL NO. 07 (5/8").

576 |SAW-HOLE, (CIRCULAR) CUTTER (C.S. PILOT DRILL, C.S. BLADE NO 20
ALUMINIUM BODY COMPLETE) TOOL NO. 03 (3/4").

577 |SAW-HOLE, (CIRCULAR) CUTTER (C.S. PILLOT DRILL, C.S. BLADE, NO 20
ALUMINUM BODY COMPLETE) TOOL OF SIZE 25 MM

578 |SAW-HOLE, (CIRCULAR) CUTTER (C.S. PILLOT DRILL, C.S. BLADE, NO 10
ALUMINIUM BODY COMPLETE) TOOL SIZE 28.6 MM.

579 |SAW-HOLE, (CIRCULAR) CUTTER (C.S. PILOT DRILL, C.S. BLADE NO 20
ALUMINIUM BODY COMPLETE) TOOL NO. 05 ( 1 1/4").

580 |SAW-HOLE, (CIRCULAR) CUTTER (C.S. PILLOT DRILL, C.S. BLADE, NO 15
ALUMINIUM BODY COMPLETE) TOOL OF SIZE: 38 MM.

581 |[MICROMETER, OUTSIDE TUNGSTON CARBIDE TIPPED TO IS: 2967, NO 10
RANGE: 0 TO 25 MM., ACCURACY: 0.01 MM.

582 |PLIER, COMBINATION (SIDE CUTTING) WITH MOULDED INSULATING NO 50
HANDLE TO IS: 3650 (1981), SIZE: 150 MM.

583 |PLIER, COMBINATION (SIDE CUTTING PLIER) WITH MOULDED NO 30
INSULATED HANDLE TO IS: 3650 (1981), SIZE: 180 MM.

584 |PLIER, COMBINATION (SIDE CUTTING) WITH MOULDED INSULATED NO 50
HANDLE TO IS: 3650 (1981). SIZE: 200 MM.

585 |NIPPER, DIAGONAL CUTTING TO IS: 4378 (PART 1) 1990. SIZE: 150 MM. NO 10

586 |PLIER, SLIM LONG NOSE INSULATED, SIZE: 150 MM. NO 30

587 |PLIER, SLIM LONG NOSE INSULATED SIZE: 200 MM. NO 40




588

SCALE, ENGINEER'S METRIC S.S. TO IS: 1481, SIZE: 300 MM.

NO

50

589

SCREW, DRIVER TO SUIT PHILIPS HEAD SCREWS WITH TOUGH
PLASTIC HANDLE TO IS: 844:1979, NOM. SIZE OF SLOT NO. 2, NOM.
LENGTH OF BLADE : 100 MM.

NO

30

590

SCREW DRIVER, WATCHMAKER, SIZE:1TO 9.

SET

20

501

SCREW DRIVER, ELECTRICIANS WITH CELLULOSE ACETATE
HANDLE,BLADE MADE OF 50 CR | 23 STEEL OF 48 HRC HARDNESS,
WITH PVC INSULATING SLEEVE OF 1 MM ON THE BLADE LENGTH TYPE
B TO IS 844 (PART 2) 1979 NOM.SIZE: 50 MM X 1.6 MM

NO

20

592

SCREW DRIVER, ELECTRICANS WITH CELLULOSE ACETATE
HANDLE,BLADE MADE OF 50 CR |V 23 STEEL OF 48 HRC
HARDNESS,WITH PVC INSULATING SLEEVE OF 1 MM ON THE BLADE
LENGTH TYPE B TO IS 844 (PART 2) 1979 NOM.SIZE:125 X 3.5 MM.

NO

50

593

SCREW DRIVER, ELECTRICIANS WITH CELLULOSE ACETATE
HANDLE,BLADE MADE OF 50CR | V 23 STEEL OF 48 HRC HARDNESS,
WITH PVC INSULATING SLEEVE OF 1 MM ON THE BLADE LENGTH TYPE
B TO IS 844 (PART 2) 1979 NOM.SIZE:150 MM X 4 MM.

NO

50

594

SCREW DRIVER, ENGINEERS TOUGH PLASTIC HANDLE TYPE A TO IS
844 (PART 2) 1979, NOM SIZE: 150 MM. X 8 MM

NO

50

595

SCREW DRIVER ENGINEER'S TOUGH CELLULOSE PLASTIC HANDLE
TYPE ATO IS: 844-1979. SIZE: 250 X 8 MM, POINT SIZE: 1.6 X 10.0 MM,

NO

50

596

SCREW, DRIVER ENGINEER'S WITH TOUGH CELLILOSE PLASTIC
HANDLE TYPE A TO IS: 844-1979. SIZE: 100 X 6 MM.

NO

40

597

SCREW, DRIVER ENGINEER'S WITH PLASTIC HANDLE TO IS: 844: 1979
NOM. SIZE: 200 MM. X 10 MM

NO

25

598

SICKLE,PLAIN EDGED TO IS: 4358, LENGTH: 280 MM. (12",

NO

300

599

SPADE NO. 8 (POWRAH) WITHOUT HANDLE 1.4 KGS.

NO

20

600

SPANNER, DOUBLE ENDED FIXED OPEN JAW DROP FORGED
CHROMIUM VANADIUM STEEL TO IS: 2028 (1991). SIZE: 6 X 7 MM.

NO

10

601

SPANNER, DOUBLE FIXED OPEN END DROP FORGED CHROMIUM
VANADIUM STEEL TO IS: 2028 (1991). SIZE: 8 X 9 MM.

NO

10

602

SPANNER, DOUBLE ENDED FIXED OPEN END DROP FORGED
CHROMIUM VANADIUM STEEL TO IS: 2028 (1991). SIZE: 10 X 11 MM.

NO

10

603

SPANNER, DOUBLE ENDED FIXED OPEN END DROP FORGED
CHROMIUM VANADIUM STEEL TO IS: 2028 (1991), SIZE : 12 X 13 MM

NO

10

604

SPANNER, DOUBLE ENDED OPEN CHROME VANADIUM STEEL SAE
ACROSS EDGE TO IS: 2028 (1991). SIZE: 16 X 17 MM.

NO

10

605

SPANNER, DOUBLE ENDED OPEN JAW CHROMIUM VANADIUM STEEL
CHROME FINISH IN METRIC SERIES TO IS: 2028 (1991). SIZE: 18 X 19

NO

10

606

SPANNER, DOUBLE ENDED OPEN JAW CHROME VANADIUM STEEL
CHROME FINISH IN METRIC SERIES TO IS: 2028 (1991). SIZE: 20 X 22

NO

10

607

SPANNER,DOUBLE ENDED, OPEN JAW CHROME VANADIUM STEEL
CHROME FINISH IN METRIC SERIES TO IS: 2028 (1991). SIZE: 24 X 26

NO

608

SPANNER, DOUBLE ENDED, OPEN JAW, CHROME VANADIUM STEEL
CHROME FINISH IN METRIC SERIES TO IS: 2028 (1991). SIZE: 25 X 28

NO

609

SPANNER, DOUBLE FIX OPEN ENDED CHROME VANADIUM STEEL
W/W SET OF 6 PCS. 1/8" X 1/2". TO IS: 2028 (1991). SIZE: 1/8" X 3/16",
3/16" X 1/4" 1/4 X 5/16:, 5/16" X 3/8", 3/8" X 7/16", 7/16" X 1/2"

SET

610

SPANNER, DOUBLE FIX OPEN ENDED DROP FORGED STEEL SAE. SET
OF 10 PCS.RANGE:1/4" X 1 1/4", TO IS: 2028 (1991). SIZE:1/4" X 5/16",
5/16" X 13/32" 3/8" X 7/16", 1/2" X 9/16", 19/32" X 11/16", 5/8" X 3/4", 25/32"
X 7/8",15/16" X 1", 1" X 1 1/8", 11/16" X

SET

611

SPANNER, CHROME VANADIUM STEEL DOUBLE ENDED OPEN JAW
METRIC, SET OF 6 PCS. RANGE: 6 TO 19 MM., TO IS: 2028 (1991). SIZE:
6X7,8X9 10X 11,14 X 15,16 X17,18 X 19 MM.

SET

612

SPANNER,SET CHROME VANADIUM STEEL DOUBLE OPENENDED SET
OF 10 PCS. RANGE: 6 TO 27 MM. TO IS: 2028 (1991). SIZE: 6 X 7, 8 X 9,
10 X 11,12 X 13,14 X 15, 16 X 17, 18 X 19, 20 X 22, 21 X 23, 24 X 27.

SET

10

613

SPANNER, DOUBLE ENDED OPEN JAW DROP FORGED CHROME
VANADIUM STEEL CHROME PLATED TO IS: 2028 (1991), METRIC, SET
OF 10 PCS. RANGE: 6 MM.TO 32 MM., TO IS: 2028 (1991). SIZE: 6 X 7, 8 X
9,10 X 11,12 X 13,14 X 15,16 X 17, 18 X 19, 20 X 22, 24 X 27, 30 X 32.

SET

10




614

SPANNER,DOUBLE ENDED PLATED JAW DROP FORGED STEEL TO IS:
2028, METRIC SET OF 12 PCS. RANGE: 6 TO 32 MM., SIZE: 6 X 7,8 X 9,
10 X 11,12 X 13,14 X 15, 16 X 17, 18 X 19, 20 X 22, 21 X 23, 24 X 26, 25 X

SET

10

615

SPANNER, RING CRANKED DOUBLE ENDED CHROME VANADIUM STEEL
METRIC SET OF 12 PCS. RANGE: 6 TO 32 MM. TO IS: 2028 (1991). SIZE:
6X7,8X9,10X11,12X 13,14 X 15,16 X17,18 X 19, 20 X 22, 21 X 23,

SET

10

616

TAPE, MEASURING STEEL WHITE CLAD IN METAL CASE TYPE
AUTOMATIC WINDING TO 1S: 1279 GRADUATION IN MM & INCHES,

NO

100

617

TAPE, MEASURING METAL WHITE CLAD AUTOMATIC WINDING IN
METAL CASE WINDING TYPE 3 mtrs. GRAUDUATED IN MM.

NO

200

618

TAPE, MEASURING METRIC STEEL WINDING TYPE WHITE IN METAL
CASE TO IS: 1270, DENOMINATION: 15 mtr.

NO

50

619

TAPE, MEASURING METRIC STEEL TO IS: 1270 WINDING TYPE WHITE
CLAD IN REXINE COVERED CASE, LENGTH OF 30 MTRS. GRADUATION
IN MM AND INCHES.

NO

10

620

TAP, BSP SCREWING H.S.S. GROUND THREAD WITH IS: 6175-1991
(PART 3) OR LATEST, SET OF 2 PCS. DESIGNATION 1/4 " BSP.

SET

621

TAP, HAND GROUND THREAD IN METRIC COARSE PITCH AND IN SET
OF 3 PCS. TO IS: 6175 (PART 3) 1992, SIZE: M3 X 0.50 MM.

SET

622

TAP, METRIC HAND HSS GROUND THREAD IN METRIC COARSE PITCH
AND IN SET OF 3 PCS TO IS: 6175 (PART 3)1992, SIZE: M4 X 0.7 MM. .

SET

25

623

TAP, HAND METRIC SCREWING GROUND THREAD H.S.S. M.C.P. IN SET
OF 3 PCS TO IS: 6175 (PART 3) :1992, SIZE : M5 X 0.8 MM PITCH.

SET

25

624

TAP, HAND METRIC SCREWING GROUND THREAD H.S.S. M.C.P IN SET
OF 3 PCS. TO IS: 6175 (PART 3): 1992, SIZE : M6 X 1.00 MM PITCH.

SET

25

625

TAP, HAND METRIC SCREWING GROUND THREAD H.S.S. M.C.P. IN SET
OF 3 PCS. TO IS: 6175 (PART 3) 1992, SIZE: M8 X 1.25 MM PITCH. ONLY.

SET

25

626

TAP, HAND METRIC SCREWING GROUND THREAD H.S.S. M.C.P. IN SET
OF 3PCS. TO IS : 6175 (PART 3) 1992, SIZE: M10 X 1.5 MM PITCH.

SET

25

627

TAP, HAND METRIC SCREWING GROUND THREAD H.S.S. M.C.P. IN SET
OF 3 PCS. TO IS: 6175 (PART 3) 1992, SIZE: M12 X 1.75 MM PITCH.

SET

25

628

TAP, HAND METRIC SCREWING GROUND THREAD H.S.S. M.C.P. IN SET
OF 3 PCS. TO IS: 6175 (PART 3) 1992, SIZE: M16 X 2 MM PITCH

SET

629

TOOL-BIT, SQUARE HSS MADE FROM GRADE M-42(T110 Mo 10 Co8 Cr4
W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, Mo-10%, Co-8%,Cr-4%
W-1% SIZE:10 MM X 10 MM X 100 MM LONG. HARDNESS OF GENERAL
HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV.

NO

10

630

TOOL-BIT, SQUARE HSS MADE FROM GRADE M-42(T110 Mo 10 Co8 Cr4
W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, Mo-10%,Co-8%, Cr-4%
W-1% SIZE:10 MM X 10 MM X 75 MM LONG. HARDNESS OF GENERAL
HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV.

NO

10

631

TOOL-BIT, SQUARE HSS MADE FROM GRADE M- 42 (T110 MO 10 CO8
CR4 W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, MO-10%, CO-
8%,CR-4% W-1% SIZE: 25 MM X 25 MM X 150 MM LONG. HARDNESS OF
GENERAL HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV.

NO

632

TOOL-BIT, SQUARE HSS MADE FROM GRADE M- 42 (T110 MO 10 CO8
CR4 W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, MO-10%,CO-8%,
CR-4% W-1% SIZE: 6 MM X 6 MM X 75 MM LONG. HARDNESS OF
GENERAL HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV.

NO

10

633

TOOL-BIT, SQUARE HSS MADE FROM GRADE M-42(T110 MO 10 CO8
CR4 W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, MO-10%,CO-8%,
CR-4% W-1% SIZE: 8 MM X 8 MM X 75 MM LONG. HARDNESS OF
GENERAL HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV.

NO

634

TOOL-BIT, SQUARE HSS MADE FROM GRADE M-42 (T110 MO 10 CO8
CR4 W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, MO-10%,CO-8%,
CR-4% W-1% SIZE: 10 MM X 10 MM X 150 MM LONG. HARDNESS OF
GENERAL HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV.

NO

10

635

TOOL-BIT, SQUARE HSS MADE FROM GRADE M-42(T110 MO 10 CO8
CR4 W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, MO-10%,CO-8%,
CR-4% W-1% SIZE: 12 MM X 12 MM X 100 MM LONG. HARDNESS OF
GENERAL HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV

NO

10




636 | TOOL-BIT, SQUARE HSS MADE FROM GRADE M-42 (T110 MO 10 CO8 NO 10
CR4 W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, MO-10%,CO-8%,
CR-4% W-1% SIZE: 12 MM X 12 MM X 150 MM LONG. HARDNESS OF
GENERAL HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV

637 |TOOL-BIT, SQUARE HSS MADE FROM GRADE M-42(T110 MO 10 CO8 NO 10
CR4 W1) WITH FOLLOWING COMPOSITIONS. C-1.1%, MO-10%,CO-8%,
CR-4% W-1% SIZE: 16 MM X 16 MM X 150 MM LONG. HARDNESS OF
GENERAL HIGH SPEED STEEL TOOL BITS SHALL BE 760 HV TO 900 HV.

638 | TRY-SQUARE,ENGINEER'S GRADE C TO IS: 2103, SIZE: 150 MM. NO 10

639 |BENCH VICE, FIXED BASE, CAST IRON BODY AND GUN METAL, NO 10
SPINDLE NUT AS PER IS: 2586:1986. SIZE: 75 MM. WT.: 7 KG.

640 |BENCH VICE, FIXED BASE, CAST IRON BODY AND GUN METAL, NO 10
SPINDLE NUT, AS PER 1S:2586:1986. SIZE: 100 MM. WT.: 15 KG.

641 |BENCH VICE, FIXED BASE, CAST IRON BODY AND GUN METAL, NO 15
SPINDLE NUT, AS PER IS: 2586:1986. SIZE: 150 MM. WT: 25 KG.

642 |WRENCH, ADJUSTABLE (ADJUSTABLE SPANNER) SCREW TYPE SINGLE| NO 10
DROP-FORGED STEEL, NOMINAL LENGTH: 100 MM.

643 |WRENCH, ADJUSTABLE (ADJUSTABLE SPANNER) SCREW TYPE SINGLE| NO 10
DROP-FORGED STEEL, NOMINAL LENGTH: 150 MM.

644 |WRENCH, ADJUSTABLE (ADJUSTABLE SPANNER) SCREW TYPE SINGLE| NO 10
DROP-FORGED STEEL, NOMINAL LENGTH: 200 MM.

645 |WRENCH, ADJUSTABLE (ADJUSTABLE SPANNER) SCREW TYPE SINGLE| NO 10
ENDED DROP FORGED STEEL. NOMINAL LENGTH: 250 MM.

646 |WRENCH, ADJUSTABLE (ADJUSTABLE SPANNER) SCREW TYPE, NO 10
SINGLE ENDED DROP FORGED STEEL, NOMINAL LENGTH: 300 MM.

647 |WRENCH, PIPE STILSON PATTERN TO IS: 4003, NOMINAL LENGTH: 200 NO 10

648 |WRENCH, PIPE STILSON PATTERN TO IS: 4003, NOMINAL LENGTH: 250 NO 10

649 |WRENCH, PIPE STILSON PATTERN TO IS: 4003, NOMINAL LENGTH: 350 NO 10

650 |WRENCH, PIPE STILSON PATTERN TO IS: 4003, NOMINAL LENGTH: 450 NO 5

651 |WRENCH, ADJUSTABLE (ADJUSTABLE SPANNER) SCREW TYPE SINGLE| NO 5
DROP-FORGED STEEL, NOMINAL LENGTH: 600 MM.

652 |WIRE,STRIPPER (INSULATION REMOVER) CAP. 1 TO 6. NO 25

653 |VEST, COTTON ROUND NECK SLEEVELESS PLAIN KNITTED MADE OUT NO 1500
OF BLEACHED WHITE PLAIN KNITTED FABRIC AS PER IS: 4964 SIZE:
80 cms. WIDTH ACROSS CHEST:40CM, LENGTH OF VEST:64,LENGTH
OF ARMHOLE:20,WITH PRINTED LETTER BARC LETTER SIZE : 30 mm X

654 |VEST,COTTON ROUND NECK SLEEVELESS PLAIN KNITTED MADE OUT NO 15000
OF BLEACHED WHITE PLAIN KNITTED FABRIC AS PER 1S:4964 SIZE:85
cms. WIDTH ACROSS CHEST:42.5,LENGTH OF VEST:68,LENGTH OF
ARM HOLE:21CM,WITH PRINTED LETTER BARC LETTER SIZE: 30 mm X

655 |VEST,COTTON,ROUND NECK SLEEVELESS PLAIN KNITTED MADE OUT NO 18000
OF BLEACHED WHITE PLAIN KNITTED FABRIC AS PER 1S:4964 (1991)
SIZE: 90 cms.WIDTH ACROSS CHEST:45CM,LENGTH:72CM,LENGTH OF
ARMHOLE:23CM,WITH PRINTED LETTER BARC LETTER SIZE: 30 mm X

656 |VEST,COTTON ROUND NECK, SLEEVELESS PLAIN KNITTED MADE OUT NO 12000
OF BLEACHED WHITE PLAIN KNITTED FABRIC AS PER 1S:4964 SIZE: 95
cms. WIDTH ACROSS CHEST:47.5CMLENGTH OF VEST:76CM,LENGTH
OF ARMHOLE:24CM WITH PRINTED LETTERS BARC LETTER SIZE: 30

657 |VEST,COTTON ROUND NECK SLEEVELESS MADE OUT OF BLEACHED NO 1500
WHITE PLAIN KNITTED FABRIC AS PERIS: 4964 SIZE:100 cms. WIDTH
ACROSS CHEST:50CM,LENGTH OF VEST:80CM,LENGTH OF
ARMHOLE:25CM WITH PRINTED LETTER "BARC".LETTER SIZE-

658 |CAP,COTTON WHITE SURGEON TYPE SIZE:, DRILL CLOTH OF 255 GSM NO 6000

659 |CAP,COTTON WHITE SURGEON TYPE , DRILL CLOTH OF 255 GSM SIZE:| NO 10000

660 |GLOVES,COTTON MADE OUT OF DRILL CLOTH, WHITE, TO SUIT RIGHT | PAIR 12000
AND LEFT HAND. CLOTH WEIGHT 200 gsm SIZE NO. 8. MARKED IN

661 |GLOVES,COTTON MADE OUT OF DRILL CLOTH, WHITE, TO SUIT RIGHT | PAIR 12000
AND LEFT HAND. CLOTH WEIGHT 2C0 gsm. SIZE NO. 8.5. MARKED IN

662 |GLOVES,COTTON MADE OUT OF DRILL CLOTH, WHITE TO SUIT RIGHT | PAIR 20000
AND LEFT HAND. CLOTH WEIGHT 200 gsm. SIZE NO. 9. IN INDELIBLE

663 |GLOVES,COTTON MADE OUT OF DRILL CLOTH, WHITE TO SUIT RIGHT | PAIR 30000

AND LEFT HAND. PAIR WEIGHT 200 gsm. SIZE NO. 10. IN INDELIBLE INK.




664

GLOVES,POST MORTEM ORANGE COLOUR TYPE B, LATEX
DIPPED,WRINKLESS SMOOTH FINISH, FREE FROM
BLISTER,PINHOLES,WRIST EDGES ROLLED UP,FINGER JOINTS
REINFORCED,WITHSTAND STRETCH TEST,AS PER 1S:4149:1967 SIZE 9

PAIR

30000

665

GLOVES,POST MORTEM ORANGE COLOUR,TYPE B LATEX DIPPED,
WRINKLELESS,SMOOTH FINISH,FREE FROM BL ISTERS,HOLES,WRIST
EDGES ROLLED UP.FINGER JOINTS REINFORCED TO IS 4149 SIZE:10
Minimum length : 310mm, Weight Per pair :80 Gms.

PAIR

30000

666

GLOVES,RUBBER SURGICAL SMOOTH FINISH WITH ISI MARK IS : 4148
(GLOVES MADE BY DIPPING PROCESS USING LATEX) SZE: 6"

PAIR

30000

667

GLOVES,RUBBER SURGICAL,SMOOTH FINISH WITH ISI MARK
IS:4148.(GLOVES MADE DIPPING PROCESS USING LATEX) SIZE:6.5".

PAIR

50000

668

GLOVES,RUBBER SURGICAL,SMOOTH FINISH WITH ISI MARK
IS:4148.(GLOVES MADE BY DIPPING PROCESS USING LATEX) SIZE: 7"

PAIR

50000

669

GLOVES, RUBBER SURGICAL, SMOOTH FINISH WITH ISI MARK 1S:4148
(GLOVES MADE BY DIPPING PROCESS USING LATEX) SIZE: 7.5".

PAIR

50000

670

GLOVES,RUBBER SURGICAL,SMOOTH FINISH WITH ISI MARK 1S:4148
(GLOVES MADE BY DIPPING PROCESS USING LATEX), SIZE: 8"

PAIR

50000

671

GLOVES,RUBBER SURGICAL,SMOOTH FINISH WITH ISI MARK
1S:4148 (GLOVES MADE BY DIPPING PROCESS USING LATEX) SIZE: 8.5
(8 AND 1/2).

PAIR

80000

672

GLOVES,RUBBER SURGICAL HAVING UNIFORM THICKNESS ALL OVER
& SHELF LIFE ABOUT ONE YEAR WITH 1S:4148. SIZE : 9. WEIGHT: 35-40
gms. PERIMETER AT PALM - 240-245 mm. PERIMETER AT WRIST - 210-

215 mm. LENGTH (CUFF TO THE TIP OF MIDDLE FINGER) - 290-300 mm.

PAIR

40000

673

LABCOATS READY MADE MADE OF WHITE COTTON DRILL CLOTH
BLEACHED PRESHRUNK MERCERISED FREE FROM WEAVING
DEFECTS AS PER 1S;177:1989 SIZE: SMALL FULL SLEEVE (CHEST 100
CMS, SLEEVE LENGTH 72 CMS, SLEEVE SHOULD BE WITH CUFF AND

NO

2000

674

LABCOATS READYMADE MADE OF WHITE COTTON DRILL CLOTH
BLEACHED PRESHRUNK MERCERISED FREE FROM WEAVING
DEFECTS AS PER 1S:177:1989 SIZE: MEDIUM FULL SLEEVE, CHEST 110
CMS, SLEEVE LENGTH 74 CMS, SLEEVE SHOULD BE WITH CUFF AND

NO

5000

675

LABCOAT READYMADE MADE OF WHITE 100% COTTON DRILL CLOTH
BLEACHED PRESHRUNK MERCERISED , FREE FROM WEAVING
DEFECTS AS PER 1S:177:1989 SIZE: LARGE, SPECIFICATION FOR FULL
SLEEVE (SIZE OF CHEST 120 CMS, SLEEVE LENGTH 74 CMS, SLEEVE

NO

5000

676

SHOE, CANVAS, RUBBER SOLE, BROWN COLOUR, TO IS: 3735 SIZE:

PAIR

100

677

SHOE, CANVAS, RUBBER SOLE, BROWN COLOUR, TO IS: 3735 SIZE:

PAIR

500

678

SHOE, CANVAS, RUBBER SOLE, BROWN COLOUR, TO IS: 3735 SIZE:

PAIR

2000

679

SHOE, CANVAS SIZE NO.8, RUBBER SOLE, BROWN COLOUR, TO

PAIR

2000

680

SHOE, CANVAS, RUBBER SOLE, BROWN COLOUR, TO IS: 3735 SIZE:

PAIR

2000

681

SHOES CANVAS, RUBBER SOLE, BROWN COLOUR, TO IS: 3735 SIZE:

PAIR

1500

682

SHOE-COVER, WHITE DRILL COTTON CLOTH WITH ELASTIC BAND

NO

40000

683

SOCKS, COTTON WHITE PLAIN KNITTED TYPE Il AS PER 1S:3329:1973
COUNT OF YARN 30 TEX X 2 KNITTING OF TOP-1X1 RIB,KNITTING OF
LEG & FOOT-PLAIN SIZE: 25 cms.(10)MINIMUM

WEIGHT/10 PAIRS-540 GM.

PAIR

10000

684

SOCKS, COTTON WHITE PLAIN KNITTED TYPE Il ASPER 1S:3329:1973
COUNT OF YARN 30 TEX X 2 KNITTING OF TOP-1X1 RIB, KNITTING OF
LEG AND FOOT-PLAIN SIZE: 27 cms.(10.5)

MINIMUM WEIGHT/10 PAIR-595 GM.

PAIR

15000

685

SOCKS, COTTON WHITE PLAIN KNITTED TYPE Il AS PER 1S:3329:1973
COUNT OF YARN 30 TEX X 2 KNITTING OF TOP-1 X 1 RIB,KINTTING OF
LEG & FOOT-PLAIN SIZE: 28 cms.(11)MINIMUM WEIGHT/10PAIR-650 GM

PAIR

12000

686

SOCKS,NYLON SOCKS BLACK FOR GENTS PLAIN KNITTED WITH
REINFORCED HEEL & TOE TO IS : 5084. MINIMUM WT. 220 GMS/10

PAIR

20000

687

STITCHED SINGLE PIECE BOILER SUIT OF 100% COTTON BLUE DRILL
CLOTH PRE-SHRUNK, AS PER IS SPECIFICTION 177 OF 1989 HAVING 3
POCKETS OF SAME CLOTH SIZE : SMALL LENGTH :150 CM, CHEST:100
CM, SHOULDER:50CM & SLEEVE:60CM.

NO

2000




688

STITCHED SINGLE PIECE BOILER SUIT OF 100% COTTON BLUE DRILL

CLOTH PRE-SHRUNK, AS PER IS SPECIFICATIN 177 OF 1989 HAVING 3

POCKETS OF SAME CLOTH SIZE : MEDIUM LENGTH:155 CM,CHEST:110
CM, SHOULDER:52 CM & SLEEVE:65 CM.

NO

8000

689

STITCHED SINGLE PIECE BOILER SUIT OF 100% COTTON BLUE DRILL
CLOTH PRE-SHRUNK, AS PER IS SPECIFICATION 177 OF 1989 HAVING 3
POCKETS OF SAME CLOTH SIZE: LARGE LENGTH:160 CM, CHEST: 115
CM, SHOULDER: 65 CM & SLEEVE: 70 CM.

NO

10000

690

STITCHED SINGLE PIECE BOILER SUIT OF 100% COTTON BLUE DRILL
CLOTH PRE-SHRUNK, AS PER IS SPECIFICATION 177 OF 1989 HAVING 3
POCKETS OF SAME CLOTH SIZE: EXTRA LARGE LENGTH: 165 CM,
CHEST: 120 CM, SHOULDER: 70 CM & SLEEVE: 75 CM.

NO

5000

691

BOILER SUIT READYMADE OF 100% COTTON BLUE DRILL CLOTH PRE-
SHRUNK AS PER IS SPECIFICATON 177 OF 1989 LONG SLEEVE,ZIP
CHAIN,TWO BREAST POCKET WITH FLAP,TWO SIDE POCKET, ONE HIP
POCKET AND ONE LEG POCKET. SIZE Al (LENGTH 58" X SHOULDER

NO

200

692

BOILER SUIT READYMADE OF 100% COTTON BLUE DRILL CLOTH PRE-
SHRUNK AS PER IS SPECIFICATION 177 OF 1989 LONG SLEEVE, ZIP
CHAIN,TWO BREAST POCKET WITH FLAPS, TWO SISE POCKET, ONE
HIP POCKET AND LEG POCKET. SIZE:'B'(Q) (LENGTH 60" X SHOULDER

NO

500

693

BOILER SUIT READYMADE OF 100% COTTON BLUE DRILL CLOTH PRE-
SHRUNK AS PER IS SPECIFICATION 177 OF 1989 LONG SLEEVE, ZIP
CHAIN,TWO BREAST POCKETS WITH FLAPS, TWO SIDE POCKETS,
ONE HIP POCKET AND LEG POCKET. SIZE: 'C'(R) (LENGTH 62" X

NO

400

694

BOILER SUUIT READYMADE OF 100% COTTON BLUE DRILL CLOTH PRE-
SHRUNK AS PER IS SPECIFICATION 177 OF 1989 LONG SLEEVE, ZIP
CHAIN, TWO BREAST POCKETS WITH FLAPS, TWO SIDE POCKET, ONE
HIP POCKET AND LEG POCKET. SIZE; 'D'(S) (LENGTH 64" X SHOULDER

NO

300

695

TOWEL, TURKISH HANDLOOM,COTTON CONFIRMING TO 1S:854:1991
SMALL, WHITE SIZE : 15" X 25". MINIMUM WEIGHT: 80 GRAMMES.

NO

15000

696

TOWEL,TURKISH TOWELS WHITE, SIZE: BIG 44" X 22" (110 X 55 cms.)

NO

5000

697

TOWEL,COTTON HONEYCOMB,FULL BLEACHED QUALITY SIZE:130 x
65cms, (Excluding Fringes) Weight: 180 GRAMMES., BARC LOGO TO BE

NO

22000

698

BRIEF,GENTS TYPE Il COTTON PLAIN KNITTED WHITE FABRIC WITH
WOVEN ELASTIC STRAP STICHED AT WAIST AS PERIS:4046(11):1996
SIZE 80 CM.WIDTH ACROSS WAIST-27CM FRONT LENGTH-25CM WIDTH
AT BOTTOM-9CM SIDE LENGTH-10CM THIGH OPENING-21CM WIDTH

NO

2500

699

BRIEF,GENTS TYPEII PLAIN KNITTED WHITE FABRIC WITH WOVEN
ELASTIC STRAP STITCHED AT WAIST, AS PER IS 4046 Il :1996
SIZE:85CM,WIDTH ACROSS WAIST: 30 cms. SIDE LENGTH:26.5CM
WIDTH AT BOTTOM-9.5CM SIDE LENGTH-11CM THIGH OPENING 22CM

NO

15000

700

BRIEF,GENTS,TYPE Il COTTON PLAIN KNITTED WHITE FABRIC WITH
WOVEN ELASTIC STRAP STITCHED AT WAIST AS PER 1S:4046
(11)1996,SIZE 90CM WIDTH ACROSS WAIST-32CMFRONT LENGTH-
28.5CM WIDTH AT BOTTOM-10CM SIDE LENGTH-11CM THIGH OPENING-

NO

17000

701

BRIEF,GENTS TYPE Il COTTON PLAIN KNITTED WHITE FABRIC WITH
WOVEN ELASTIC STRAP STITCHED AT WAIST ASPERIS:4046(11):1996
SIZE:95CM WIDTH ACROSS WAIST-35CM FRONT LENGTH-30CMWIDTH
AT BOTTOM-10.5CM SIDE LENGTH-12CM THIGH OPENING-24CM
WIDTH ACROSS SEAT-41

NO

6000

702

BRIEF,GENTS TYPE Il COTTON PLAIN KNITTED WHITE FABRIC WITH
WOVEN ELASTIC STRAP STITCHED AT WAIST ASPER 1S:4046I1 1996
SIZE 100 CM,WIDTH ACROSS WAIST-37CM FRONT LENGTH-31.5CM
WIDTH AT BOTTOM-11.5 SIDE LENGTH-12.5CM THIGH OPENING-25CM

NO

1200

703

CHAPPAL,LADIES ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 4.

PAIR

704

CHAPPAL,LADIES ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 5.

PAIR

50

705

CHAPPAL,LADIES ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 6 .

PAIR

100




706

CHAPPAL,LADIES ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 7.

PAIR

50

707

CHAPPAL,LADIES ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 8.

PAIR

50

708

CHAPPAL,GENTS ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZENO. 5.

PAIR

709

CHAPPAL,GENTS ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 6.

PAIR

50

710

CHAPPAL,GENTS ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 7.

PAIR

150

711

CHAPPAL,GENTS ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 8.

PAIR

200

712

CHAPPAL,GENTS ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 9.

PAIR

200

713

CHAPPAL,GENTS ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 10.

PAIR

85

714

CHAPPAL,LADIES LEATHER CHAPPAL. SIZE NO. 9.

PAIR

715

COTTON-ROLL,ABSORBENT, WHITE IN PKT. OF 500 GMS.NETT WT. (
ROLLED ON PACKING PAPER BACKING).

ROLL

3000

716

COTTON,NON ABSORBENT COTTON IN ROLL OF 500 GMS.(ROLLED ON

PACKING PAPER BACKING)

ROLL

400

717

CHAPPAL,GENTS ALL SEASON WITH SYNTHETIC UPPER OF GOOD
QUALITY & LIGHT WEIGHT PU/TPR SOLE WITH GOOD GRIP FOR NON
SLIPPERY BLACK SIZE NO. 11.

PAIR

10

718

ENVELOPE, PLAIN BROWN WITH 6.6 CMS FLAP OF 80 GSM PAPER,
SIZE: 220 X 110 MM EXCLUDING FLAP.

NO

3500

719

ENVELOPE, PLAIN BROWN WITH 6.6 CMS FLAP OF 80 GSM PAPER,
SIZE: 44.7 X 29.7 CMS EXCLUDING FLAP.

NO

1500

720

ENVELOPES SE-5 WINDOW TYPE OF 80 GSM PAPER WITH 3.5 CMS
FLAP MADE OUT OF KRAFT PAPER BROWN RIBBED. WINDOW
COVERED WITH 10 MICRON PVC CLEAR TRANSPARENT FILM FROM
INSIDE. WINDOW SIZE: 12.6 X 5.3 CMS. ENVELOPE SIZE: 25 X 11 CMS

NO

5000

721

ENVELOPES SE-6 WINDOW TYPE OF 80 GSM WITH 5 CMS FLAP. PAPER

MADE OUT OF KRAFT PAPER BROWN RIBBED. WINDOW COVERED
WITH 10 MICRON PVC CLEAR TRANSPARENT FILM FROM INSIDE.
WINDOW SIZE: 12.6 X 5.3 CMS APPROX. ENVELOPE SIZE: 28 X 12 CMS

NO

5000

722

ENVELOPES, PLAIN MANILA WITH 4 CMS FLAP OF 60 GSM, SIZE: 30 X
25.5 CMS EXCLUDING FLAP.

NO

6000

723

ENVELOPES, PLAIN WHITE WITH 5.9 CMS FLAP OF 70 GSM PAPER,
SIZE:13.7 X 10.9 CMS EXCLUDING FLAP.

NO

3000

724

ENVELOPES PLAIN WHITE WITH 4.5 MM FLAP OF 80 GSM. SIZE:22.9 X

10.4 CMS EXCLUDING FLAP.

NO

5000

725

ENVELOPES SE-4 OF 70 GSM PAPER WITH 3 CMS FLAP MADE OUT OF
PALE YELLOW COLOUR. SIZE: 13 X 10 CMS EXCLUDING FLAP.

NO

300000

726

ENVELOPES SE-5 OF 70 GSM PAPER WITH 3.5 CMS FLAP MADE OUT
OF PALE YELLOW COLOUR. SIZE: 25 X 11 CMS EXCLUDING FLAP

NO

300000

727

ENVELOPES SE-6 OF 70 GSM PAPER WITH 5 CMS FLAP MADE OUT OF
PALE YELLOW COLOUR. SIZE: 28 X 12 CMS EXCLUDING FLAP.

NO

200000

728

ENVELOPES SE-6A CLOTH LINED WITH 5 CMS FLAP OF 80 GSM,
PAPER PALE YELLOW COLOUR, SIZE: 28 X 12 CMS EXCLUDING FLAP.

NO

100000

729

ENVELOPES SE-6 OF 80 GSM WITH 5 CMS FLAP MADE OUT OF
BITUMEN LAMINATED PAPER AND NYLON REINFORCED WIRE NET
BETWEEN TWO LAYERS. PAPER OF YELLOW COLOUR. SIZE: 28 X 12

NO

20000

730

ENVELOPES SE-7 OF 190 GSM WITH 5 CMS FLAP MADE OUT OF
HANDMADE PAPER OF PALE YELLOW COLOUR, SIZE: 45 X 15 CMS

NO

30000




731

ENVELOPES SE-7 OF 80 GSM WITH 5 CMS FLAP MADE OUT OF
BITUMEN LAMINATED PAPER AND NYLON REINFORCED WIRE NET
BETWEEN TWO LAYERS. PAPER OF YELLOW COLOUR, SIZE: 45 X 15

NO

12000

732

ENVELOPE SE-6 WINDOW TYPE OF 70 GSM PAPER WITH 5 CMS FLAP
MADE OUT OF PALE YELLOW COLOUR, WINDOW COVERED WITH 10
MICRON PVC CLEAR TRANSPARENT FILM FROM INSIDE PRINTED WITH
BARC ACCOUNTS DIVISION ADDRESS. WINDOW SIZE: 12.6 X 5.3 CMS.
ENVELOPE SIZE: 28 X 12 CMS EXCLUDING FLAP.

NO

4000

733

ENVELOPES SE-8 OF 190 GSM WITH 6 CMS FLAP MADE OUT OF
HANDMADE PAPER OF PALE YELLOW COLOUR, SIZE: 40 X 30 CMS

NO

75000

734

ENVELOPES SE-8 OF 80 GSM WITH 6 CMS FLAP MADE OUT OF
BITUMEN LAMINATED PAPER AND NYLON REINFORCED WIRE NET
BETWEEN TWO LAYERS. PAPER OF YELLOW COLOUR. SIZE: 40 X 30

NO

25000

735

ENVELOPES FABRICATED FROM WOVEN POLYNET CLOTH THREADS
COATED WITH HDPE FILM LAMINATED ON AZURE LAID PAPER SELF
ADHESIVE WITH 4 CMS FLAP. SIZE:23 CMS X 18 CMS EXCLUDING FLAP

NO

3000

736

ENVELOPES FABRICATED FROM WOVEN POLYNET CLOTH THREADS
COATED WITH HDPE FILM LAMINATED ON AZURE LAID PAPER SELF
ADHESIVE WITH 4 CMS FLAP. SIZE:19 CMS X 16 CMS EXCLUDING FLAP

NO

2000

737

FILE, BOX WITH LEVER ARCH OF GOOD QUALITY. SIZE: 34.5 X 27.6
CMS. THE BOX FILES SHOULD BE EMBOSSED WITH MONOGRAM
"BARC" IN 1/2" SIZE LETTER.

NO

20000

738

FILE, COMMANDER MADE OF FIBRE BOARD OF DARK BROWN/BLUE
COLOUR LAMINATED WITH SPRING AND 2" FLAP EMBOSSED WITH
MONOGRAM "BARC"IN 1/2 " SIZE LETTER. SIZE. 35.5 X 25.6 CMS.

NO

5000

739

FILE, CONFIDENTIAL ORANGE COLOUR WITH CLIP MADE OUT OF 400
GSM CARD PAPER. OVERALL. SIZE: 48 CMS. X 35 CMS.

NO

1000

740

FILE, BOARD WITH CALICO FLAP. SIZE 35.6 X 25.3 CMS. STRAW
BOARD OF 91 DECAGRAM (32 OZ). FLAP 10 X 70 CMS. THE COTTON
TAPE SHOULD BE 100 CMS IN LENGTH.

NO

8000

741

FILE, FLAP OVERALL SIZE: 10 X 70 CMS WITH GOOD QUALITY LACE OF

NO

15000

742

FILE FOLDER BROWN MADE OUT OF HAND MADE PAPER WITH
WOOLEN FELT FINISH OF 220 TO 250 GSM APPROX. HOMOGENOUS
SINGLE LAYER WITH ALLUMINIUM EYELET ON BOTH FLAPS AT LEFT
HAND UPPER CORNER. ALUMINIUM EYELET AT 25 MM FROM VERTICAL
AND 30 MM FROM HORIZONTAL EDGE AT LEFT SIDE OF FOLDER. SIZE

NO

50000

743

FILE FOLDER MADE OF CARD PAPER OF ASSORTED COLOURS OF 380
TO 400 GSM APPROX. SIZE: 35.5 X 23.5 CMS INSIDE CENTRE ALONG
LENGTH PASTED WITH CALICO CLOTH OF 45 MM WIDTH. BOTH THE
PAGES OF FOLDER FITTED WITH ALUMINIUM EYELET AND A COTTON
TAG OF GOOD QUALITY. ALUMINIUM EYELET AT 25 MM FROM
VERTICAL AND 30 MM FROM HORIZONTAL EDGE AT LEFT SIDE OF THE

NO

40000

744

FILE FOLDER YELLOW MADE OUT OF HAND MADE PAPER OF 220 TO
250 GSM APPROX. WITH ALUMINIUM EYELETS ON BOTH FLAPS AT
LEFT HAND UPPER CORNER. ALUMINIM EYELET AT 25 MM FROM
VERTICAL AND 30 MM FROM HORIZONTAL EDGE FROM TOP AND SIDE
DISTANCES RESPECTIVELY OF THE FOLDER. SIZE: 27.5 X 37.5 CMS.

NO

40000

745

FILE FOLDER BROWN MADE OUT OF HAND MADE PAPER OF 220 TO
250 GSM APPROX. WITH ALUMINIUM EYELETS ON BOTH FLAPS AT
UPPER CORNER. ALUMINIUM EYELET AT 25 MM FROM VERTICAL AND
30 MM FROM HORIZONTAL EDGE FROM TOP AND SIDE DISTANCES
RESPECTIVELY OF THE FOLDER. SIZE: 27.5 X 37.5 CMS.

NO

30000

746

FILE FOLDER YELLOW MADE OUT OF HAND MADE PAPER WITH
WOOLEN FELT FINISH OF 220 TO 250 GSM APPROX. HOMOGENOUS
SINGLE LAYER WITH ALUMINIUM EYELET ON BOTH FLAPS AT LEFT
HAND UPPER CORNER. ALUMINIUM EYELET AT 25 MM FROM
VERTICAL AND 30 MM FROM HORIZONTAL EDGE AT LEFT SIDE OF THE

NO

50000

747

FILE FOLDER OF 310 TO 330 GSM APPROX. OF GREY OR BROWN
COLOUR , WITH CLIP WITH STRONG PLASTIC HANGING BAR, SIZE OF
FOLDER: 35 X 25 CMS.

NO

5000

748

FILE FOLDER WITHOUT CLIP OF 310 TO 330 GSM APPROX. WITH
STRONG PLASTIC HANGING BAR OF GREY OR BROWN COLOUR, SIZE:

NO

5000




749

FILE, (PORTFOLIO) WITH LACE, LIGHT BLUE COLOUR. SIZE: 35 X 25
CMS. THICKNESS OF BOARD 3 MM. LENGTH OF LACE 60 CMS STRAW

NO

100

750

FILE, OFFICE ( MARBLE FILE) OF ASSORTED COLOURS MADE OUT OF
440 TO 460 GSM CARD FITTED WITH SUPERIOR QUALITY METAL
ANODISED CLIP, SIZE OF FILE : 55 CMS X 35 CMS WITH GLAZED &
SMOOTH BOARD OF 27.2 KGS, EMBOSSED WITH MONOGRAM

NO

50000

751

CLIP FOLDER LEVER ARCH FILE WITH METAL SPRING WITH
MONOGRAM"BARC" IN 1/2" SIZE LETTER SIZE : 345 MM X 225 MM

NO

5000

752

FLUID, ERAZ-EX-FLUID IN PEN OF 12 ML.

NO

3000

753

FLUID, ERAZ-EX-FLUID IN BOTTLE OF 15 ML.

NO

2000

754

ADHESIVE PASTE IN 150 ML PLASTIC BOTTLE WITH BRUSH

NO

2000

755

ADHESIVE PASTE IN 50 ML PLASTIC BOTTLES WITH BRUSH
APPLICATOR

BOTTLE

1000

756

ADHESIVE PASTE IN 675/700 ML IN PLASTIC BOTTLE.

BOTTLE

400

757

INK, STAMP PAD OF GOOD QUALITY IN 100 ML PLASTIC BOTTLE.

BOTTLE

500

758

BOOK, DUPLICATE NO.2 OVERALL SIZE. 21.5 X 19 CMS. SET OF 2
SHEETS, BOOK OF 100 SETS. 1ST COPY OF 47 GSM LINED PAPER. 2ND
COPY 30 GSM GLAZED MANIFOLD PAPER. MONOGRAM "BARC"
SHOULD BE EMBOSSED IN 1/2" SIZE LETTER ON TOP OF THE BOOK
(1ST COPY ONLY OF EACH SET IS TO BE PERFORATED).

NO

500

759

BOOK, TRIPLICATE BOOK NO.2 OVERALL SIZE: 22.1 X 18.9 CMS. SET
OF 3 SHEETS, BOOK OF 100 SETS. 1ST TWO PAPERS OF 47 GSM. 3RD
COPY OF 30 GSM GLAZED MANIFOLD PAPER EMBOSSED WITH
MONOGRAM "BARC" IN 1/2" SIZE LETTER ON TOP OF THE BOOK.( IST &
2ND COPY OF EACH SET TO BE PERFORATED).

NO

300

760

BOOK, EXERCISE, RULED OF 200 PAGES MADE OUT OF 60 GSM PAPER
(A-GRADE MILLS/ECO FRIENDLY PAPER), SIZE 15.5 CMS X 19.0 CMS.
"TIGHT BINDING" THICK CARD BOARD SHEETS AT TOP & BOTTOM
WITH CALICO CLOTH BINDING. MONOGRAM "BARC" IN 1/2" SIZE
LETTER TO BE EMBOSSED ON TOP OF THE BOOK.

NO

12000

761

BOOK, PEON MADE OUT OF 60 GSM AZURE LAID PAPER WITH 160
PAGES, SIZE: 11 X 17 CMS EMBOSSED WITH MONOGRAM "BARC" IN

NO

300

762

BOOK, SHORTHAND MADE OUT OF 60 GSM PAPER WITH 100 SHEETS.
SIZE: 19.0 X 12.5 CMS EMBOSSED WITH MONOGRAM "BARC" IN 1/2"

NO

500

763

PAD, NOTING, 25 MIDDLE GREEEN MADE OUT OF 70 GSM AZURE LAID
PAPER, PAD OF 100 SHEETS, SIZE: 34 X 21 CMS. MARGIN LINE 60 MM

NO

2000

764

PAD, NOTING, WHITE MADE OUT OF 70 GSM MAPLITHO / PRINTING
PAPER, PAD OF 100 SHEETS, MARGIN LINE 60 MM FROM EDGE .

NO

1500

765

PAD, NOTING, PALE CREAM MADE OUT OF 70 GSM PAPER, PAD OF
100 SHEETS, SIZE : 34 X 21 CMS. MARGIN LINE SHOULD BE AT 60 MM

NO

1000

766

REGISTER, RULED 1 QUIRE MADE OUT OF 60 GSM CREAMWOVEN
PAPER OF 96 PAGES, SIZE: 28.2 X 17.8 CMS WITH 32 OZ CARDBOARD
AT TOP & BOTTOM, 5 MM PROJECTION, STICHING OF PAGES AT 4
PLACES EMBOSSED WITH MONOGRAM "BARC" IN 1/2" SIZE LETTER.

NO

5000

767

REGISTER, RULED 2 QUIRE MADE OUT OF CREAMWOVEN PAPER OF
60 GSM PAPEROF 96 PAGES. SIZE: 28.2 X 17.8 CMS WITH 32 OZ
CARDBOARD AT TOP & BOTTOM, 5 MM PROJECTION. STICHING OF
PAGES AT 4 PLACES EMBOSSED WITH "BARC" MONOGRAM IN 1/2"

NO

5000

768

REGISTER, RULED 3 QUIRE MADE OUT OF CREAMWOVEN PAPER OF
60 GSM PAPER OF 96 PAGES. SIZE: 28.2 X 17.8 CMS WITH 32 OZ
CARDBOARD AT TOP & BOTTOM, 5 MM PROJECTION. STICHING OF
PAGES AT 4 PLACES EMBOSSED WITH 'BARC' MONOGRAM. OF 1/2"

NO

5000

769

REGISTER, RULED 4 QUIRE MADE OUT OF CREAMWOVEN PAPER OF
60 GSM PAPER OF 96 PAGES. SIZE: 28.2 X 17.8 CMS WITH 32 OZ
CARDBOARD AT TOP & BOTTOM, 5 MM PROJECTION. STICHING OF
PAGES AT 4 PLACES EMBOSSED WITH "BARC" MONOGRAM OF 1/2"

NO

3000

770

REGISTER, RULED 6 QUIRE MADE OUT OF CREAMWOVEN PAPER OF
60 GSM PAPER OF 96 PAGES. SIZE: 28.2 X 17.8 CMS WITH 32 OZ
CARDBOARD AT TOP & BOTTOM, 5 MM PROJECTION. STICHING OF
PAGES AT 4 PLACES EMBOSSED WITH "BARC" MONOGRAM OF 1/2"

NO

3000




771

REGISTER, INDEX RULED 2 QR MADE OUT OF AZURE LAID PAPER OF
60 GSM OF 96 PAGES, SIZE: 33 X 21 CMS. STITCHED AT 3 PLACES
WITH THICK CARDBOARD AT TOP & BOTTOM WITH 5MM PROJECTION
EMBOSSED WITH MONOGRAM "BARC" IN 1/2 SIZE LETTER. EACH
LETTER TO BE INDEXED FOR 7 PAGES I.E. 7 PGS TO BE LEFT FOR

NO

100

772

REGISTER, INDEX RULED 4 QUIRE MADE OUT OF AZURE LAID PAPER
OF 60 GSM OF 96 PAGES, SIZE:33 X21 CMS STITCHED AT 3 PLACES
WITH THICK CARD BOARD AT TOP & BOTTOM WITH 5MM PROJECTION
EMBOSSED WITH MONOGRAM "BARC" OF 1/2" SIZE LETTER. EACH
LETTER TO BE INDEXED FOR 15 PAGES IE.15 PAGES TO BE LEFT FOR

NO

100

773

PAD, SCRIBBLING SMALL MADE OUT OF CREAMWOVEN PAPER OF 55
GSM. OVERALL SIZE: 20.2 X 10.6 CMS. PAD OF 100 SHEETS.

NO

4000

774

WRITING PAD RULED (BOTH SIDES) MADE OUT OF 80 GSM SMOOTH
WRITING PAPER. SIZE: 21 X 29.7 CMS, TOP LAMINATED WITH
WHITE/GREY M.S. COVER PAPER AND BOTTOM OF THICK PULP
BOARD BOUND WITH CALICO CLOTH BINDING HAVING PERFORATION.
PAD OF 100 SHEETS EMBOSSED WITH MONOGRAM " BARC" IN 1/2

NO

3000

775

WRITING PAD (RULED BOTH SIDES) MADE OUT OF 80 GSM PAPER.
SIZE : 22.2 CMS X 14.1CMS, TOP LAMINATED WITH LIGHT/DARK BLUE
M.S. COVER PAPER AND BOTTOM OF THICK PULP BOARD BOUND
WITH CALICO CLOTH BINDING HAVING PERFORATION. PAD OF 50
SHEETS EMBOSSED WITH MONOGRAM "BARC" IN 1/2" SIZE LETTER ON

NO

5000

776

PAD, SCRIBBLING MEDIUM MADE OUT OF CREAMWOVEN PAPER OF 55
GSM. OVERALL SIZE: 19.8 X 16 CMS. PAD OF 100 SHEETS.

NO

4000

77

PAD, RULED SQUARE LINED OF 5 MM ON BOTH SIDES MADE OUT OF
WHITE MAPLITHO PAPER OF 70 GSM, TOP LAMINATED PINK M.S.
COVER PAPER AND BOTTOM OF THICK PULP BOARD BOUND WITH
CALICO CLOTH BINDING HAVING PERFORATION OF SIZE: 210 MM X
297 MM. PAD OF 100 SHEETS EMBOSSED WITH MONOGRAM "BARC" IN

NO

50

778

WRITING PAD RULED (BOTH SIDES) MADE OUT OF SMOOTH WRITING
PAPER OF 80 GSM, TOP LAMINATED WITH LIGHT/DARK BLUE M.S.
COVER PAPER AND BOTTOM OF THICK PULP BOARD BOUND WITH
CALICO CLOTH BINDING HAVING PERFORATION. SIZE: 22 X 29 CMS.
PAD OF 50 SHEETS EMBOSSED WITH 'BARC' MONOGRAM IN 1/2" SIZE

NO

3000

779

PAD, SCRIBBLING LARGE MADE OUT OF CREAMWOVEN PAPER OF 55
GSM, OVERALL SIZE: 28.8 X 20.2 CMS. PAD OF 100 SHEETS.

NO

3000

780

DIARY, POCKET MADE OUT OF 60 GSM WHITE PAPER, TOP
LAMINATED WITH WHITE M.S. COVER PAPER AND BOTTOM OF THICK
PULP BOARD BOUND WITH CALICO CLOTH BINDING HAVING
PERFORATION. SIZE: 11 X 8.2 CMS. PAD OF 50 SHEETS EMBOSSED

NO

6000

781

PAPER, BLOTTING PAPER HAND MADE WHITE, LARGE MADE OUT OF
120 GSM PAPER. SIZE: 58.7 X 45.8 CMS. WEIGHT: 16.3 KG / REAM OF
500 SHEETS. TO BE SUPPLIED IN MANUFACTURERS ORIGINAL

SHEET

300000

782

CONTINOUS STATIONERY FORMS, 15" X 12" ON WHITE PAPER, 70 GSM
BOTH SIDES BLANK. BURSTING STRENGTH --> 20 +/ - 2. BRIGHTNESS
/ WHITENESS --> 9.80.

SHEET

150000

783

CONTINOUS STATIONERY FORMS, 10" X 12" (SMALL SIZE) ON SNOW
WHITE PAPER, 80 GSM. BOTH SIDES BLANK. . BURSTING STRENGTH --
> 20 +/-.BRIGHTNESS / WHITENESS --> 80

SHEET

200000

784

CONTINUOUS STATIONERY FORMS, 10 " X 12" (SMALL SIZE) ON SNOW
WHITE PAPER, 70 GSM. BOTH SIDES BLANK. THREE PART (Ill) WITH
SIDE PERFORATION. (LAYER INTERNAL WITH CARBON PAPER).
(GRADE A PAPER MILL ). BURSTING STRENGTH -->20 +/ -.

SHEET

100000

785

CONTINUOUS STATIONERY FORMS, TWO PART (1-1) EZ ROAD FOR
HIGH SPEED COMPUTER PRINTER. SIZE: 0.381 X 0.304 MTRS IL.E. 15" X
12" CARBON INTER LEAVED PAPER, 80 GSM. BRUSTING STRENGTH -->
20+/- . BRIGHTNESS / WHITENESS --> 80.

SHEET

25000

786

CONTINUOS STATIONERY FORMS 10" X 12" (SMALL SIZE) ON SNOW-
WHITE PAPER 70 GSM, BOTH SIDES BLANK FOUR PART (IV PART)
(LAYER INTERNAL WITH CARBON PAPERS). BURSTING STRENGTH 20
+/- . BRIGHTNESS / WHITENESS --> 80.

SHEET

20000

787

PAPER, BUTTER, GREASE PROOF UNGLAZED OF 35 GSM, SIZE: 51 X
76 CMS. REAM 500 SHEETS. WEIGHT 7 KGS PER REAM. IS: 6622 (1972).

SHEET

500




788

PAPER, KRAFT PAPER RIBBED OF 80 GSM, MGR BROWN. SIZE: 114.8 X

SHEET

3000

789

PAPER, XEROX/COPIER, SUPER WHITE QUALITY OF 80 GSM, A/4 SIZE:
210 MM X 297 MM. REAM OF 500 SHEETS. WEIGHT OF EACH REAM:
2.49 KGS IN MILLS ORIGINAL PACKED CONDITION ONLY CONFORMING
TO IS 14490:1997.PACKING 10 REAMS IN ONE BOX

REAM

50000

790

PAPER, XEROX/COPIER SUPERWHITE FOOLSCAPE OF 80 GSM, SIZE:
215 MM X 345 MM. REAM OF 500 SHEETS. WEIGHT OF EACH REAM:
2.97 KGS IN MILLS ORIGINALLY PACKED CONDITION ONLY
CONFORMING TO IS 14490:1997.PACKING : 10 REAMS IN ONE BOX

REAM

15000

791

PAPER, XEROX/COPIER PAPER SUPER WHITE QUALITY OF 80 GSM, A3
SIZE : 420 MM X 297 MM. REAM OF 500 SHEETS. WEIGHT OF EACH
REAM: 4.99 KGS IN MILLS ORIGINAL PACKED CONDITION
CONFORMING TO IS 14490:1997.PACKING : 5 REAMS IN ONE BOX

REAM

3000

792

SHEET, TRANSPARENCY, (MILAR SHEETS) BLANK OVERHEAD
PROJECTION SIZE: 210 MM X 297 MM X 100 MICRONS THICKNESS.
COLOUR : WHITE. SUPPLY SHOULD BE MADE IN PACKET OF 100
SHEETS. EACH PACKET SHOULD BE MARKED WITH NUMBER OF
SHEETS, SIZE, THICKNESS AND MANUFACTURER'S IDENTITY. EACH

SHEET

500

793

SHEET, TRANSPARENCY, (MILAR SHEETS) BLANK OVERHEAD
PROJECTION, SIZE:210 MM X 297 MM X 75 MICRONS THICKNESS.
COLOUR:LIGHT BLUE. SUPPLY SHOULD BE MADE IN PACKET OF 100
SHEETS. EACH PACKET SHOULD BE MARKED WITH NUMBER OF
SHEETS, SIZE, THICKNESS AND MANUFACTURERS IDENTITY. EACH
SHEET SHOULD BE INTERLEAVED WITH PAPER.

SHEET

500

794

SHEET, TRANSPARENCY, (MILAR SHEETS) BLANK OVERHEAD
PROJECTION , SIZE: 210 MM X 297 MM X 75 MICRONS THICKNESS.
COLOUR :LIGHT YELLOW. SUPPLY SHOULD BE MADE IN PACKET OF
100 SHEETS. EACH PACKET SHOULD BE MARKED WITH NUMBER OF
SHEETS, SIZE, THICKNESS AND MANUFACTURER'S IDENTITY. EACH
SHEET SHOULD BE INTERLEAVED WITH PAPER.

SHEET

500

795

PAPER, CARBON, FOR HANDWRITING BLACK GRADE- C SINGLE SIDE
PEN CARBON PAPER WITH ISI MARK IS : 3450 (1976) OF SIZE: 210 X
330 MM. BOX OF 100 SHEETS.

BOX

1000

796

BIN CARDS WHITE MADE OUT OF 150 GSM CARD PAPER WITH
ALUMINIUM EYELET, SIZE:19 CMS X 12 CMS.

NO

40000

797

BOOK, CREDIT VOUCHER , SET OF 6 COPIES, BOOK OF 100 SETS.
BOOK SIZE: 28.5 X 22.5 CMS. 1ST COPY SHOULD BE OF 47 GSM WHITE
MANIFOLD PAPER., 2ND COPY SHOULD BE OF 30 GSM PINK MANIFOLD
PAPER, 3RD COPY SHOULD BE OF 30 GSM GREEN MANIFOLD PAPER,
4TH COPY SHOULD BE OF 30 GSM BLUE MANIFOLD PAPER, 5TH COPY
OF 30 GSM YELLOW MANIFOLD PAPER AND 6TH COPY SHOULD BE OF
47 GSM WHITE PRINTING PAPER. FIRST 5 COPIES SHOULD BE
PERFORATED AND SIXTH WITHOUT PERFORATION. BOOK AND SETS
ARE TO BE NUMBERED AND PRINTED IN FONT SIZE: 20 IN BOLD

BOOK

100

798

BOOK, DIESEL REQUISTION, SET OF 3 COPIES, BOOK OF 100 SETS.
SIZE: 12.5 CMS X 17.5 CMS. 1ST COPY OF WHITE COLOUR 47GSM
CREAMWOVEN PAPER, 2ND COPY OF LIGHT GREEN AND 3RD COPY
OF YELLOW MANIFOLD PAPER OF 30 GSM, FIRST TWO COPIES TO BE
PERFORATED AND FOURTH WITHOUT PERFORATION. BOOK AND
SETS TO BE NUMBERED AND PRINTED IN FONT SIZE: 20 IN BOLT

BOOK

100

799

BOOK, DIVISIONAL STORES REQUISITION, SET OF 3 COPIES, FIRST
COPY IN SKY BLUE COLOUR, SECOND COPY IN LIGHT PINK COLOUR
AND BOOK COPY IN WHITE COLOUR. FIRST TWO COPIES SHOULD BE
PERFORATED AND FOURTH WITHOUT PERFORATION. BOOK OF 100
SETS, 47 GSM PAPER. SIZE: 22 X 14.2. CMS. BOOKS AND SETS TO BE
NUMBERED AND PRINTED IN FONT SIZE: 20 IN BOLD LETTER (TIMES

BOOK

500

800

BOOK, GATE PASS, SET OF 4 COPIES. BOOK OF 100 SETS. SIZE: 27.5 X
21.5 CMS.1ST COPY SHOULD BE OF 47 GSM WHITE PRINTING PAPER,
2ND COPY SHOULD BE OF 30 GSM PINK MANIFOLD PAPER, 3RD COPY
SHOULD BE 30 GSM LIGHT BLUE PAPER AND 4TH COPY SHOULD BE 30
GSM WHITE MANIFOLD PAPER. FIRST THREE COPIES SHOULD BE
PERFORATED AND FOURTH WITHOUT PERFORATION. BOOKS AND
SETS ARE TO BE NUMBERED AND PRINTED IN FONT SIZE: 20 IN BOLD

500




801

BOOK GATE PASS RETURNABLE. SET OF 4 COPIES . BOOK OF 100
SETS.SIZE:27.5 X 21.5 CMS.1ST COPY OF 47 GSM WHITE PRINTING
PAPER, 2ND COPY OF 30 GSM PINK MANIFOLD FOLDER, 3RD COPY OF
30 GSM LIGHT BLUE MANIFOLD PAPER AND 4TH COPY OF 30 GSM
WHITE MANIFOLD PAPER. FIRST THREE COPIES SHOULD BE
PERFORATED AND FOURTH WITHOUT PERFORATION. BOOKS AND
SETS ARE TO BE NUMBERED AND PRINTED IN FONT SIZE: 20 IN BOLD

BOOK

300

802

REGISTER ISSUE CONTROL MADE OUT OF 70 GSM PAPER WHITE
PRINTING PAPER. SIZE: 34 X 22 CMS. BOOK OF 250 SHEETS.
PRINTING ON BOTH THE SIDES.

NO

30

803

LETTER-HEAD, MADE OUT OF 58 GSM WHITE THICK BOND PAPER OF
SIZE: 220 MM X 180 MM, PAD OF 200 SHEETS.

PAD

10

804

LETTER-HEAD QUARTER SIZE MADE OUT OF 58 GSM WHITE THICK
BOND PAPER OF SIZE: 27.9 X 21.4 CMS. PAD OF 200 SHEETS.

PAD

10

805

REGISTER, ISSUE CONTROL FOR DIVISION MADE OUT OF 70 GSM
PAPER. REGISTER OF 200 SHEETS. SIZE : 34 X 22 CMS.

BOOK

15

806

BOOK, MATERIAL DESPATCH NOTE MADE OUT OF 47 GSM PRINTING
PAPER. SET OF 5 COPIES. BOOK OF 100 SETS. SIZE OF BOOK : 28 X 22
CMS. FIRST FOUR COPIES SHOULD BE PERFORATED AND FIFTH
WITHOUT PERFORATION. BOOKS AND SETS TO BE NUMBERED AND
PRINTED IN FONT SIZE: 20 IN BOLD LETTER (TIMES ROMAN FONT).

BOOK

200

807

BOOK, MUSTER ROLL MADE OUT OF 60 GSM AZURE LAID PAPER.
BOOK OF 48 SHEETS. SIZE: 34.0 X 21.5 CMS.

BOOK

1000

808

BOOK, PETROL REQUISITION, SET OF 3 COPIES, BOOK OF 100 SETS.
SIZE: 20 X 12.5 CMS. 1ST COPY OF 47 GSM WHITE PRINTING PAPER.
2ND COPY OF 30 GSM PINK MANIFOLD PAPER AND 3RD COPY OF 30
GSM YELLOW MANIFOLD PAPER. FIRST TWO COPIES TO BE
PERFORATED AND THIRD WITHOUT PERFORATION. BOOK AND SETS
TO BE NUMBERED AND PRINTED IN FONT SIZE: 20 IN BOLD LETTER

BOOK

300

809

BOOK, REQUISITION CUM ISSUE VOUCHER. BOOK OF 100 SETS. SET
OF 7 COPIES. SIZE:28.5CMS X 22CMS. 1ST COPY OF 47 GSM WHITE
PRINTING PAPER, 2ND COPY OF 30 GSM LIGHT BLUE MANIFOLD
PAPER, 3RD COPY OF 30 GSM DARK BLUE MANIFOLD PAPER, 4TH
COPY OF 30 GSM LIGHT YELLOW MANIFOLD PAPER, 5TH COPY OF 30
GSM DARK YELLOW MANIFOLD , 6TH COPY OF 30 GSM LIGHT GREEN
MANIFOLD PAPER AND 7TH COPY OF DARK GREEN MANIFOLD PAPER.
BOOKS AND SETS ARE TO BE NUMBERED AND PRINTED IN FONT SIZE:

BOOK

200

810

CARD STOCK, WHITE MADE OUT OF 200 GSM CARD PAPER. SIZE:27.9
X 22.8 CMS, WEIGHT: 11.9 KG PER GROSS OF 144 SHEETS.

NO

12000

811

SHEET, STOCK VERIFICATION MADE OUT OF 60 GSM WHITE PRINTING
PAPER, PAD OF 200 SHT, SIZE: 34X22 CMS. PAD SHOULD HAVE THICK
CARDBOARD AT THE BASE & BROWN ON TOP.

PAD

50

812

PROFORMA OF ITEMS DECLARED AS SURPLUS MADE OUT OF 60 GSM
WHITE PRINTING PAPER. SIZE: 34 X 22 CMS. PAD OF 200 SHEETS.

PAD

813

PROFORMA OF ITEMS DECLARED AS SURPLUS MADE OUT OF 60 GSM
WHITE PRINTING PAPER. SIZE: 34 X 22 CMS. PAD OF 200 SHEETS.

PAD

814

PENCIL, LEAD ORDINARY, HB.

NO

10000

815

ERASER, INK AND PENCIL.

NO

100

816

ERASER, ALL CLEAR PENCIL SIZE :58MM X 22 MM AND HEIGHT 12MM

NO

2000

817

RUBBER-BAND IN ASSORTED COLOURS AND SIZES, PKT: 50 GMS NET

PKT

3000

818

CANDLE-WAX, NO.10 (WHITE), OVERALL LENGTH: 23 CMS EXCLUDING
FLAP, DIA: 15 MM. PKTS OF 6 NOS.

PKT

200

819

TAPE, PRESSURE SENSITIVE ADHESIVE WITH PLASTIC BASE
CONFORMING TO IS: 13262 (1992). CLEAR TRANSPARENT. SIZE: 12 MM
X 65 MTRS ROLL (1/2"). 45 TO 50 + /- 1.5 MICRONS.

ROLL

1000

820

TAPE, PRESSURE SENSITIVE ADHESIVE WITH PLASTIC BASE
CONFORMING TO 1S:13262 (1992). CLEAR TRANSPARENT. SIZE: 18 MM
X 65 MTRS ROLL. 45 TO 50 + /- 1.5 MICRONS.

ROLL

2000

821

TAPE, PRESSURE SENSITIVE ADHESIVE WITH PLASTIC BASE
CONFORMING TO 1S:13262 (1992). CLEAR TRANSPARENT. SIZE: 25 MM
X 65 MTRS (1"). 45 TO 50 + /- 1.5 MICRONS.

ROLL

4000




822 |TAPE, PRESSURE SENSITIVE ADHESIVE WITH PLASTIC BASE ROLL 4000
CONFORMING TO IS: 13262 (1992). CLEAR TRANSPARENT. SIZE: 36 MM
X 65 MTRS. 45 TO 50 +/ - 1.5 MICRONS.

823 |TAPE, PRESSURE SENSITIVE ADHESIVE WITH PLASTIC BASE ROLL 4000
CONFORMING TO IS : 13262 (1992). CLEAR TRANSPARENT. SIZE: 50 MM
X 65 MTR. ROLL (2").45TO 50 +/- 1.5 MICRONS.

824 | TAPE, ADHESIVE BROWN COLOUR SUITABLE FOR ROLL 3500
PALLETIZING,REINFORCING AND PACKING,EXCELLENT SEALING
STRENGTH,RESISTANT AGAINST MOISTURE AND OIL,SUPERIOR
ADHESIVE PROPERTY,PROVIDE HIGH STRENGTH FOR JOINING

825 |CHALK-PENCILS OF ASSORTED COLOURS IN BOX OF 140 NOS. BOX 500

826 |CHALK-PENCILS WHITE IN BOX OF 140 NOS. BOX 200

827 |STAND, DESK CALENDAR PLASTIC WITH PEN HOLDER AND TWO NO 500
POCKETS. SIZE : 200 X 200 MM APPROX.

828 |KNIFE, TABLE FOR OFFICE USE, WITH S.S.BLADE (FOR CUTTING NO 1200
PAPER, JUTE YARN,CELLUTAPE, W/P CLOTH TAPE ETC.) OVERALL
LENGTH:18/20 CMS APPROX. HANDLE OF WOOD: 08/10 CMS. S.S.

BLADE LENGTH: 10/12 CMS. BLADE SHARPENED AT ONE END WITH
ENDS ROUNDED.THICKNESS OF BLADE 2MM APPROX.

829 |SCALE, METRIC FOR GENERAL PURPOSE PLASTIC, CONFORMING TO NO 500
IS :1480(1970) SIZE :30 CMS.

830 |GEM-CLIP, MEDIUM, BRIGHT ELECTRO NICKEL PLATED OF SIZE: 30 PKT 5000
MM CONFORMING TO IS : 5650-1970. PKT. OF 100 CLIPS.

831 |BOARD, CLIP HARD BOARD SIZE: 35.3 X 25.3 CMS. THICKNESS 4 MM NO 500
FITTED WITH SUPERIOR QUALITY SPRING CLIP. SPRING CLIP IN THE
LENGTH SIDE, EXACTLY AT THE CENTRE AND FITTED IN SUITABLE

832 |TWINE, JUTE, ORDINARY OF GOOD QUALITY. PACKING IN ROLL OF 1 KG 2000

833 |LABEL, FRAGILE, HANDLE WITH CARE MADE OUT OF 60 GSM WHITE NO 2000
CREAMWOVEN PAPER. SIZE: 24 CMS. X 15 CMS.

834 |BALL POINT PEN BLUE FINE WRITING . NO 5000

835 |PAD, SMALL, UN-INKED FOR RUBBER STAMP. SIZE: 11.5 X 7 CMS. NO 400

836 |PAD, LARGE, UNINKED FOR RUBBER STAMP. SIZE: 15.9 X 9.5 CMS NO 400

837 |PAPER, PIN, SUPERIOR QUALITY (RUST FREE) BRIGHT ELECTRO NO 5000
NICKEL PLATED CONFORMING TO IS: 5653-1970. LENGTH OF PIN: 30
MM, DIA OF PIN 0.80 MM. WEIGHT OF PINS IN EACH BOX 25 GMS NET.

838 |PAPER WEIGHT, GLASS OF VARIOUS SHAPE & COLOURS OF WEIGHT NO 500
150/200 GMS APPROXIMATELY.

839 |PAPER WEIGHT,ACRYLIC OF VARIOUS SHAPES AND COLOURS OF NO 500
WEIGHT 150/200 GMS APPROXIMATELY.

840 IMAGNETIC CLIP CONTAINER FOR PINS & GEM CLIPS NO 500

841 |POKER, WITH WOODEN HANDLE OF 15.3 CMS LONG. NO 50

842 |PUNCHING MACHINE DOUBLE HOLE, DIA: 8 CM, BASE SIZE 10 X 5.5 NO 1500
CMS. PUNCHING MACHINE: 1.35 MM.

843 |PUNCH, SINGLE HOLE, PLIER TYPE, SIZE: 12.5 CMS LONG. NO 1000

844 |SCISSORS, STATIONERY TYPE-2. PLASTIC HANDLE. BEST QUALITY. NO 3000
(SCISSORS FORGED FROM HIGH CARBON STEEL). CONFORMING TO
IS: 989(1982). OVERALL LENGTH NOMINAL : 200MM APPROXIMATELY.

845 |[WAX, SEALING OF GOOD QUALITY. PACKET OF 16 STICKS. NET NO 500
WEIGHT: 500 GMS/PKT.

846 |STAPLES, NO. 10, PKT OF 1000 NOS. PKT 50000

847 |PIN, STAPLER 26/6 - 24/6, PACKET OF 1000 NOS. PKT 10000

848 |MACHINE, STAPLE, NO.10 NO 2000

849 [MACHINE,STAPLER MINI-10 NO 2000

850 [MACHINE, STAPLE, 26/6 - 24/6. NO 2000

851 |TAG, NYLON MULTICOLOURED OF 17.5 CMS LONG OF GOOD QUALITY, BUNDLE 3000
‘T' TYPE PATTERN. BUNDLE OF 100 TAGS.

852 |TAG, NYLON MULTICOLOURED OF 30 CMS LONG OF GOOD QUALITY, PBUNDLE 2000
‘T' TYPE PATTERN. BUNDLE OF 100 TAGS.

853 |TWINE, COTTON WHITE, BALL: 100 GMS NET. BUNDLE 100




854 [FORM, INJURY ON DUTY (1.0.D. FORM). SET OF 4 SHEETS. BOOK OF 50 [ BOOK 50
SETS. PAPER SIZE : 33 X 20.5 CMS. 1ST COPY OF 60 GSM WHITE
PRINTING PAPER, 2ND COPY OF 48 GSM GREEN PRINTING PAPER,
3RD COPY OF 48 GSM PINK PRINTING PAPER AND 4TH COPY OF 48
GSM YELLOW PRINTING PAPER. ALL COPIES SHOULD BE

855 | COMPACT DISC RECORDABLE WITH THE FOLLOWING NO 1500
SPECIFICATIONS : CAP : 80 MINUTES/700 MB SPEED : 4 X - 10 X, DISC
DIAMETER : 120MM +/- 0.05MM THICKNESS 1.14 + 0.05/-0.01MM CENTRE
HOLE DIAMETER : 15MM +/- 0.05MM DISC MATERIAL :

856 |CD-RW .[COMPACT DISC -- READ & WRITE / CAP : 80 MINUTES / 700 MB | NO 2000
SPEED : 4 X - 10 X, DISC DIAMETER : 120MM +/- 0.05MM THICHNESS.
1.14 + 0.05/- 0.01MM CENTRE HOLE DIAMETER : 15MM +/- 0.5MM DISC

857 |[KEYBOARD FOR PC COMPATIBLE WIRED MULTIMEDIA EXTERNAL NO 1000
FORM FACTOR WITH USB CONNECTIVITY, COLOUR BLACK, ENGLISH
LAYOUT ( QWERTY) CERTIFIED FOR WINDOWS AND LINUX OS.

858 [MOUSE WIRED OPTICAL SCROLLING DESKTOP PC COMPATIBLE, 2 NO 1000
BUTTON 800-1000 DPS WITH USB CONNECTIVITY WORKABLE WITH
ALL OPERATING SYSTEMS

859 [PEN, PERMANENT MARKER USABLE ON GLASS, PLASTIC, METAL, NO 3000
WOOD ETC., WATERPROOF, COLOUR: RED

860 [PEN, PERMANENT MARKER USABLE ON GLASS, PLASTIC, METAL, NO 3000
WOOD ETC., WATERPROOF, COLOUR: BLACK.

861 |PEN, PERMANENET MARKER USABLE ON GLASS, PLASTIC, METAL, NO 3000
WOOD ETC., WATERPROOF, COLOUR: GREEN.

862 |PEN, PERMANENT MARKER USABLE ON GLASS, PLASTIC, METAL, NO 3000
WOOD ETC., WATERPROOF, COLOUR: BLUE.

863 [HIGHLIGHTER, TEXTLINER CHISEL TIP FOR UNDERLINING AND NO 3000
HIGHLIGHTING WATER BASED IN ASSORTED COLOURS

864 [PEN, MARKER FOR TRANSPARENCY SHEET USED FOR OVERHEAD NO 3000
PROJECTER COLOUR: RED.

865 [PEN, MARKER FOR TRANSPARENCY SHEET USED FOR OVERHEAD NO 3000
PROJECTER COLOUR: RED.

866 [PEN, MARKER FOR TRANSPARENCY SHEET USED FOR OVERHEAD NO 3000
PROJECTER COLOUR: BLACK.

867 [PEN, MARKER FOR TRANSPARENCY SHEET USED FOR OVERHEAD NO 3000
PROJECTER COLOUR: GREEN.

868 [PEN, MARKER FOR TRANSPARENCY SHEET USED FOR OVERHEAD NO 3000
PROJECTER COLOUR: BLUE.

869 [WHITE BOARD MARKER PEN COLOUR RED. NO 3000

870 |WHITE BOARD MARKER PEN . COLOUR BLUE. NO 3000

871 |WHITE BOARD MARKER PEN COLOUR BLACK . NO 3000

872 |WHITE BOARD MARKER PEN COLOUR GREEN. NO 3000

873 [PETROL ISSUE FORM. PAPER PINK COLOUR OF 48 GSM. PAD OF 100 PAD 50

874 |DIESEL ISSUE FORM, PAPER OF 56 GSM . PAD OF 100 SHEETS. PAD 50

875 |ENVELOPE- SE-5 WINDOW TYPE OF 70 GSM PAPER WITH 3.5 CMS NO 1000
FLAP. WINDOW COVERED WITH 10 MICRON PVC CLEAR
TRANSPARENT FILM FROM INSIDE WITH PRINTED CSU ADDRESS .
WINDOW SIZE: 12.6 X 5.3 CMS, ENVELOPE SIZE: 25 X 11 CMS
EXCLUDING FLAP MADE OF PALE YELLOW COLOUR.

876 |STICKERS- PRINTED, SELF ADHESIVE FOR SECURITY PACKING SIZE: | ROLL 800
175 X 40 MM (ROLLS OF 1000)

877 [STICK NOTE PADS ,MULTICOLOUR,75 GSM,SIZE:3X3CM.100/150 PAD 2000
SHEETS IN ONE PAD

878 [STICK NOTE PADS (RE-STICK PAPER NOTES),MULTICOLOURED 75 PAD 2000
GSM,SIZE: 20X 50 MM IN ONE PAD

879 | ADHESIVE GEL SUITABLE FOR VARIETY OF MATERIALS SUCH AS TUBE 500
GLASS, LEATHER, METALS, CLOTH AND PLASTICS. GENERAL
PURPOSE TRANSPARENT, WATER RESISTANT, NON-STAINING

880 | ADHESIVE GEL, EPOXY BASED CONSISTING OF ONE RESIN AND ONE | PKT 550

HARDENER COMPONENT (MIXING RATIO 1:1) FOR BONDING METAL,
WOOD, MASONRY, CERAMICS, GLASS, DRY CONCRETE, CHIPBOARD,
LEATHER, CARDBOARD, FABRIC, RUBBER, CERTAIN PLASTICS




881

ADHESIVE SYNTHETIC RESIN, CONFIRMING TO IS: 848 (1974) 5KG
ORIGINAL MANUFACTURER'S CONTAINER

KG

200

882

EPOXY COMPOUND/PUTTY GENERAL PURPOSE CONSISTING OF ONE
RESIN AND ONE HARDENER COMPONENT (MIXING RATIO 1:1) FOR
SEALING, GRIPPING, JOINING & INSULATING VARIETY OF SURFACES
LIKE FERROUS AND NON-FERROUS METALS, PORCELAIN, CERAMIC,
MARBLE, GRANITE, IVORY, ASBESTOS, GLASS, WOOD, LEATHER,

PKT

600

883

ADHESIVE SYNTHETIC RESIN (FEVICOL) IN ORIGINAL
MANUFACTURERS CONTAINER OF 1 KG

KG

200

884

ADHESIVE SYNTHETIC RESIN ( FEVICOL) IN
ORIGINAL MANUFACTURERS CONTAINER OF 2 KG

KG

200

885

TAPE, WHITE PRESSURE SENSITIVE ADHESIVE CLOTH, WATERPROOF
TYPE - | (UNTREATED CLOTH TAPE) CONFORMING TO 1S-3687(1987)
WIDTH- 18 MM; STD. ROLL OF 55 MTRS

ROLL

500

886

TAPE, WHITE PRESSURE SENSITIVE ADHESIVE CLOTH, WATERPROOF
TYPE - | (UNTREATED CLOTH TAPE) CONFORMING TO 1S-3687(1987)
WIDTH- 24 MM; STD. ROLL OF 55 MTRS

ROLL

500

887

TAPE, WHITE PRESSURE SENSITIVE ADHESIVE CLOTH, WATERPROOF
TYPE - | (UNTREATED CLOTH TAPE) CONFORMING TO 1S-3687(1987)
WIDTH- 48 MM; STD. ROLL OF 55 MTRS

ROLL

700

888

SHEET, PLYWOOD SYNTHETIC RESIN BONDED GENERAL PURPOSE
CONFORMING TO I.S. 303 (1989), 'AA' TYPE SURFACE ANALITY,
MOISTURE RESISTANT GRADE SIZE: 1800 X 1200 X 3 MM X 3 PLY.
ALLOWANCE ON THICKNESS +/- 0.15 MM

SHEET

100

889

SHEET,PLYWOOD SYNTHETIC RESIN BONDED
GENERAL PURPOSE CONFORMING TO I.S. 303 (1989),
'‘AA' TYPE SURFACE ANALITY, MOISTURE RESISTANT
GRADE SIZE: 1800 X 1200 X 4 MM X 3 PLY. ALLOWANCE
ON THICKNESS +/- 0.25 MM

SHEET

150

890

SHEET,PLYWOOD SYNTHETIC RESIN BONDED GENERAL PURPOSE
CONFORMING TO L.S. 303 (1989), 'AA' TYPE SURFACE ANALITY,
MOISTURE RESISTANT GRADE SIZE: 1800 X 1200 X 6 MM X 5 PLY.
TOLERANCE ON THICKNESS +/- 5%

SHEET

180

891

SHEET,PLYWOOD SYNTHETIC RESIN BONDED GENERAL PURPOSE
CONFORMING TO I.S. 303 (1989), 'AA' TYPE SURFACE ANALITY,
MOISTURE RESISTANT GRADE SIZE: 1800 X 1200 X 8 MM X 7 PLY.
TOLERANCE ON THICKNESS +/- 5%

SHEET

150

892

SHEET,PLYWOOD SYNTHETIC RESIN BONDED GENERAL PURPOSE
CONFORMING TO I.S. 303 (1989), 'AA' TYPE SURFACE ANALITY,
MOISTURE RESISTANT GRADE SIZE: 1800 X 1200 X 12 MM X 9 PLY.

SHEET

200

893

SHEET,PLYWOOD SYNTHETIC RESIN BONDED GENERAL PURPOSE
CONFORMING TO I.S. 303 (1989),

'‘AA' TYPE SURFACE ANALITY, MOISTURE RESISTANT GRADE SIZE:
1800 X 1200 X 18 MM X 11 PLY. TOLERANCE ON THICKNESS +/- 5%

SHEET

200

894

BRUSH ARTISTS, GRADE 2, WITH MONGOOSE HAIR FREE FROM
ADMIXTURE CONFIRMING TO 1S:1103:1984; LENGTH OF HANDLE OUT
OF FERRULE: 125 MM; LENGTH OF FERRULE: 25 MM; LENGTH OF

NO

100

895

BRUSH ARTISTS, GRADE 2, WITH MONGOOSE HAIR

FREE FROM ADMIXTURE CONFIRMING TO 1S:1103:1984; LENGTH OF
HANDLE OUT OF FERRULE: 135 MM;LENGTH OF FERRULE: 30 MM;
LENGTH OF BRISTELES: 9.5 MM; SIZE: A -2

NO

100

896

BRUSH ARTISTS, GRADE 2, WITH MONGOOSE HAIR FREE FROM
ADMIXTURE CONFIRMING TO 1S:1103:1984;

LENGTH OF HANDLE OUT OF FERRULE: 135 MM;LENGTH OF FERRULE:
30 MM; LENGTH OF BRISTELES: 11 MM; SIZE: A -3 BRUSH ARTISTS,

NO

100

897

BRUSH ARTISTS, GRADE 2, WITH MONGOOSE HAIR

FREE FROM ADMIXTURE CONFIRMING TO 1S:1103:1984; LENGTH OF
HANDLE OUT OF FERRULE: 140 MM;LENGTH OF FERRULE: 30 MM;
LENGTH OF BRISTELES: 14.5 MM; SIZE: A - 4

NO

100

898

BRUSH ARTISTS, GRADE 2, WITH MONGOOSE HAIR FREE FROM
ADMIXTURE CONFIRMING TO 1S:1103:1984; LENGTH OF HANDLE OUT
OF FERRULE: 140 MM;LENGTH OF FERULE: 35 MM; LENGTH OF
BRISTELES: 16 MM; SIZE: A -5 BRUSH ARTISTS, GRADE 2

NO

100




899

BRUSH ARTISTS, GRADE 2, WITH MONGOOSE HAIR FREE FROM
ADMIXTURE CONFIRMING TO 1S:1103:1984; LENGTH OF HANDLE OUT
OF FERRULE: 150 MM;LENGTH OF FERRULE: 45 MM; LENGTH OF
BRISTELES: 21 MM; SIZE: A -7 BRUSH ARTISTS, GRADE 2

NO

100

900

BRUSH ARTISTS, GRADE 2, WITH MONGOOSE HAIR

FREE FROM ADMIXTURE CONFIRMING TO 1S:1103:1984; LENGTH OF
HANDLE OUT OF FERRULE: 150 MM; LENGTH OF FERRULE: 50 MM;
LENGTH OF BRISTELES: 22.5 MM; SIZE: A -8

NO

100

901

BRUSH ARTISTS, GRADE 2, WITH MONGOOSE HAIR FREE FROM
ADMIXTURE CONFIRMING TO 1S:1103:1984;

LENGTH OF HANDLE OUT OF FERRULE: 150 MM;LENGTH OF FERRULE:
45 MM; LENGTH OF BRISTELES: 25 MM; SIZE: A -9

NO

100

902

BRUSH LETTERING, LENGTH OF HANDLE OUT OFFERRULE: 200 MM;
LENGTH OF FERRULE: 35MM,
LENGTH OF BRISTLES: 13; AS PER 1S:1104-1984; SIZE: L-1

NO

100

903

BRUSH LETTERING, LENGTH OF HANDLE OUT OF FERRULE: 200 MM;
LENGTH OF FERRULE: 35MM, LENGTH OF BRISTLES: 18; AS PER

NO

100

904

BRUSH LETTERING, LENGTH OF HANDLE OUT OF FERRULE: 200 MM;
LENGTH OF FERRULE: 35MM, LENGTH OF BRISTLES: 18; AS PER

NO

100

905

BRUSH LETTERING, LENGTH OF HANDLE OUT OF FERRULE: 205 MM,;
LENGTH OF FERRULE: 35MM, LENGTH OF BRISTLES: 20 MM; AS PER
1S:1104-1984; SIZE: L-4

NO

100

906

BRUSH LETTERING, LENGTH OF HANDLE OUT OF FERRULE: 205 MM,;
LENGTH OF FERRULE: 40MM, LENGTH OF BRISTLES: 20 MM; AS PER
1S:1104-1984; SIZE: L-5

NO

100

907

BRUSH LETTERING, LENGTH OF HANDLE OUT OF FERRULE: 215 MM;
LENGTH OF FERRULE: 40 MM, LENGTH OF BRISTLES: 23 MM; AS PER
IS:1104-1984, SIZE: L-6

NO

100

908

BRUSH LETTERING, LENGTH OF HANDLE OUT OF FERRULE: 220 MM;
LENGTH OF FERRULE: 40 MM, LENGTH OF BRISTLES: 28 MM; AS PER
IS:1104-1984, SIZE: L-7

NO

100

909

BRUSH LETTERING, TYPE-2 (BLACK BRISTLE) AS PER 1S:1104-1968;

NO

100

910

BRUSH LETTERING, TYPE-2 (BLACK BRISTLE) AS PER 1S:1104-1968;

NO

100

911

BRUSH LETTERING, TYPE-2 (BLACK BRISTLE) AS PER 1S:1104-1968;

NO

100

912

BRUSH,PAINT AND VARNISH, FLAT, BRISTLES OF HOGS, PIGS AND
BOARS, BEVELLED WORKING EDGE OF BRISTLES, CONFIRMING TO
1S:384:2002 WOODEN HANDLE FREE FROM DEFECTS,COATED WITH
CLEAR LACQUER ,BRISTLES PROTRUSION:38 MM, HANDLE O/A
LENGTH: 106 MM, HANDLE DIA:16-9 MM, SIZE: 12 MM

NO

200

913

BRUSH, PAINT AND VARNISH, FLAT, BRISTLES OF HOGS, PIGS AND
BOARS, BEVELLED WORKING EDGE OF BRISTLES, CONFIRMING TO
1S:384:2002 WOODEN HANDLE FREE FROM DEFECTS, COATED WITH
CLEAR LACQUER , BRISTLES PROTRUSION: 44 MM, HANDLE O/A
LENGTH:155 MM, HANDLE DIA:18-10 MM, SIZE: 25 MM

NO

400

914

BRUSH, PAINT AND VARNISH, FLAT, BRISTLES OF HOGS, PIGS AND
BOARS, BEVELLED WORKING EDGE OF BRISTLES, CONFIRMING TO
1S:384:2002 WOODEN HANDLE FREE FROM DEFECTS,COATED WITH
CLEAR LACQUER ,BRISTLES PROTRUSION:50 MM, HANDLE O/A
LENGTH:155 MM, HANDLE DIA:19-12 MM, SIZE: 38 MM

300

915

BRUSH,PAINT AND VARNISH, FLAT, BRISTLES OF HOGS, PIGS AND
BOARS, BEVELLED WORKING EDGE OF BRISTLES, CONFIRMING TO
1S:384:2002 WOODEN

HANDLE FREE FROM DEFECTS,COATED WITH CLEAR LACQUER
,BRISTLES PROTRUSION: 56 MM, HANDLE O/A LENGTH:160 MM,
HANDLE DIA:22-12 MM, SIZE: 50 MM

NO

500

916

BRUSH,PAINT AND VARNISH,FLAT,BRISTLES OF

HOGS,PIGS AND BOARS,BEVELLED WORKING EDGE

OF BRISTLES, CONFIRMING TO 1S:384:2002 WOODEN HANDLE FREE
FROM DEFECTS,COATED WITH CLEAR LACQUER ,BRISTLES
PROTRUSION: 63 MM, HANDLE O/A LENGTH:165 MM, HANDLE DIA:22-14

NN

300




917

BRUSH,PAINT AND VARNISH, FLAT, BRISTLES OF HOGS, PIGS AND
BOARS, BEVELLED WORKING EDGE OF BRISTLES, CONFIRMING TO
1S:384:2002 WOODEN

HANDLE FREE FROM DEFECTS,COATED WITH CLEAR LACQUER
,BRISTLES PROTRUSION: 69 MM, HANDLE O/A LENGTH:180 MM,
HANDLE DIA:25-14 MM, SIZE: 75SMM

300

918

BRUSH,PAINT AND VARNISH,FLAT,BRISTLES OF

HOGS,PIGS AND BOARS,BEVELLED WORKING EDGE

OF BRISTLES, CONFIRMING TO 1S:384:2002 WOODEN HANDLE FREE
FROM DEFECTS,COATED WITH CLEAR LACQUER ,BRISTLES
PROTRUSION: 75 MM, HANDLE O/A LENGTH:185 MM, HANDLE DIA:27-17

NO

300

919

TUMBLER GLASS, FOR DRINKING WATER, PLAIN
BARREL TYPE; CAPACITY: 250 ML.

NO

5000

920

SHEET GLASS, 6 MM THICK TABLE TOP FOR DESK T- 107, EDGES
POLISHED AND CORNERS ROUNDED TO RADIUS OF 25 MM. SIZE: 1600

SHEET

200

921

MAT DOOR (MB), MADE OUT OF COIR FIBRE TO 1S:11420:1985 PART-2.
SIZE: 2' X 1'5"

NO

150

922

MAT DOOR (MB), MADE OUT OF COIR FIBRE TO 1S:11420:1985 PART -2
SIZE: 2'-6" X 1'-6".

NO

100

923

MAT DOOR (MB), MADE OUT OF COIR FIBRE TO IS; 11420; 1985 PART-2.
SIZE: 3' X 2'.

NO

150

924

MAT DOOR (MB),MADE OUT OF COIR FIBRE TO 1S:11420:1985 PART-2.

NO

150

925

MAT DOOR (MB), MADE OUT OF COIR FIBRE TO IS: 11420 : 1985 PART-
2. SIZE: 6' X 4".

NO

100

926

BAGS GUNNY, USED 40" X 28". CAPACITY - 100 KG. CLOTH USED
SHOULD BE OF CLOSE WEAVE.

BAG

5000

927

MATCH-BOX OF 50 STICKS

NO

6000

928

POLISH, SHOE POLISH PASTE ,BLACK COLOUR NET WT.40 gms .IN
CLEAN, DRY RUST PROOF METAL CONTAINER, PRESS LID TYPE WITH
ISI MARK IS: 1746 (1992).

TIN

15000

929

POLISH, BOOT-POLISH, PASTE DARK TAN, TIN OF 40 GMS. IN CLEAN,
DRY, RUST-PROOF METAL CONTAINER, PRESS LID TYPE WITH ISI

TIN

1500

930

POLISH, LIQUID METAL POLISH NO. 6 FOR BRASS, COPPER, ZINC AND
STEEL. TRIPLE ACTION FORMULA WHICH CLEANS, RESTORES AND
SHINES CAPACITY: 100 ML.

TIN

100

931

HARD BROOMS, NETT WT.OF BRISTLES - 400 GMS TOL: -10 GMS
LENGTH OF BRISTLES - MINIMUM 100 CMS. BINDING OF BRISTLES
FIRMLY WITH G.I.WIRE. BRISTLES SHALL BE FREE FROM LEAVES,
BROKEN ENDS AND OTHER VISIBLE DEFECTS. PACKING IN BUNDLES

NO

6000

932

SOFT BROOMS, NETT WT. OF BRISTLES - 400 GMS TOL: -10 GMS
LENGTH OF BRISTLES - MINIMUM 100 CMS. BINDING OF BRISTLES
WITH G.ILWIRE AT TWO PLACES AND PLASTIC STRIPPING IN BETWEEN
THE G.I.WIRE BINDING. PACKING IN BUNDLE OF 50 NOS.

NO

8000

933

BRUSH, SHOE POLISHING GRADE 1, SEMISTIFF OF NATURAL COLOUR
BRISTLE FILLED BRUSHES TO 1S:3009/1993. WOODEN HANDLE SIZE:
165 X 55 X 15 MM, LENGTH OF BRISTLES PROTUDING - 20 MM

NO

9000

934

BRUSH, TEST TUBE NYLON, BRISTLE DIA:20 MM, BRISTLE LENGTH: 75
MM, OVER ALL LENGTH OF BRUSH:150 MM.

NO

100

935

BRUSH, TEST TUBE SPIRAL WITH FIXED TUFF HAVING NYLON BRISTLE
ON M.S.GALVANISED WIRE. BRISTLE DIA: 25 MM, BRISTLE LENGTH: 75
MM, OVERALL LENGTH OF BRUSH: 200 MM.

NO

150

936

BRUSH, TEST TUBE CLOSED SPIRAL WITH FIXED TUFF HAVING NYLON
BRISTLE ON M.S. GALVANISED WIRE, BRISTLE DIA: 50 MM, BRISTLE
LENGTH: 125 MM, OVERALL LENGTH OF BRUSH : 300 MM.

NO

300

937

BRUSH, TEST TUBE SPIRAL WITH FIXED TUFF HAVING NYLON
BRISTLE ON IRON WIRE, BRISTLE DIA: 65 MM, BRISTLE LENGTH: 125
MM. OVER ALL LENGTH OF BRUSH: 350 MM.

NO

100

938

BRUSH, TEST TUBE NYLON SPIRAL EVENLY TRIMMED. BRISTLE DIA: 25
MM, BRISTLE LENGTH: 125 MM. OVERAL LENGTH: 300 MM.

NO

100

939

BRUSH, COMMODE CHUTES, POLYMER FIBRE BRISTLES FIXED WITH
IRON WIRE 0.8 mm DIA, ON WOODEN HANDLE OF 500 mm X 40 mm DIA
AT BRISTLE END & SUITABLY SHAPED AT THE HANDLE SIDE WITH 36
KNOTS HOLD HAVING 10 mm DIA 13 mm DEEP AND IN A ROW SPACED

NO

1000




940

BRUSH, HAND SCRUBBING TEMPERED STEEL WIRE BRISTLES.
BRISTLE LENGTH:30 MM, BRISTLED AREA:100 MM X 200 MM.

NO

100

941

CAUSTIC-SODA, PURE AND TECHNICAL IN FLAKES WITH IS: 252 (1991)
IN 50 KGS HDPE WOVEN SACKS ONLY. CHEMICAL ANALYSIS REPORT
TO BE SUBMITTED ALONG WITH SUPPLY.

KG

5000

942

DUSTER, YELLOW MADE OUT OF YELLOW FLANNEL CLOTH. SIZE: 500
MM X 500 MM. WEIGHT PER DUSTER: 27 GMS APPROXIMATELY.
PACKING OF 12 NOS IN EACH POLYTHENE PACKET. IS NO: 859/1978.

NO

10000

943

RAGS COTTON CLOTH WHITE BLEACHED ABSORBANT SIZE:50 MM TO
75 MM (L.E. 2" TO 3") FREE FROM SYNTHETIC FABRIC COLOURED
STRIPS, CANVAS CLOTH AND HEAVY STARCHED COTTON STRIPS,
TAILORED HUMAN WEAR CUT PIECES OF CLOTHING, GAUZE CLOTH
ETC. MINIMUM LENGTH OF STRIP - 600 MM. NETT WT OF 50 KGS BAGS.

KG

9000

944

DETERGENT, SYNTHETIC POWDER FOR LAUNDRY, ACTIVE
INGREDIENTS
19% TOTAL PHOSPHATES-19%,STTP-9.5% ALKALINITY MAX-15 IS: 4955-

PKT

20000

945

ANTISEPTIC LIQUID DISINFECTANT FOR PERSONAL / SURGICAL /
MEDICAL USES ONLY IN BOTTLE OF 500 ML. CONTENTS -
CHLOROXYLENOL I.P. 4.8% W/V TERPINEOL B.P. 9.0% V/V,(ALCOHOL
ABSOLUTE), (DNATURED)13.1% V/V, CONTAINS CARAMEL I.P AS

BOTT

5000

946

DUSTER, FLOOR, SIZE: 90 CMS X 90 CMS, WEIGHT: 185 GMS. IS NO:

NO

5000

947

DUSTER STRIPED MADE FROM COTTON CLOTH WITH YARN TIGHTLY
WOVEN OF SIZE: 50 CMS X 50 CMS. MINIMUM WEIGHT PER PIECE 50

NO

150000

948

HANDLE, WOODEN SOLID BAMBOO FOR MOPS WITHOUT CRACKS,
DECAY, KNOTS & NAPS. SIZE : 25 mm DIA X 1500 mm LONG.

NO

2000

949

MOP, COTTON NETT WEIGHT OF YARN CONTENT-450 GMS
TOLERANCE: 20 GMS WOODEN HUB FOR MOP - FREE FROM CRACKS,
HOLES AND OTHER DEFECTS. WEIGHT OF WOODEN HUB 150-200
GMS, 25 MM BORE FOR WOODEN HANDLE, 40 MM DEEP. FIXING OF
YARN ON HUB WITH 6 CLIPS ALONGWITH METAL FOIL CIRCULAR IN

NO

50000

950

NAPTHALENE-BALLS IN BAG OF 1 KG. NET,TO BE PACKED IN DOUBLE
POLYTHENE BAG.

KG

1000

951

DISINFECTANT FLUID IN MANUFACTURER'S ORIGINAL SEALED
PACKING WITH FULL PARTICULARS OF THE ITEM LABELLED ON THE
CONTAINER. 5 LTRS CAPACITY CONTAINER.

LTR

5000

952

DISINFECTANT ALL IN ONE TOILET CLEANER KILLS 99.9% GERMS,
REMOVES TOUGH STAINS. CAN OF 750 ML.

BOTT

8000

953

POWDER, BLEACHING IN STANDARD PACKET OF 2.5 KGS IN
POLYTHENE LINED JUTE BAGS.

KG

1000

954

AIR-PURIFIER, IN FORM OF STICK, WEIGHT: 100 GMS APPROX. SIZE :
80 X 30 X 25 MM (IN ORIGINAL SEALED PACKING OF 144 NOS. IN A BOX)

NO

45000

955

SODA-ASH,COMMERCIAL CONFORMING TO IS: 251 - 1998 IN 50 KGS IN
HDPE LINED BAGS ONLY. CHEMICAL ANALYSIS REPORT TO BE
SUBMITTED ALONG WITH SUPPLY.

KG

1000

956

SOAP, HALF BARS ,LAUNDRY, TYPE Il, GRADE Il TEM-35% ROSIN ACIDS-
15%, MATTER SOLUBLE IN ALCOHOL-20% CONFORMING TO IS-
285/1992 OF WEIGHT: 250 GMS.

HFBAR

20000

957

TOILET SOAP, GRADE 2 WITH IS: 2888 - 2004. THE SOAP SHALL BE
THOROUGHLY SAPONIFIED PLODDED SOAP WITH SMOOTH TEXTURE,
WHITE OR COOURED, PERFUMED AND SHALL POSSESS GOOD
CLEANING AND LATHERING PROPERTIES, TFM: 70%.

THE PACKAGE SHALL BE SECURELY CLOSED AND MARKED WITH THE
FOLLOWING :

A) NAME OF THE MANUFACTURER

B) BRAND NAME OF THE MATERIAL AND RECOGNIZED TRADE-MARK IF
ANY,

C) GRADE OF THE MATERIAL

D) NET MASS WHEN PACKED

E) BATCH NO. OR LOT NO. IN CODE OR OTHERWISE AND

NO

120000

958

SOAP, LIQUID SOAP AS PER IS: 4199/2001.

KG

30000

959

REGULAR AND ORIGINAL SOFT AND GENTLE LIQUID HANDWASH
PROTECTING AGAINST GERMS. PACKING IN 5 LTRS POLYTHENE CAN.

LTR

8000




960 |STEEL-WOOL, COMMERCIAL TYPE 1, GRADE 'O" AS PER 1S:5319. PKT 2000
PACKET OF 250 GMS. PACKING OF 20 NOS.OF 250 GMS PACKET IN
961 | TISSUE PAPER, SUPER SOFT FACIAL TISSUE OF 18 GSM. SIZE: 225 X PKT 3000
225 MM IN BOX OF 100 PULLS.
962 |TOILET PAPER IN ROLL, SOFT TOUCH ABSORBENT, TWO PLY WITH ROLL 150000
PERFORATIONS AT EQUAL INTERVALS OF SIZE: 10 CMS WIDTH X 24
MTRS LONG, WT: 100 GMS PER ROLL.
963 | INDUSTRIAL CLEANING SOLUTION FOR RADIOACTIVE AREA, PACKING KG 25000
IN 10 Kg. GOOD QUALITY CARBUOQY.
964 |FLOOR CLEANER, HYGIENE HARD SURFACE FLOOR CLEANER, LTRS 2000
CONCENTRATE OF 5 LTR CAN. ( CONTENTS OF THE PRODUCT: 2
AMINOETHANOL <5% ALKYLDIMETHYLBENZENE- AMMONIUM
CHLORIDE <5% AND PROPAN -2-OL <5% )
965 |POWDER, SCOURING CONFIRMING TO 1S:6047/1970 TYPE II. KG 5000
DETERGENT BASED WITH ACTIVE MATTER 2 TO 4.5%. ( PACKET OF 2.5
KGS). POWDER SHOULD BE FREE FROM LUMP & BIG GRITTY
966 |DISINFECTANT SURFACE CLEANER, 3 IN 1 UNIQUE FORMULATIONS BOTT 6000
WHICH KILLS 99.9% GERMS FOR CLEANING TOUGH STAINS OF FLOOR
AND BATHROOM SURFACES IN BOTTLE OF 975 ML./1000 ML.
967 |PAINT ALUMINIUM, TIN OF 4 LTRS. LTR 100
968 |PAINT BLACK, TIN OF 4 LTRS. LTR 200
969 | COMPOUND RUBBING, 65.32 DUCO. TIN OF 5 KGS. KG 20
970 |PAINT PALE CREAM, TIN OF 1 LITRE. LTR 100
971 |PAINT BATTLE SHIP DARK GREY, SYNTHETIC ENAMEL. TIN OF 4 LTRS. |LTR 40
972 |PAINT SMOKE GREY, SYNTHETIC ENAMEL. TIN OF 4 LTRS. LTR 200
973 |PAINT GRASS GREEN, SYNTHETIC ENAMEL LTR 200
974 |PAINT OPALINE GREEN, 28-275 DULUX. TIN OF 4 LTRS LTR 40
975 |PAINT RED LEAD, READY MIXED. TIN OF 4 LTRS. LTR 40
976 |PAINT POST OFFICE RED, TIN OF 4 LTRS ; MAKE: ICI LTR 200
977 |PAINT SILVER OAK, AIR DRYING NO 101. TINOF 4 LTRS . LTR 40
978 |PAINT SILVER GREY, TIN OF 4 LTRS LTR 100
979 |PAINT OFF WHITE, EGG SHELL FINISH. TIN OF 4 LTRS; LTR 200
980 |PAINT WHITE, DULUX SYNTHETIC ENAMEL. TIN OF 4LTRS. LTR 200
981 |PAINT WHITE, SYNTHETIC ENAMEL. TIN OF 4 LTRS; LTR 200
982 |PAINT GOLDEN YELLOW, SYNTHETIC ENAMEL. TIN LTR 200
OF 4 LTRS.
983 |PAINT BLACK, 03-122 DUCO. TIN OF 4 LTRS. LTR 200
984 |PAINT, NATINA BLUE 03-9265. DUCO. TIN OF 1 ltr. LTR 20
985 |PAINT SATELLITE BLUE GREY, DUCO 03-9384. TINOF 1 LTR . LTR 20
986 |PAINT PUTTY GREY, 13-9002. TIN OF 5 KG. KG 50
987 |PAINT POST OFFICE RED, DUCO 03-438. TIN OF 1 LTR. LTR 200
988 |PAINT WHITE, 03-101 DUCO. TIN OF 4 LTR. LTR 200
989 |PAINT WHITE, EPOXY RESIN BASED WITH ADDUCT LTR 200
FINISHING. TIN OF 4 LTRS.
990 |PRIMER AIRCRAFT GREY, PRIMER/UNDERCOATING. LTR 200
TIN OF 4 LTRS.
991 |PAINT LIGHT GREY PRIMER SURFACE, LTR 200
TIN OF 4 LTRS.
992 |PRIMER, FOR EPOXY PAINTS. TIN OF 1 LTR. LTR 100
993 |PRIMER RED OXIDE, PRIMER FOR ENAMEL PAINTS.TIN OF 4 LTRS. LTR 100
994 | THINNER, FOR DUCO TO 60-6 PAINT. TIN OF 5 LTRS. LTR 200
995 |THINNER, FOR DULUX 61-33. TIN OF 20 LTR. LTR 100
996 |THINNER, FOR EPOXY. TIN OF 3LTR/5 LTR. LTR 200
997 |THINNER GENERAL PURPOSE. TIN OF 5 LTRS. LTR 200
998 |VARNISH INSULATING, QUICK DRYING. TIN OF 4 LTRS. LTR 32
999 |LUBRICATING OIL-GRADE SAE-40 IN ORIGINAL PACK OF 20 LTRS. LTR 200
DRUM
1000|LUBRICATING OIL -SYSTEM 68 IN ORIGINAL PACK OF 20/26 Ltrs. DRUM [LTR 500
1001|CLEANER - DEOXIDINE\RUST REMOVER\RUSTOLENEIN A PACK OF 500 [LTR 200

ML BOTTLE




1002

MULTIPURPOSE GREASE - ALL PURPOSE GREASE IN ORIGINAL
PACKING OF 180/182 KG. DRUM.

KG

910

1003

LUBRICATING OIL FOR HIGH VACUUM PUMP - IN ORIGINAL PACK OF 5
LTRS.

LTR

20

1004

PETROLEUM JELLY - PACK OF 500 GMS BOTTLE.

KG

1005

KEROSENE OIL - SUPERIOR IN PACK OF 200 LITERS DRUM.

LTR

1000

1006

CUTTING OIL - IN PACK OF 18/20/26 Ltrs.

LTR

520

1007

LUBRICATING OIL - GRADE SAE-32 IN ORIGINAL PACK OF 210 Ltrs.

LTR

1050

1008

MULTIPURPOSE LUBRICATING OIL IN PACK OF 50 ML
BOTTLE TO BE USED FOR TYPEWRITER AND OTHER
MACHINES.

BOTT

100

1009

ENGINE OIL - IN PACK OF 210 Ltrs. DRUM.

LTR

840

1010

POLISH, SHOE POLISH PASTE ,BLACK COLOUR NET WT.40 gms .IN CLEAN,
DRY RUST PROOF METAL CONTAINER, PRESS LID TYPE WITH ISI MARK IS:

TIN

15000

1011

POLISH, BOOT-POLISH, PASTE DARK TAN, TIN OF 40 GMS. IN CLEAN, DRY,
RUST-PROOF METAL CONTAINER, PRESS LID TYPE WITH ISI MARK

TIN

1500

1012

POLISH, LIQUID METAL POLISH NO. 6 FOR BRASS, COPPER, ZINC AND
STEEL. TRIPLE ACTION FORMULA WHICH CLEANS, RESTORES AND
SHINES CAPACITY: 100 ML.

TIN

100

1013

HARD BROOMS, NETT WT.OF BRISTLES - 400 GMS TOL: -10 GMS LENGTH
OF BRISTLES - MINIMUM 100 CMS. BINDING OF BRISTLES FIRMLY WITH
G..LWIRE. BRISTLES SHALL BE FREE FROM LEAVES, BROKEN ENDS AND
OTHER VISIBLE DEFECTS. PACKING IN BUNDLES OF 50 NOS.

NO

6000

1014

SOFT BROOMS, NETT WT. OF BRISTLES - 400 GMS TOL: -10 GMS LENGTH
OF BRISTLES - MINIMUM 100 CMS. BINDING OF BRISTLES WITH G.ILWIRE
AT TWO PLACES AND PLASTIC STRIPPING IN BETWEEN THE G.I.WIRE
BINDING. PACKING IN BUNDLE OF 50 NOS.

NO

8000

1015

BRUSH, SHOE POLISHING GRADE 1, SEMISTIFF OF NATURAL COLOUR
BRISTLE FILLED BRUSHES TO 1S:3009/1993. WOODEN HANDLE SIZE: 165 X
55 X 15 MM, LENGTH OF BRISTLES PROTUDING - 20 MM MINIMUM.

NO

6000

1016

BRUSH, TEST TUBE NYLON, BRISTLE DIA:20 MM, BRISTLE LENGTH: 75
MM, OVER ALL LENGTH OF BRUSH:150 MM.

NO

100

1017

BRUSH, TEST TUBE SPIRAL WITH FIXED TUFF HAVING NYLON BRISTLE
ON M.S.GALVANISED WIRE. BRISTLE DIA: 25 MM, BRISTLE LENGTH: 75
MM, OVERALL LENGTH OF BRUSH: 200 MM.

NO

100

1018

BRUSH, TEST TUBE CLOSED SPIRAL WITH FIXED TUFF HAVING NYLON
BRISTLE ON M.S. GALVANISED WIRE, BRISTLE DIA: 50 MM, BRISTLE
LENGTH: 125 MM, OVERALL LENGTH OF BRUSH : 300 MM.

NO

100

1019

BRUSH, TEST TUBE SPIRAL WITH FIXED TUFF HAVING NYLON BRISTLE
ON IRON WIRE, BRISTLE DIA: 65 MM, BRISTLE LENGTH: 125 MM. OVER
ALL LENGTH OF BRUSH: 350 MM.

NO

100

1020

BRUSH, TEST TUBE NYLON SPIRAL EVENLY TRIMMED. BRISTLE DIA: 25
MM, BRISTLE LENGTH: 125 MM. OVERAL LENGTH: 300 MM.

NO

100

1021

BRUSH, COMMODE CHUTES, POLYMER FIBRE BRISTLES FIXED WITH IRON
WIRE 0.8 mm DIA, ON WOODEN HANDLE OF 500 mm X 40 mm DIA AT
BRISTLE END & SUITABLY SHAPED AT THE HANDLE SIDE WITH 36 KNOTS
HOLD HAVING 10 mm DIA 13 mm DEEP AND IN A ROW SPACED EQUALLY

NO

1000

1022

BRUSH, HAND SCRUBBING TEMPERED STEEL WIRE BRISTLES. BRISTLE
LENGTH:30 MM, BRISTLED AREA:100 MM X 200 MM.

NO

50

1023

CAUSTIC-SODA, PURE AND TECHNICAL IN FLAKES WITH IS: 252 (1991) IN
50 KGS HDPE WOVEN SACKS ONLY. CHEMICAL ANALYSIS REPORT TO BE
SUBMITTED ALONG WITH SUPPLY.

KG

8000

1024

DUSTER, YELLOW MADE OUT OF YELLOW FLANNEL CLOTH. SIZE: 500 MM
X 500 MM. WEIGHT PER DUSTER: 27 GMS APPROXIMATELY. PACKING OF
12 NOS IN EACH POLYTHENE PACKET. IS NO: 859/1978.

NO

10000

1025

RAGS COTTON CLOTH WHITE BLEACHED ABSORBANT SIZE:50 MM TO 75
MM (1.E. 2" TO 3") FREE FROM SYNTHETIC FABRIC COLOURED STRIPS,
CANVAS CLOTH AND HEAVY STARCHED COTTON STRIPS, TAILORED
HUMAN WEAR CUT PIECES OF CLOTHING, GAUZE CLOTH ETC. MINIMUM
LENGTH OF STRIP - 600 MM. NETT WT OF 50 KGS BAGS.

KG

2000




1026

DETERGENT, SYNTHETIC POWDER FOR LAUNDRY, ACTIVE INGREDIENTS
19% TOTAL PHOSPHATES-19%,STTP-9.5% ALKALINITY MAX-15 IS: 4955-
1982, GRADE-I, PACKING : 1 PACKET OF 500 GMS POLYTHENE BAGS
APPROXIMATELY.

PKT

20000

1027

ANTISEPTIC LIQUID DISINFECTANT FOR PERSONAL / SURGICAL /
MEDICAL USES ONLY IN BOTTLE OF 500 ML. CONTENTS -
CHLOROXYLENOL I.P. 4.8% W/V TERPINEOL B.P. 9.0% V/V,(ALCOHOL
ABSOLUTE), (DNATURED)13.1% V/V, CONTAINS CARAMEL I.P AS COLOUR

BOTT

5000

1028

DUSTER, FLOOR, SIZE: 90 CMS X 90 CMS, WEIGHT: 185 GMS. IS NO:

NO

2000

1029

DUSTER STRIPED MADE FROM COTTON CLOTH WITH YARN TIGHTLY
WOVEN OF SIZE: 50 CMS X 50 CMS. MINIMUM WEIGHT PER PIECE 50
GMS. IS NO: 859/1978.

NO

150000

1030

HANDLE, WOODEN SOLID BAMBOO FOR MOPS WITHOUT CRACKS,
DECAY, KNOTS & NAPS. SIZE : 25 mm DIA X 1500 mm LONG.

NO

2000

1031

MOP, COTTON NETT WEIGHT OF YARN CONTENT-450 GMS TOLERANCE:
20 GMS WOODEN HUB FOR MOP - FREE FROM CRACKS, HOLES AND
OTHER DEFECTS. WEIGHT OF WOODEN HUB 150-200 GMS, 25 MM BORE
FOR WOODEN HANDLE, 40 MM DEEP. FIXING OF YARN ON HUB WITH 6
CLIPS ALONGWITH METAL FOIL CIRCULAR IN SHAPE.

NO

50000

1032

NAPTHALENE-BALLS IN BAG OF 1 KG. NET,TO BE PACKED IN DOUBLE
POLYTHENE BAG.

KG

1000

1033

DISINFECTANT FLUID IN MANUFACTURER'S ORIGINAL SEALED PACKING
WITH FULL PARTICULARS OF THE ITEM LABELLED ON THE CONTAINER. 5
LTRS CAPACITY CONTAINER.

LTR

5000

1034

DISINFECTANT ALL IN ONE TOILET CLEANER KILLS 99.9% GERMS,
REMOVES TOUGH STAINS. CAN OF 750 ML.

BOTT

8000

1035

POWDER, BLEACHING IN STANDARD PACKET OF 2.5 KGS IN POLYTHENE
LINED JUTE BAGS.

KG

1000

1036

AIR-PURIFIER, IN FORM OF STICK, WEIGHT: 100 GMS APPROX. SIZE : 80 X
30 X 25 MM (IN ORIGINAL SEALED PACKING OF 144 NOS. IN A BOX)

NO

40000

1037

SODA-ASH,COMMERCIAL CONFORMING TO IS: 251 - 1998 IN 50 KGS IN
HDPE LINED BAGS ONLY. CHEMICAL ANALYSIS REPORT TO BE
SUBMITTED ALONG WITH SUPPLY.

KG

1000

1038

SOAP, HALF BARS ,LAUNDRY, TYPE II, GRADE Il TFM-35% ROSIN ACIDS-
15%, MATTER SOLUBLE IN ALCOHOL-20% CONFORMING TO 1S-285/1992 OF
WEIGHT: 250 GMS.

HFBAR

10000

1039

TOILET SOAP, GRADE 2 WITH IS: 2888 - 2004. THE SOAP SHALL BE
THOROUGHLY SAPONIFIED PLODDED SOAP WITH SMOOTH TEXTURE,
WHITE OR COOURED, PERFUMED AND SHALL POSSESS GOOD CLEANING
AND LATHERING PROPERTIES, TFM: 70%.

THE PACKAGE SHALL BE SECURELY CLOSED AND MARKED WITH THE
FOLLOWING :

A) NAME OF THE MANUFACTURER

B) BRAND NAME OF THE MATERIAL AND RECOGNIZED TRADE-MARK IF
ANY,

C) GRADE OF THE MATERIAL

D) NET MASS WHEN PACKED

EY BATCH NO OR 1 OT NO IN CODF OR OTHFRWISF AND

NO

120000

1040

SOAP, LIQUID SOAP AS PER IS: 4199/2001.

KG

3000

1041

REGULAR AND ORIGINAL SOFT AND GENTLE LIQUID HANDWASH
PROTECTING AGAINST GERMS. PACKING IN 5 LTRS POLYTHENE CAN.

LTR

10000

1042

STEEL-WOOL, COMMERCIAL TYPE 1, GRADE 'O' AS PER 1S:5319. PACKET
OF 250 GMS. PACKING OF 20 NOS.OF 250 GMS PACKET IN POLYTHENE

PKT

2000

1043

TISSUE PAPER, SUPER SOFT FACIAL TISSUE OF 18 GSM. SIZE: 225 X 225
MM IN_BOX OF 100 PULLS.

PKT

3000

1044

TOILET PAPER IN ROLL, SOFT TOUCH ABSORBENT, TWO PLY WITH
PERFORATIONS AT EQUAL INTERVALS OF SIZE: 10 CMS WIDTH X 24 MTRS
LONG, WT: 100 GMS PER ROLL.

ROLL

120000

1045

INDUSTRIAL CLEANING SOLUTION FOR RADIOACTIVE AREA, PACKING IN
10 Kg. GOOD QUALITY CARBUOQY.

KG

12000




1046

FLOOR CLEANER, HYGIENE HARD SURFACE FLOOR CLEANER,
CONCENTRATE OF 5 LTR CAN. ( CONTENTS OF THE PRODUCT: 2
AMINOETHANOL <5% ALKYLDIMETHYLBENZENE- AMMONIUM CHLORIDE
<5% AND PROPAN -2-OL <5% )

LTRS

2000

1047

POWDER, SCOURING CONFIRMING TO 1S:6047/1970 TYPE Il. DETERGENT
BASED WITH ACTIVE MATTER 2 TO 4.5%. ( PACKET OF 2.5 KGS). POWDER
SHOULD BE FREE FROM LUMP & BIG GRITTY PARTICLES).

KG

5000

1048

DISINFECTANT SURFACE CLEANER, 3 IN 1 UNIQUE FORMULATIONS
WHICH KILLS 99.9% GERMS FOR CLEANING TOUGH STAINS OF FLOOR
AND BATHROOM SURFACES IN BOTTLE OF 975 ML./1000 ML.

BOTT

8000

1069

DUSTER, FLOOR, SIZE: 50 CMS X 50 CMS, WEIGHT: 100 GMS. IS NO:

NO

12000




